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4.5.4
Inter operator identifier (IOI)
The Inter Operator Identifier (IOI) is a globally unique identifier  to share between sending and receiving networks, service providers or content providers.

The sending network populates the orig-ioi parameter of the P-Charging-Vector header in a request and thereby identifies the operator network from which the request originated. The term-ioi parameter is left out of the P-Charging-Vector header in this request. The sending network retrieves the term-ioi parameter from the P-Charging-Vector header within the message sent in response, which identifies the operator network from which the response was sent.

The receiving network retrieves the orig-ioi parameter from the P-Charging-Vector header in the request, which identifies the operator network from which the request originated. The receiving network populates the term-ioi parameter of the P-Charging-Vector header in the response to the request, which identifies the operator network from which the response was sent.

There are three types of IOI:

-
Type 1 IOI, between the P-CSCF (possibly in the visited network) and the S-CSCF in the home network. This is exchanged in REGISTER requests and responses.

-
Type 2 IOI, between the S-CSCF of the home originating network and the S-CSCF of the home terminating network or between the S-CSCF of the home originating network and the MGCF when a call/session is terminated at the PSTN/PLMN or between the MGCF and the S-CSCF of the home terminating network when a call/session is originated from the PSTN/PLMN or with a PSI AS when accessed accross I-CSCF. This is exchanged in all session-related and session-unrelated requests and responses. For compatibility issues related to CS charging system behaviour simulation, the S-CSCF in the terminating network shall forward the orig-ioi parameter from the P-Charging-Vector header in the initial request, which identifies the operator network from which the request originated.

Editor's Note:
The solution documented above results in overloading of the IOI parameter to the AS add additional complexity to the billing system in identifying the required IOI pair, some investigation is still in progress to see if a simpler solution can be adopted that meets the requirements.

-
Type 3 IOI, between the S-CSCF or I-CSCF of the home operator network and any AS. This is exchanged in all session-related and session-unrelated requests and responses.

IOIs will be sent to the AS for accounting purposes .

Each entity that processes the SIP request will extract the IOI for possible later use in a CDR. The valid duration of the IOI is specified in 3GPP TS 32.240 [16].
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