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*******   FIRST CHANGE  ******
5.3.5
Handling of the periodic tracking area update timer and mobile reachable timer (S1 mode only)

Periodic tracking area updating is used to periodically notify the availability of the UE to the network. The procedure is controlled in the UE by the periodic tracking area update timer (timer T3412). The value of timer T3412 is sent by the network to the UE in the ATTACH ACCEPT message and can be sent in the TRACKING AREA UPDATE ACCEPT message. The UE shall apply this value in all tracking areas of the list of tracking areas assigned to the UE, until a new value is received.

The timer T3412 is reset and started with its initial value, when the UE goes from EMM-CONNECTED to EMM-IDLE mode. The timer T3412 is stopped when the UE enters EMM-CONNECTED mode or EMM-DEREGISTERED state.

When timer T3412 expires, the periodic tracking area updating procedure shall be started and the timer shall be set to its initial value for the next start.

If the UE is in another state than EMM-REGISTERED.NORMAL-SERVICE when the timer expires the periodic tracking area updating procedure is delayed until the UE returns to EMM-REGISTERED.NORMAL-SERVICE.

If ISR is activated, the UE shall keep both the periodic tracking area update timer (timer T3412) and the periodic routeing area update timer (timer T3312). The two separate timers run in the UE for updating MME and SGSN independently. If the periodic tracking area update timer expires and the UE cannot initiate the tracking area updating procedure, as it is in state EMM-REGISTERED.NO-CELL-AVAILABLE, the UE shall start the E-UTRAN deactivate ISR timer T3423. The UE shall initiate the tracking area updating procedure and stop the timer T3423 when it enters state EMM-REGISTERED.NORMAL-SERVICE before timer T3423 expires. After expiry of timer T3423 the UE shall set its TIN to "P-TMSI" in order to initiate the tracking area updating procedure when it returns to state EMM-REGISTERED.NORMAL-SERVICE.

If the UE is attached to both EPS and non-EPS services, and if timer T3412 expires or timer T3423 expires when the UE is in EMM-REGISTERED.NO-CELL-AVAILABLE state, then the UE shall initiate the combined tracking area updating procedure indicating "Combined TA/LA updating with IMSI attach" when the UE returns to EMM-REGISTERED.NORMAL-SERVICE state.

The network supervises the periodic tracking area updating procedure of the UE by means of the mobile reachable timer. The mobile reachable timer shall be longer than T3412. By default, the mobile reachable timer is 4 minutes greater than T3412. If ISR is not activated, the network behaviour upon expiry of the mobile reachable timer is network dependent, but typically the network stops sending paging messages to the UE on the first expiry, and may take other appropriate actions.

The mobile reachable timer shall be reset and started with its initial value, when the MME releases the NAS signalling connection for the UE. The mobile reachable timer shall be stopped when a NAS signalling connection is established for the UE.

Upon expiry of the mobile reachable timer the network shall start the implicit detach timer. If ISR is activated, the default value of the implicit detach timer is 4 minutes greater than T3423. If ISR is not activated, the default value of the implicit detach timer is network dependent. If the implicit detach timer expires before the UE contacts the network, the network shall implicitly detach the UE.

The implicit detach timer shall be stopped when a NAS signalling connection is established for the UE.

*******   NEXT CHANGE  ******
Table 10.2.2: EPS mobility management timers – network side

	TIMER NUM.
	TIMER VALUE
	STATE 
	CAUSE OF START
	NORMAL STOP
	ON THE
1st, 2nd, 3rd, 4th EXPIRY (NOTE 1)

	T3413
	NOTE 2
	EMM-REGISTERED
	Paging procedure initiated
	Paging procedure completed
	Network dependent

	T3422
	6s
	EMM-DEREGISTERED-INITIATED
	DETACH REQUEST sent
	DETACH ACCEPT received
	Retransmission of DETACH REQUEST

	T3450
	6s
	EMM-COMMON-PROC-INIT
	ATTACH ACCEPT sent

TRACKING AREA UPDATE ACCEPT sent with GUTI
GUTI REALLOCATION COMMAND sent
	ATTACH COMPLETE received

TRACKING AREA UPDATE COMPLETE received

GUTI REALLOCATION COMPLETE received
	Retransmission of the same message type, i.e. ATTACH ACCEPT, TRACKING AREA UPDATE ACCEPT or GUTI REALLOCATION COMMAND

	T3460
	6s
	EMM-COMMON-PROC-INIT
	AUTHENTICATION REQUEST sent

SECURITY MODE COMMAND sent
	AUTHENTICATION RESPONSE received

AUTHENTICATION FAILURE received

SECURITY MODE COMPLETE received

SECURITY MODE REJECT received
	Retransmission of the same message type, i.e. AUTHENTICATION REQUEST

or SECURITY MODE COMMAND

	T3470
	6s
	EMM-COMMON-PROC-INIT
	IDENTITY REQUEST sent
	IDENTITY RESPONSE received
	Retransmission of IDENTITY REQUEST

	Mobile reachable
	Default 4 min greater than T3412
	All except EMM-DEREGISTERED
	Entering EMM-IDLE mode
	NAS signalling connection established
	Network dependent, but typically paging is halted on 1st expiry

	Implicit detach timer
	NOTE 3
	All except EMM-DEREGISTERED
	The mobile reachable timer expires while the network is in EMM-IDLE mode 
	NAS signalling connection established
	Implicitly detach the UE on 1st expiry

	NOTE 1:
Typically, the procedures are aborted on the fifth expiry of the relevant timer. Exceptions are described in the corresponding procedure description.

NOTE 2:
The value of this timer is network dependent.
NOTE 3:
If ISR is activated, the default value of this timer is 4 minutes greater than T3423. If ISR is not activated, the value of this timer is network dependent.
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