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***************************First proposed change************************

10.1.XX
Mobile originating CS fallback prepare +CECSFBP
Table 10.1.XX-1: CECSFBP parameter command syntax

	Command
	Possible Response(s)

	+CECSFBP
	+CECSFBP: <AcT>[,<dtm>]
ERROR


Description
The command is used to initiate CSFB procedures when operating in a particular mode of operation: "CS/PS mode 1 of operation", "CS/PS mode 2 of operation" (see subclause 10.1.28). As a result of a mobile originating CS fallback request the UE attempts to perform a inter-system change from S1 mode to A/Gb or Iu mode. If the mobile originating CS fallback request is not succesfull or when operating in different mode of operation.

If succesfull, information of the current serving cell and current serving cell Access Technology is returned.
Defined Values

<AcT>:
access technology of the registered network

0
GSM

1
GSM Compact

2
UTRAN

3
GSM w/EGPRS (see NOTE 1)

4
UTRAN w/HSDPA (see NOTE 2)

5
UTRAN w/HSUPA (see NOTE 2)

6
UTRAN w/HSDPA and HSUPA (see NOTE 2)
7
E-UTRAN
NOTE 1:
3GPP TS 44.060 [71] specifies the System Information messages which give the information about whether the serving cell supports EGPRS.

NOTE 2:
3GPP TS 25.331 [74] specifies the System Information blocks which give the information about whether the serving cell supports HSDPA or HSUPA.

<dtm>:
a numeric parameter which indicates the support for dual transfer mode  (see NOTE 3) in the service cell if the access technology is GSM w/EGPRS
0
DTM and eDTM not supported in serving cell
1
DTM supported in serving cell, eDTM not supported in serving cell
2
DTM not supported in serving cell, eDTM supported in serving cell
3
DTM and eDTM supported in serving cell
NOTE 3:
3GPP TS 44.060 [71] specifies the System Information messages which give the information about DTM and eDTM.

Other values are reserved and will result in an ERROR response to the set command.

Implementation
Optional.
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