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PROPOSED CHANGE

4.5.4
Inter operator identifier (IOI)
The Inter Operator Identifier (IOI) is a globally unique identifier to share between sending and receiving networks, service providers or content providers.

The sending network populates the "orig-ioi" header field parameter of the P-Charging-Vector header field in a request and thereby identifies the operator network from which the request originated. The "term-ioi" header field parameter is left out of the P-Charging-Vector header field in this request. The sending network retrieves the "term-ioi" header field parameter from the P-Charging-Vector header field within the message sent in response, which identifies the operator network from which the response was sent.

The receiving network retrieves the "orig-ioi" header field parameter from the P-Charging-Vector header field in the request, which identifies the operator network from which the request originated. The receiving network populates the "term-ioi" header field parameter of the P-Charging-Vector header field in the response to the request, which identifies the operator network from which the response was sent.

There are three types of IOI:

-
Type 1 IOI, between the P-CSCF (possibly in the visited network) and the S-CSCF in the home network. This is exchanged in REGISTER requests and responses.

-
Type 2 IOI, between the S-CSCF of the home originating network and the S-CSCF of the home terminating network or between the S-CSCF of the home originating network and the MGCF when a call/session is terminated at the PSTN/PLMN or between the MGCF and the S-CSCF of the home terminating network when a call/session is originated from the PSTN/PLMN or with a PSI AS when accessed across I-CSCF. This is exchanged in all session-related and session-unrelated requests and responses. For compatibility issues related to CS charging system behaviour simulation, the S-CSCF in the terminating network shall forward the "orig-ioi" header field parameter from the P-Charging-Vector header field in the initial request, which identifies the operator network from which the request originated.

NOTE:
The overloading of the IOI parameter to the AS adds additional complexity to the billing system in identifying the required IOI pair. This has not been resolved because an additional problem also exists with repeating IOI parameters.
-
Type 3 IOI, between the S-CSCF or I-CSCF of the home operator network and any AS. Type 3 IOI are also used between E-CSCF and LRF, and between E-CSCF and EATF. The type 3 IOI is exchanged in all session-related and session-unrelated requests and responses.

Each entity that processes the SIP request will extract the IOI for possible later use in a CDR. The valid duration of the IOI is specified in 3GPP TS 32.240 [16].

PROPOSED CHANGE

5.12.3.1
Notification about dialog state

Based on operator policy, the LRF can either subscribe to all dialog information on an E-CSCF or individually subscribe to each dialog as it receives the requests.

NOTE 1:
Subscription to dialog information is dependent on the use of Le interface as described in subclause 5.12.2.

In the case that the LRF is subscribing to all dialogs at the E-CSCF, the LRF shall generate a SUBSCRIBE request to the dialog state event package in accordance with RFC 3265 [28] and RFC 4235 [171]. The LRF shall include the following additional information in the SUBSCRIBE request:

a)
the Request-URI set to an E-CSCF address;

NOTE 2:
In this case, it is expected that the LRF will be configured with a set of E-CSCF addresses, and the LRF will subscribe to all of them.

b)
no header field parameters in the Event header field;

c)
an Expires header field set to 600 000 seconds; and
d)
a P-Charging-Vector header field with the "icid-value" header field parameter populated as specified in 3GPP TS 32.260 [17] and a type 3 "orig-ioi" header field parameter. The type 3 "orig-ioi" header field parameter identifies the service provider from which the request is sent. The LRF shall not include the type 3 "term-ioi" header field parameter.

Upon generation of a 3xx response to an incoming dialog forming request that contains a reference identifier, and in the case that the LRF is subscribing to individual dialogs at the E-CSCF, the LRF shall generate a SUBSCRIBE request to the dialog state event package in accordance with RFC 3265 [28] and RFC 4235 [171]. The LRF shall include the following additional information in the SUBSCRIBE request:

a)
the Request-URI set to …

Editor's note: EMC2: What should the Request-URI be set to? By knowledge of the IP address and port on which the original request was received, configuration, by extraction from the final entry in the Via header field of the original  request, from the P-Asserted-Identity or P-Preferred-Identity of the original  request, or from some other information in the original  request.

b)
the "call-id", "to-tag" and "from-tag" header field parameters in the Event header field set to the values in the original  request to which the 3xx response was generated;
c)
an Expires header field set to 86400 seconds; and
d)
a P-Charging-Vector header field with the "icid-value" header field parameter populated as specified in 3GPP TS 32.260 [17] and a type 3 "orig-ioi" header field parameter. The type 3 "orig-ioi" header field parameter identifies the service provider from which the request is sent. The LRF shall not include the type 3 "term-ioi" header field parameter.
When, as a result of successful subscription to the dialog event package, the LRF receives a notification containing dialog updates, the LRF shall update its record for each dialog included in the event package information.
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