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* * * First Change * * * *

5.8
Network-initiated removal of a system from a PDN connection

5.8.1
General

The operations defined within this subclause apply to IFOM capable UE configured for IFOM and to HA supporting IFOM.

The following subclauses describe the procedures performed by the UE and the HA in order to remove one system from a PDN connection initiated by the HA.
Three scenarios are possible:

-
the removed system is a foreign link and the maintained system is a home link;
-
the removed system is a foreign link and the maintained system is a foreign link; or

-
the removed system is a home link and the maintained system is a foreign link. 

5.8.2
UE procedures

When receiving the BRI message without a BID mobility option from the HA, the UE shall process it and send a BRA message to the HA as described in subclause 5.3.2.1.
When receiving the BRI message with a BID mobility option from the HA, the UE shall process it and send a BRA message to the HA as described in the 3GPP TS 24.303 [3]. The UE shall remove the entry corresponding to the BID mobility option included in the BRI from its binding update list.





5.8.3
HA procedures

In order to remove a foreign link access and maintain the home link access from a PDN connection triggered by the network, or to remove the home link and maintain the foreign link from a PDN connection triggered by the network, the HA shall send a Binding Revocation indication message to the UE as described in 3GPP TS 24.303 [3].

In addition, in order to remove a foreign link and maintain another foreign link from a PDN connection, the HA shall include a BID mobility option of the removed foreign link access in the BRI message sent to the UE as described in IETF RFC 5648 [20].
* * * End of Change * * * *
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