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1st change

A.1.2
Communication Deflection

Figures A.2a and A.2b describe the Immediate CD feature the only difference compared to a regular CD is that in the regular CD case the "302 (Moved Temporarily) Moved Temporarily" is preceded by a "180 (Ringing) Ringing".
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Figure A.2a
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Figure A.2b

User B has activated the CD service.

User A is sending a communication request towards User B:

1 to 2) Initial INVITE request towards User B. The URI-B is subscribed to the CFU service. - see example in table A.1.1-1
2a to 3) Using IFC the initial INVITE request is forwarded to the AS.

4 to 7) The initial INVITE request is forwarded to User B due to normal communication procedures.

8 to 10) A 302 (Moved Temporarily) response with a contact header including the URI of the forwarded to user is sent back to the AS.

11)
The CD logic is executed.

12 to 14) Depending on the value of subscription option “Originating user receives notification that his communication has been diverted (forwarded or deflected)”, a 181 (Call Is Being Forwarded) response is sent towards the User A indicating that the communication is diverted.

15) An initial INVITE request including URI-C as destination is sent back to the S-CSCF. Additional the History-Info header is included. - see example in table A.1.2-15.
Table A.1.2-15: INVITE request (AS to S-CSCF)
INVITE sip:User-C@example.com;cause=480 SIP/2.0

Via: SIP/2.0/UDP as.home1.net;branch=z9hG4bK712z34.1,

SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK332b23.1,

SIP/2.0/UDP pcscf1.home1.net;branch=z9hG4bK240f34.1,

SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7
Max-Forwards: 67
Record-Route: <sip:as.home1.net>, <sip:scscf1.home1.net;lr>,<sip:pcscf1.home1.net;lr>
Route: <sip:scscf1.home1.net;lr>
P-Asserted-Identity: "John Doe" <sip:user1_public1@home1.net>

P-Access-Network-Info: 

Privacy: 

From: <sip:user1_public1@home1.net>;tag=171828

To: sip:user2_public1@home1.net;gr=2ad8950e-48a5-4a74-8d99-ad76cc7fc74c
Call-ID: 

Cseq: 

Require: 

Proxy-Require: 

Supported: 

Security-Verify: 

Contact: 

Allow: 

Accept:

Accept-Contact:

P-Asserted-Service: urn:urn-7:3gpp-service.ims.icsi.mmtel

History-Info: <sip:user2_public1@home1.net;gr=2ad8950e-48a5-4a74-8d99-ad76cc7fc74c?Reason=sip%3Bcause=302>;index=1,<sip:User-C@example.com;cause=480>;index=1.1
Content-Type: 

Content-Length:
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16 to 18) An initial INVITE request including URI-C as destination is routed to UE C.
19 to 24) A 180 (Ringing) response is sent back to the originating user including a History-Info header as shown above. If no restriction is given the diverted to user will be presented at the UE of user A.

25 to 30) The 200 (OK) response is sent back to the User-A.

31 to 36) The ACK request is sent back to User-B.

37)
RTP media is established.
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