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	Reason for change:
	The introduction section in TS 24.390 implies that a NI-USSI request can either consist of a network-initiated USSD notification or a network-initiated USSD request: 
The network initiated USSD can be either a network initiated USSD notification or a network initiated USSD request.

However, TS 24.090 clearly indicates that a NI-USSD can consist of multiple network-initiated USSD requests or multiple network-initiated USSD notifications or a combination of one or more network-initiated USSD notifications together with one or more network-initiated USSD requests, i.e. from TS 24.090:

Figure 5.2: Multiple network initiated USSD request

NOTE 1:
The MS may clear the transaction at any time by sending a RELEASE COMPLETE upon request of the user.

NOTE 2:
The second USSD operation may also be an USSD notification. The network may use the on‑going transaction for sending further USSD operations. Only one additional USSD request is shown.
Figure 5.4: Multiple network initiated USSD notification

NOTE 1:
The MS may clear the transaction at any time by sending a RELEASE COMPLETE upon request of the user.

NOTE 2:
The second USSD operation may also be an USSD request. The network may use the on‑going transaction for sending further USSD operations. Only one additional USSD notification is shown.


	
	

	Summary of change:
	Clarify that multiple network-initiated USSD notifications and multiple network-initiated USSD requests are allowed in one network-initated USSD transaction and that a combination of many network-initiated USSD notifications and network-initiated USSD requests is allowed.

	
	

	Consequences if not approved:
	Network-initiated USSD simulation services in IMS will not be able to provide the same functionality as network-initiated USSD in the CS domain.
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***** Begin change *****
4.1
Introduction
This service provides the support for UE initiated MMI-mode USSD operations and network initiated MMI-mode USSD operations, which enables the transparent transport of MMI strings entered by the user to the IM core network and enables the transparent transport of text strings from the IM core network which are displayed by the UE for user information.

Support of the UE initiated MMI-mode USSD operations, the network initiated MMI-mode USSD operations or both is optional.

The network initiated USSD can be: 
-
a single network initiated USSD notification; 
-
a single network initiated USSD request;
-
a dialog consisting of multiple network initiated USSD notifications only;

-
a dialog consisting of multiple network initiated USSD requests only; or
-
a dialog consisting of one or more network initiated USSD notifications and one or more network initiated USSD requests in any order.
***** End of changes *****
