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	LIAISON STATEMENT

	Title:
	Publication of ES 283 035

	Date:
	4th September 2014

	
	

	From (source):
	TC NTECH

	Contact(s):
	Bruno CHATRAS (bruno.chatras@orange.com + (include TBnameSupport@etsi.org for LS out) 

	
	

	To:
	3GPP CT1 and contact email(s)

	Copy to:
	

	
	

	Response to:
(if applicable)
	C1-140372
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	ETSI ES 283 035 version 2.7.1
Draft ETSI ES 283 035 version 3.1.0



	



1. Overall description:
[bookmark: _GoBack]
ETSI NTECH is pleased to inform 3GPP CT1 that, as a follow-up to the suggestions contained in the Liaison Statement C1-140372, version 2.7.1 of ES 283 035 has been published. This version fixes an error in the encoding of the Network-Operator-Code field of the Line-Identifier AVP and is based on RFC 3588. Moreover, this specification has been reworded to make it independent from the ETSI NASS architecture terminology (as defined in ES 282 004) and is therefore potentially applicable to any type of IP connectivity access network that includes a database associating an IP address or a user identifier to location information.

ETSI NTECH is also pleased to inform 3GPP CT that work on a Release 3 version is ongoing. This version is expected to contain the following enhancements:


· Use the latest version of the Diameter base specification RFC6733.
· Provide extensions of the Information Query request to enable CLF interrogation using a fixed access identifier (Physical or Logical Access Id) or a Cell ID.
· Provide extensions of the Location-Information AVP to enable the CLF to provide an operator-specific geographical identifier.
· New parameters in support of the requirements identified in ETSI ES 203 178 for the determination and transport of emergency caller location.



2. Actions:

ETSI NTECH kindly suggests to 3GPP CT1 to make sure that 3GPP specifications referring to ES 283 035 refer explicitly or implicitly to version 2.7.1 of this specification.
ETSI NTECH kindly request 3GPP CT1 to provide comments on version 3.1.1 of this specification.


3. Date of next meetings of the originator:
16-18 December, Paris
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