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	It is needed to specify the behaviour for a P-CSCF that has restarted and lost all data. For a terminating request when the P-CSCF has no binding for the contact in the Request-URI it is proposed that he P-CSCF responds with a 404 (Not Found) response.
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	Specified the P-CSCF response to be 404 (Not Found) when the P-CSCF does not have a binding for the contact in a received terminating Request-URI.

	
	

	Consequences if not approved:
	Incomplete function.

	
	

	Clauses affected:
	5.2.6.4.1

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


***** First change *****
5.2.6.4.1
General for all requests

When the P-CSCF receives, destined for the UE, an initial request for a dialog or a request for a standalone transaction, and the request matches a trigger for starting logging of SIP signalling, as described in draft-dawes-sipping-debug [140], the P-CSCF shall start to log SIP signalling for this dialog according to its debug configuration.
When the P-CSCF receives, destinged for the UE, a request sent on a dialog for which logging of signalling is in progress, the P-CSCF shall check whether a trigger for stopping logging of SIP signalling has occurred, as described in draft-dawes-sipping-debug [140]. If a stop trigger event has occurred then the P-CSCF shall stop logging of signalling, else the P-CSCF shall determine, by checking its debug configuration, whether to log the request.
If the P-CSCF supports PCRF based P-CSCF restoration procedures, the P-CSCF shall remove the IMSI value of served user, if included in the incoming request.

Editor's note (WID PCSCF_RES, CR#5028): The P-CSCF is supposed to respond an error response. The exact error response is FFS.
Editor's note (WID PCSCF_RES, CR#5028): The format of carrying IMSI value is FFS. 

If the serving network supports HSS based P-CSCF restoration procedures and the P-CSCF has no binding for the identity in the Request-URI, the P-CSCF shall reject the request with a 404 (Not Found) response.

***** End of change *****
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