Page 1



3GPP TSG-CT WG1 Meeting #88bis 
C1-144223
Sophia-Antipolis (France), 20-24 October 2014
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	24.301
	CR
	2027
	rev
	3
	Current version:
	12.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	x


	

	Title:

	Enable per RAN indication of WLAN offloading permission

	
	

	Source to WG:
	BlackBerry UK Ltd., Huawei, HiSilicon, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell

	Source to TSG:
	C1

	
	

	Work item code:
	UTRA_LTE_WLAN_interw-CT
	
	Date:
	2014-08-07

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	TS 23.401 CR#2375R3 was approved and introduces sending an indication of WLAN offloading to the UE per PDN connection per RAT. 

The single indication provided today applies in both UTRAN and E-UTRAN.
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	Other comments:
	


***** First change *****
8.3.6.11
WLAN offload indication
In networks that are configured to support offloading of traffic using the present PDN connection via WLAN(s) indicated as specified in 3GPP TS 36.331 [22], a permission to offload to WLAN is determined for the UE and the PDN connection in accordance with 3GPP TS 23.401 [10] subclause 4.3.23. If the permission to offload to WLAN is determined, the network shall include the WLAN offload indication IE in the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
If the MME accepts offloading of the PDN connection via WLAN(s) when the UE is:

-
in S1 mode and in UTRAN Iu mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN when in S1 mode is acceptable" and "Offloading the traffic of the PDN connection via a WLAN when in UTRAN Iu mode is acceptable"; 

-
in S1 mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN when in S1 mode is acceptable"; and
-
in UTRAN Iu mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN when in UTRAN Iu mode is acceptable".
If the MME will not accept offloading of the PDN connection via WLAN(s) when the UE is:

-
in S1 mode and in UTRAN Iu mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN when in S1 mode is not acceptable" and "Offloading the traffic of the PDN connection via a WLAN when in UTRAN Iu mode is not acceptable"; 

-
in S1 mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN when in S1 mode is not acceptable"; and
-
in UTRAN Iu mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN when in UTRAN Iu mode is not acceptable".
The MME need not include the WLAN offload acceptability if the MME will not accept offloading of the PDN connection via WLAN(s) when the UE is in S1 mode and in UTRAN Iu mode.

***** Next change *****
8.3.18.10
WLAN offload indication
In networks that are configured to support offloading of traffic using the present PDN connection via WLAN(s) indicated as specified in 3GPP TS 36.331 [22], a permission to offload to WLAN is determined for the UE and the PDN connection in accordance with 3GPP TS 23.401 [10] subclause 4.3.23. If the permission to offload to WLAN is determined, the network shall include the WLAN offload indication IE in the MODIFY EPS BEARER CONTEXT REQUEST message.
If the MME accepts offloading of the PDN connection via WLAN(s) when the UE is:

-
in S1 mode and in UTRAN Iu mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN when in S1 mode is acceptable" and "Offloading the traffic of the PDN connection via a WLAN when in UTRAN Iu mode is acceptable"; 

-
in S1 mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN when in S1 mode is acceptable"; and
-
in UTRAN Iu mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN when in UTRAN Iu mode is acceptable".
If the MME will not accept offloading of the PDN connection via WLAN(s) when the UE is:

-
in S1 mode and in UTRAN Iu mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN when in S1 mode is not acceptable" and "Offloading the traffic of the PDN connection via a WLAN when in UTRAN Iu mode is not acceptable"; 

-
in S1 mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN when in S1 mode is not acceptable"; and
-
in UTRAN Iu mode, the network may indicate "Offloading the traffic of the PDN connection via a WLAN when in UTRAN Iu mode is not acceptable".
The MME need not include the WLAN offload acceptability if the MME will not accept offloading of the PDN connection via WLAN(s) when the UE is in S1 mode and in UTRAN Iu mode.

