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1. Introduction
This contribution is proposing resolution of editor's note on session release policy
2. Reason for Change
There are many places state session release policy which is missing currently as seprate subclause.

But subclause 10.1.1.4.4.1 and 11.1.4.1 state the session release policy.

Therefore, it is proposed to refer the session release policy using subclause 10.1.1.4.4.1 and 11.1.4.1.

And slight modification on subclause 11.1.4 is proposed  in order to make subclause 11.1.4.1 to be adequate when referred by other subclause.

3. Proposal

It is proposed to agree the following changes to 3GPP TS 24.379 v1.1.0.
* * * First Change * * * *

6.3.3.2.4
Receiving a SIP BYE request

Upon receiving a SIP BYE request the controlling MCPTT function:

1)
shall interact with the media plane as specified in subclause 6.3 in 3GPP TS 24.380 [5] for releasing the media plane resource associated with the SIP session towards the participating MCPTT function;

2)
shall generate a SIP 200 (OK) response and send it towards the MCPTT client according to 3GPP TS 24.229 [4]; and

3)
shall check the MCPTT session release policy as specified in subclause 10.1.1.4.4.1 and subclause 11.1.4.1 whether the MCPTT session needs to be released for each participant of the MCPTT session. If it is required, perform the procedures as specified in the subclause 6.3.3.1.5.


Upon receiving a SIP 200 (OK) response to the SIP BYE request the controlling MCPTT function shall interact with the media plane as specified in subclause 6.3 in 3GPP TS 24.380 [5] for releasing media plane resources associated with the SIP session with the MCPTT client.
* * * Next Change * * * *

11.1.4
Ending the private call initiated by the MCPTT server

11.1.4.1
General

The MCPTT session shall be released by the MCPTT server when one of the following conditions is met:

1)
MCPTT speech is inactive for longer than the maximum duration of hang time for private calls;
2)
MCPTT session has lasted longer than the maximum of duration of private call; or
3)
There are only one or no participants in the MCPTT session.

11.1.4.2
MCPTT client procedures

Upon receiving a SIP BYE request for private call session, the MCPTT client shall follow the procedures as specified in subclause 6.2.6.

11.1.4.3
Participating MCPTT function procedures

11.1.4.3.1
Originating procedures

When the MCPTT session for private call needs to be released as specified in subclause 11.1.4.1 and if there is no received SIP BYE request associate for the MCPTT session, the participating MCPTT function shall follow the procedures in subclause 6.3.3.1.5.

11.1.4.3.2
Terminating procedures

11.1.4.3.2.1
Receipt of SIP BYE request for private call on-demand

Upon receiving a SIP BYE request from the controlling MCPTT function, the participating MCPTT function shall follow the procedures as specified in subclause 6.3.2.2.8.1.

11.1.4.3.2.2
Receipt of SIP BYE request when on-going pre-established session

Upon receiving a SIP BYE request from the controlling MCPTT function and if the MCPTT session id refers to an MCPTT user that has a pre-established session with the participating MCPTT function, the participating MCPTT function shall follow the procedures in subclause 11.1.3.2.2.2.

11.1.4.4
Controlling MCPTT function procedures

When the MCPTT session for private call needs to be released as specified in subclause 11.1.4.1 and if there is no received SIP BYE request associate for the MCPTT session, the controlling MCPTT function shall follow the procedures in subclause 6.3.3.1.5.

