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***** Begin change *****
6.3.5.2
Rules for retrieving Group Document(s)

NOTE 1:
In this subclause, "MCPTT server" can refer to either the controlling MCPTT function or the non-controlling MCPTT function of an MCPTT group.

Upon receipt of a SIP INVITE request:

1)
if the MCPTT server is not yet subscribed to the group document for the group identity in the <mcptt-request-uri> element of the application/vnd.3gpp.mcptt-info MIME body of the SIP INVITE request, the MCPTT server shall subscribe to the "xcap-diff" event-package for the group document of this group identity as specified in 3GPP TS 24.381 [31];

NOTE 2:
The group identity in the <mcptt-request-uri> element is either an MCPTT group ID or a temporary MCPTT group identity (TGI).

NOTE 3:
As a group document can potentially have a large content, the controlling MCPTT function can subscribe to the group document indicating support of content-indirection as defined in IETF RFC 4483 [32], by following the procedures in 3GPP TS 24.381 [31].

2)
upon receipt of a SIP 404 (Not Found) response as a result of attempting to subscribing to the "xcap-diff" event-package for the group document of the group identity in the <mcptt-request-uri> element of the application/vnd.3gpp.mcptt-info MIME body of the SIP INVITE request as specified in 3GPP TS 24.381 [31], the MCPTT server shall send the SIP 404 (Not Found) response with the warning text set to "113 group document does not exist" in a Warning header field as specified in subclause 4.4. Otherwise, continue with the rest of the steps;

3)
upon receipt of any other SIP 4xx, SIP 5xx or SIP 6xx response as a result of attempting to subscribing to the "xcap-diff" event-package for the group document of the group identity in the <mcptt-request-uri> element of the application/vnd.3gpp.mcptt-info MIME body of the SIP INVITE request as specified in 3GPP TS 24.381 [31], the MCPTT server shall send the SIP final response with the warning text set to "114 unable to retrieve group document" in a Warning header field as specified in subclause 4.4. Otherwise, continue with the rest of the steps;

4)
if the SIP INVITE request is a "SIP INVITE request for controlling function of an MCPTT group" and the group identity in the <mcptt-request-uri> element of the application/vnd.3gpp.mcptt-info MIME body of the SIP-INVITE request is an MCPTT group ID, then upon receipt of a notification from the group management server containing the group document or if the group document is already cached, the MCPTT server shall access the following elements from the group document as specified in 3GPP TS 24.381 [31]:

a)
if the <on-network-disabled> element is present in the group document, shall send a SIP 403 (Forbidden) response with the warning text set to "115 group is disabled" in a Warning header field as specified in subclause 4.4. Otherwise, continue with the rest of the steps;

b)
if the <list> element of the <list-service> element does not contain an entry matching the MCPTT ID of the user in the SIP INVITE request, shall send a SIP 403 (Forbidden) response with the warning text set to "116 user is not part of the MCPTT group" in a Warning header field as specified in subclause 4.4. Otherwise, continue with the rest of the steps;

c)
if the <on-network-invite-members> element is set to "true" and if the SIP INVITE request contains an application/vnd.3gpp.mcptt-info MIME body with the <session-type> element containing a value not set to "prearranged", shall return a SIP 404 (Not Found) response with the warning text set to "117 the group identity indicated in the request is a prearranged group" as specified in subclause 4.4 "Warning header field"; Otherwise, continue with the rest of the steps; and

d)
if the <on-network-invite-members> element is set to "false" and if the SIP INVITE request contains an application/vnd.3gpp.mcptt-info MIME body with the <session-type> element containing a value not set to "chat" shall return a SIP 404 (Not Found) response with the warning text set to "118 the group identity indicated in the request is a chat group" as specified in subclause 4.4 "Warning header field";

5)
if the SIP INVITE request is a "SIP INVITE request for non-controlling function of an MCPTT group" and the identity in the <mcptt-request-uri> element of the application/vnd.3gpp.mcptt-info MIME body of the SIP-INVITE request is an MCPTT group ID, then upon receipt of a notification from the group management server containing the group document or if the group document is already cached, the MCPTT server shall access the following elements from the group document as specified in 3GPP TS 24.381 [31]:

a)
if the <on-network-disabled> element is present in the group document, the MCPTT server shall send a SIP 403 (Forbidden) response with the warning text set to "115 group is disabled" in a Warning header field as specified in subclause 4.4. Otherwise, continue with the rest of the steps; and

b)
if the <on-network-invite-members> element is set to "true" and if the SIP INVITE request contains an application/vnd.3gpp.mcptt-info MIME body with the <session-type> element containing a value not set to "prearranged", the MCPTT server shall return a SIP 404 (Not Found) response with the warning text set to "117 the group identity indicated in the request is a prearranged group" as specified in subclause 4.4 "Warning header field"; Otherwise, continue with the rest of the steps;

6)
if the identity in the <mcptt-request-uri> element of the application/vnd.3gpp.mcptt-info MIME body of the SIP-INVITE request is a TGI, then upon receipt of a notification from the group management server containing a group document for a TGI, or if the group document is already cached, the MCPTT server shall access the following elements from the group document as specified in 3GPP TS 24.381 [31]:

a)
if the <on-network-disabled> element is present in the group document, the MCPTT server shall send a SIP 403 (Forbidden) response with the warning text set to "115 group is disabled" in a Warning header field as specified in subclause 4.4. Otherwise, continue with the rest of the steps; and

b)
if the <on-network-invite-members> element is set to "true" and if the SIP INVITE request contains an application/vnd.3gpp.mcptt-info MIME body with the <session-type> element containing a value not set to "prearranged", the MCPTT server shall return a SIP 404 (Not Found) response with the warning text set to "117 the group identity indicated in the request is a prearranged group" as specified in subclause 4.4 "Warning header field"; Otherwise, continue with the rest of the steps; and

7)
if the identity in the <mcptt-request-uri> element of the application/vnd.3gpp.mcptt-info MIME body of the SIP-INVITE request is a TGI and if at least one of the constituent MCPTT group IDs contained in the temporary group is owned by the primary MCPTT system, and the MCPTT server is not yet subscribed to the constituent MCPTT group document(s), then the MCPTT server:

a)
shall subscribe to the "xcap-diff" event-package for the group document(s) for the MCPTT group ID(s) associated to the TGI that are homed on the same MCPTT system as the MCPTT server, as specified in 3GPP TS 24.381 [31];

b)
upon receipt of a SIP 404 (Not Found) response as a result of attempting to subscribing to the "xcap-diff" event-package for the group document(s) for the MCPTT group ID(s) associated to the TGI as specified in 3GPP TS 24.381 [31], shall send the SIP 404 (Not Found) response with the warning text set to "113 group document does not exist" in a Warning header field as specified in subclause 4.4. Otherwise, continue with the rest of the steps; and

c)
upon receipt of any other SIP 4xx, SIP 5xx or SIP 6xx response as a result of attempting to subscribe to the "xcap-diff" event-package for the group document(s) for the MCPTT group ID(s) associated to the TGI as specified in 3GPP TS 24.381 [31], shall send the SIP final response with the warning text set to "114 unable to retrieve group document" in a Warning header field as specified in subclause 4.4. Otherwise, continue with the rest of the steps;
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