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*** 1st Change ***

4.2.4.2
Notification about subscribed events

Figure 4.2.4.2-1 illustrates the notification about subscribed events.
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Figure 4.2.4.2-1: Notification about subscribed events

If the AF observes application related event(s) for which an NF service consumer has subscribed to, the AF shall send an HTTP POST request as shown in step 1 of figure 4.2.4.2-1, with the "{notifUri}" as request URI with the value previously provided by the NF service consumer within the corresponding subscription, and the "AfEventExposureNotif" data structure.

The "AfEventExposureNotif" data structure shall include:

-
notification correlation ID provided by the NF service consumer during the subscription as "notifId" attribute; and

-
information about the observed event(s) within the "eventNotifs" attribute that shall contain for each observed event an "AfEventNotification" data structure that shall include:

-
the application related event as "event" attribute;
-
the time at which the event was observed encoded as "timeStamp" attribute;
-
if the "event" attribute is "SVC_EXPERIENCE", 
-
a list of DNAI(s) representing the locations of the application as "dnais" attribute;

-
service experience information about the application involved in the reported event in the "servExprcInfo" attribute;
Editor’s Note:
It’s FFS that for the event "SVC_EXPERIENCE", whether the list of DNAIs representing the locations of the application is mandatory included in "AfEventNotification" data.
-
if the "event" attribute is "UE_MOBILITY",


-
UE mobility information assoicated with the application as "ueMobilityInfo" attribute;

-
if the "event" attribute is "UE_COMM",


-
application communication information assoicated with the application as "appCommuInfo" attribute.
If the NF service consumer cannot successfully fulfil the received HTTP POST request due to the internal error or an error in the HTTP POST request, the NF service consumer shall send the HTTP error response as specified in subclause 5.7.

Upon successful reception of the HTTP POST request with "{notifUri}" as request URI and a "AfEventExposureNotif" data structure as request body, the NF service consumer shall send a "204 No Content" HTTP response, as shown in step 2 of figure 4.2.4.2-1, for a successful processing.
*** Next Change ***

5.5.2.3.1
POST

This method shall support the URI query parameters specified in table 5.5.2.3.1-1.

Table 5.5.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 5.5.2.3.1-2 and the response data structures and response codes specified in table 5.5.2.3.1-3.

Table 5.5.2.3.1-2: Data structures supported by the POST Request Body on this resource

	Data type
	P
	Cardinality
	Description

	AfEventExposureNotif
	M
	1
	Provides Information about observed application related events


Table 5.5.2.3.1-3: Data structures supported by the POST Response Body on this resource

	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the Notification is acknowledged.

	NOTE:
In addition, the HTTP status codes which are specified as mandatory in table 5.2.7.1-1 of 3GPP TS 29.500 [5] for the POST method shall also apply.


*** Next Change ***

5.6.2.3
Type AfEventExposureNotif

Table 5.6.2.3-1: Definition of type AfEventExposureNotif

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	notifId
	string
	M
	1
	Notification Correlation ID assigned by the NF service consumer.
	

	eventNotifs
	array(AfEventNotification)
	M
	1..N
	Represents the Events to be reported according to the subscription corresponding to the Notification Correlation ID.
	


*** Next Change ***

5.6.2.w
Type AfEventNotification

Table 5.6.2.w-1: Definition of type AfEventNotification

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	event
	AfEvent
	M
	1..N
	Reported application related event.
	

	timeStamp
	DateTime
	M
	1
	Time at which the event is observed.
	

	dnais
	array(Dnai)
	C
	0..1
	Indicates a list of DN Access Identifiers representing location(s) of the application indicated by the "appId" attribute.
Shall be present if the "event" attribute sets to "SVC_EXPERIENCE".
	ServiceExperience

	svcExprcInfo
	ServiceExperienceInfo
	C
	0..1
	Contains the service experience information.
Shall be present if the "event" attribute sets to "SVC_EXPERIENCE"
	ServiceExperience

	ueMobilityInfo
	UeMobilityInfo
	C
	0..1
	Contains the UE mobility information.

Shall be present if the "event" attribute sets to "UE_MOBILITY"
	UeMobility

	ueCommInfo
	UeCommunicationInfo
	C
	0..1
	Contains the application communication information.

Shall be present if the "event" attribute sets to "UE_COMM"
	UeCommunication


Editor’s Note:
The definition of ServiceExperienceInfo data type, UeMobilityInfo and UeCommunicationInfo are FFS.
Editor’s Note:
It’s FFS that for the event "SVC_EXPERIENCE", whether the list of DNAIs representing the locations of the application is mandatory included in "AfEventNotification" data.
*** End of Changes ***
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