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*** 1st Change ***
5.2.3
PDU Session Termination

5.2.3.1
PDU Session Termination initiated by the SMF
This procedure is performed when the UE requests to terminate a PDU session or based on some internal triggers in the SMF(e.g. operator policy).
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Figure 5.2.3.2-1 SMF-initiated PDU Session Termination procedure
This procedure concerns both roaming and non-roaming scenarios.
In the LBO roaming case, the PCF acts as the V-PCF, and only the step 1 and step 7 shall be performed. In the home routed roaming case, the PCF acts as the H-PCF, and the H-PCF interacts only with the H-SMF.
1. The SMF invokes the Npcf_SMPolicyControl_Delete service operation to request the PCF to delete the context of the SM related policy. The request operation includes SUPI and PDU session ID to identify the context of SM related policies, and may also include usage monitoring information (if applicable) and access network information.
2. The PCF identifies the AF sessions that are bound to IP flows of the removed PDU Session.
3. The PCF invokes the Npcf_PolicyAuthorization_Notify service operation to the AF to indicate that there are no transmission resources for the service if this is requested by the AF. Notification Correlation ID is also provied to the AF.
The AF sends the response to the Npcf_PolicyAuthorization_Notify service operation.
4. The AF sends the Npcf_PolicyAuthorization_Delete request including the information which identifies the AF application session context.
5. The PCF removes the AF application session context and sends the Npcf_PolicyAuthorization_Delete Response indicating deletion of the AF application session context in the PCF. If usage thresholds were provided by the AF earlier, and the PCF has usage data that has not yet been reported to the AF, the PCF informs the AF about the resources that have been consumed by the user since the last report. If the SMF in step 1 reports the access network information and if the AF requested the PCF to report access network information previously, the PCF informs the AF about the access network information. The PCF also deletes the subscription to PCF detected events for that AF application Session.
6. If this is the last PDU session for this subscriber the Final Spending Limit Report Request as defined in clause 5.3.4 is sent. If any existing PDU sessions for this subscriber require policy counter status reporting, the Intermediate Spending Limit Report Request as defined in clause 5.3.3 can be sent to alter the list of subscribed policy counters.
7. The PCF removes PCC Rules for the terminated PDU Session and sends the response to the Npcf_SMPolicyControl_Delete service operation. The SMF deletes the subscription to SMF detected events for that PDU Session.
8. The PCF stores the remaining usage allowance in the UDR by invoking Nudr_DataRepository_Update service operation if all PDU sessions of the user to the same DNN are terminated.
The UDR responds to the PCF and in the response the UDR indicates result (success/failure) of the Nudr_DataRepository_Update service operation.
9. The PCF unsubscribes the notification of the PDU session related data modification from the UDR by invoking Nudr_DataRepository_Unsubscribe service operation if it has subscribed such notification.
The UDR acknowledges to the PCF with the result (success/failure) of the Nudr_DataRepository_Unsubscribe service operation.
5.2.3.2
PDU Session Termination initiated by the PCF
This procedure is performed when the PCF requests to terminate a PDU session based on some external or internal triggers as described in step 1 below.
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Figure 5.2.3.3-1 PCF-initiated PDU Session Termination procedure
This procedure concerns both roaming and non-roaming scenarios.
In the LBO roaming case, the PCF acts as the V-PCF. In the home routed roaming case, the PCF acts as the H-PCF, and the H-PCF interacts only with the H-SMF.
1. The PCF makes policy decisions to terminate a PDU session based on some external trigger, e.g. UE subscription data is deleted, or based on some internal trigger, e.g. operator policy is changed.
2. The PCF sends the Npcf_SMPolicyControl_UpdateNotify service operation to trigger the SMF to request the release of the PDU session. The PCF includes SUPI, the PDU session ID and an indication to terminate the PDU session.
3. The SMF removes all the PCC Rules which are applied to the PDU session.
4.
The SMF provides to the PCF the result (success/failure) of the Npcf_SMPolicyControl_UpdateNotify service operation.
5.
The PCF interacts with PCF/UDR/OCS according to Figure 5.2.3.2-1.
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