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*** 1st Change ***

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".

[3]
3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]
3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".

[5]
3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".

[6]
3GPP TS 29.504:"5G System; Unified Data Repository Services; Stage 3".

[7]
3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces Stage 3".
[8]
3GPP TS 29.551: "5G System; Packet Flow Description Management Service; Stage 3".
[9]
3GPP TS 29.122: "T8 reference point for Northbound APIs".
[10]
3GPP TS 29.518: "5G System; Access and Mobility Management Services; Stage 3".
[xx]
3GPP TS 29.522: "5G System; Network Exposure Function Northbound APIs; Stage 3".
*** 2nd Change ***

5.4.1
General

This subclause specifies the application data model supported by the API.

Table 5.4.1-1 specifies the data types defined for the Nudr service based interface protocol.

Table 5.4.1-1: Nudr specific Data Types for Policy Data
	Data type
	Section defined
	Description
	Applicability

	AllServ
	FFS
	List of subscriber's allowed service identifiers
	

	MonKey (FFS)
	FFS
	An identifier to a usage monitoring control instance that includes one or more PCC rules
	

	SmPolicyControlNotif
	FFS
	Contains the update of the SM policies
	

	SubCategory
	FFS
	List of category identifiers associated with the subscriber
	

	UmLevel
	FFS
	Indicates the scope of the usage monitoring instance (PDU Session level or per Service
	


Table 5.4.1-2 specifies data types re-used by the Nudr service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudr service based interface.

Table 5.4.1-2: Nudr re-used Data Types for Policy Data
	Data type
	Reference
	Comments
	Applicability

	BitRate
	3GPP TS 29.571 [7]
	String representing a bit rate that shall be formatted as follows:

pattern: "^\d+(\.\d+)? (bps|Kbps|Mbps|Gbps|Tbps)$"

Examples: 

"125 Mbps", "0.125 Gbps", "125000 Kbps"

In an OpenAPI Specification [3] schema, the format shall be designated as "BitRate".
	

	DurationSec
	3GPP TS 29.571 [7]
	Unsigned integer identifying a period of time in units of seconds. In an OpenAPI Specification [3] schema, the format shall be designated as "DurationSec".
	

	DateTime
	3GPP TS 29.571 [7]
	
	

	Volume
	3GPP TS 29.122 [9]
	
	


*** 3rd Change ***

6.4.1
General

This subclause specifies the application data model supported by the API.

Table 6.4.1-1 specifies the data types defined for the Nudr_DataRepository Service API for Application Data service based interface protocol.

Table 6.4.1-1: Nudr specific Data Types for Application Data 
	Data type
	Section defined
	Description
	Applicability

	
	
	
	


Table 6.4.1-2 specifies data types re-used by the Nudr_DataRepository Service API for Application Data service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudr_DataRepository Service API for Application Data service based interface. 

Table 6.4.1-2: Nudr re-used Data Types for Application Data
	Data type
	Reference
	Comments
	Applicability

	ApplicationId
	3GPP TS 29.571 [7]
	Indicates an application identifier.
	

	Dnai
	3GPP TS 29.571 [7]
	Identifies an Data network access identifier.
	

	Dnn
	3GPP TS 29.571 [7]
	Identifies an Data Network Name.
	

	ExternalGroupId
	3GPP TS 29.122 [9]
	Identifies an external group identifier.
	

	ExternalId
	3GPP TS 29.122 [9]
	Identfiies an external identifier.
	

	FlowInfo
	3GPP TS 29.122 [9]
	Contains the flow information.
	

	Gpsi
	3GPP TS 29.571 [7]
	Identifies a Generic Public Subscription Identifier
	

	PfdDataForApp
	3GPP TS 29.551 [8]
	Identifies the PFDs for one or more application identifier(s)
	

	Snssai
	3GPP TS 29.571 [7]
	Identifies an Single Network Slice Selection Assistance Information
	

	TrafficRoute
	3GPP TS 29.522 [xx]
	Identifies the N6 traffic routing requirement.
	

	Uri
	3GPP TS 29.571 [7]
	Identifies an URI.
	


*** 4th Change ***

7.3.1
General

This subclause specifies the application data model supported by the API.

Table 7.3.1-1 specifies the data types defined for the Nudr service based interface protocol.

Table 7.3.1-1: Nudr specific Data Types for Exposure Data
	Data type
	Section defined
	Description
	Applicability

	PduSessionStatus
	7.3.3.2.1
	Represents the state of the PDU session, i.e. active or released.
	


Table 7.3.1-2 specifies data types re-used by the Nudr service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the N<NF> service based interface. 

Table 7.3.1-2: Nudr re-used Data Types for Exposure Data
	Data type
	Reference
	Comments
	Applicability

	AccessType
	3GPP TS 29.571 [7]
	Identifies the access type, i.e. 3GPP access or Non-3GPP access.
	

	CmState
	3GPP TS 29.518 [10]
	Describes the connectivity management state of a UE.
	

	Dnai
	3GPP TS 29.571 [7]
	Identifies an Data network access identifier.
	

	Dnn
	3GPP TS 29.571 [7]
	Identifies an Data Network Name.
	

	Ipv4Addr
	3GPP TS 29.571 [7]
	The IPv4 Address.
	

	Ipv6Prefix
	3GPP TS 29.571 [7]
	The Ipv6 Address Prefix.
	

	MacAddr48
	3GPP TS 29.571 [10]
	The MAC Address.
	

	PduSessionId
	3GPP TS 29.571 [7]
	Identifies a PDU session.
	

	PlmnId
	3GPP TS 29.571 [7]
	Identifies a PLMN.
	

	RatType
	3GPP TS 29.571 [7]
	Identifies a RAT type.
	

	RmState
	3GPP TS 29.518 [10]
	Describes the registration management state of a UE.
	

	TimeZone
	3GPP TS 29.571 [7]
	Identifies a time zone.
	

	SmsSupport
	3GPP TS 29.518 [10]
	Indicates the supported SMS delivery of a UE.
	

	UeReachability
	3GPP TS 29.518 [10]
	Describes the reachability of the UE.
	

	UserLocation
	3GPP TS 29.571 [7]
	Identifies the user location.
	


*** End of Changes ***

