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1. Overall Description:

CT3 would like to thank SA2 for the LS on UE policy delivery.

Within the LS, SA2 answered several questions CT3 has further feedback on one of these answers. SA2 wrote:

SA2 assumes that the UE Policy related to V-PLMN PSIs will be stored in UDR of the V-PLMN. The specification is expected to be updated accordingly.

CT3 is not aware that SA2 has agreed any related changes. According to TS 23.502, UE policies are stored in the UDR per UE Iusing the SUPI as data key). CT3 questions that is is realistic that data about installed UE policies per visiting UE will be maintained by a VPLMN in the UDR for a long time after such a UE de-registers. AS the V-PLMN would otherwise lack information about the version of the installed policy sections, if may needs to install the same UE policies repeatedly for a visiting UE.
Q1: Can SA2 clarify which data keys to use when storing UE policies in a VPLMN??
Further, CT3 became aware of the changes in S2-187581 against TS 23.502 which were under email approval during the ongoing CT3 meeting.

S2-187581 contains the following statement about UE Configuration Update procedure for transparent UE Policy delivery:
"For the roaming scenarios, the V-PCF interacts with the AMF and the H-PCF interacts with the V-PCF".
While it is clear from the text of the CR that the related interactions between V-PCF and AMF (and also betwwen H-PCF and AMF for the non-roaming scenario) should now make use of the Namf_Communication service, it is unclear which (PCF) service to use for the related interactions between V-PCF and H-PCF. CT3 took the working assumption that this interaction is still based on the Npct-SMPolicyControl service and agreed related changes to meet stage 3 completion deadlines for Rel-15. 
Q2: Can SA2 clarify which service to use for the interactions between V-PCF and H-PCF for the UE Configuration Update procedure for transparent UE Policy delivery?
2. Actions:

To SA2 group.

ACTION: 
CT3 respectfully asks SA2 to answer te above questions. 

3. Date of Next CT3 Meetings:
CT3 Meeting #98
20th August – 24th August 2018
West Palm Beach, Florida (US)

CT3 Meeting #98Bis
15th October – 19th October 2018
Vilnius, Lithuania

