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	The subclause does not exist. 
Remark:
- HTTP error responses shall be supported as specified in subclause 4.8 of 3GPP TS 29.501.
- 3GPP TS 29.500, subclause 5.2.4: Reference to HTTP/2 connection errors and stream errors with reference to IETF RFC 7540

· 3GPP TS 29.500, subclause 5.2.7: Lists and describes HTTP status codes.

	
	

	Summary of 
change:                (

	Introduction of subsclause.

	
	

	Consequences    (
  
if not agreed:
	The subclause remains unspecified.
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	affected(if any):
	

	
	 

	
	

	Other comments (

	


Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
5.7
Error handling

5.7.1
General

HTTP error handling shall be supported as specified in subclause 5.2.4 of 3GPP TS 29.500 [4].
HTTP error responses shall be supported as specified in subclause 4.8 of 3GPP TS 29.501 [2]. Protocol errors and application errors specified in subclause 5.2.7 of 3GPP TS 29.500 [4] shall be supported. In addition, the following requirements are applicable for the Nchf_SpendingLimitControl service API.
5.7.2
Protocol Errors

In this release of the specification, there are no additional protocol errors applicable for the Nchf_SpendingLimitControl service API.
5.7.3
Application Errors

Editor’s note: The application errors defined for the Nchf_SpendingLimitControl service are FFS. 
*** End of Changes ***
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