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5.1.2
Overload control for MAP entities

For all MAP entities, especially the HLR, the following overload control method is applied.

If overload of a MAP entity is detected requests for certain MAP operations (see tables 5.1/1, 5.1/2, 5.1/3 and 5.1/4) may be ignored by the responder. The decision as to which MAP Operations may be ignored is made by the MAP service provider and is based upon the priority of the application context.

Since most of the affected MAP operations are supervised in the originating entity by TC timers (medium) an additional delay effect is achieved for the incoming traffic.

If overload levels are applicable in the Location Registers the MAP operations should be discarded taking into account the priority of their application context (see table 5.1/1 for HLR, table 5.1/2 for MSC/VLR, table 5.1/3 for the SGSN and table 5.1/4 for the SMLC; the lowest priority is discarded first).

The ranking of priorities given in the tables 5.1/1, 5.1/2, 5.1/3 and 5.1/4 is not normative. The tables can only be seen as a proposal that might be changed due to network operator/implementation matters.

If secure transport is used, the encapsulated application context for the requested dialogue determines the priority for discarding the received MAP operation.

Table 5.1/1: Priorities of Application Contexts for HLR as Responder



Responder = HLR 
Initiating Entity
Priority high



Mobility Management


networkLocUp
VLR



(updateLocation),



(restoreData/v2),



(sendParameters/v1)


gprsLocationUpdate
SGSN



(updateGPRSLocation/v3),


infoRetrieval
VLR/SGSN 



(sendAuthenticationInfo/v2/v3),



(sendParameters/v1)


istAlerting

MSC



(istAlert/v3)

msPurging

VLR 



(purgeMS/v2/v3)


msPurging

SGSN 



(purgeMS/v3)



Short Message Service


shortMsgGateway
GMSC



(sendRoutingInfoforSM),



(reportSM-DeliveryStatus)


mwdMngt
VLR/SGSN 



(readyForSM/v2/v3),



(noteSubscriberPresent/v1)



Mobile Terminating Traffic


locInfoRetrieval
GMSC


 
(sendRoutingInfo)


anyTimeEnquiry
gsmSCF



(anyTimeInterrogation/v3)


reporting

VLR



(statusReport)



Location Services


locationSvcGateway
GMLC



(sendRoutingInfoforLCS/v3)



Subscriber Controlled Inputs (Supplementary Services)


networkFunctionalSs
VLR



(registerSS),



(eraseSS),



(activateSS),



(deactivateSS),



(interrogateSS),



(registerPassword),



(processUnstructuredSS-Data/v1),



(beginSubscriberActivity/v1)


callCompletion
VLR



(registerCCEntry),



(eraseCCEntry)


networkUnstructuredSs
VLR



(processUnstructuredSS-Request/v2)


imsiRetrieval
VLR



(sendIMSI/v2)


gprsLocationInfoRetrieval
GGSN/SGSN



(sendRoutingInfoForGprs/v3/v4)


failureReport
GGSN/SGSN



(failureReport/v3)


authenticationFailureReport
VLR/SGSN



(authenticationFailureReport/v3)

Priority low
NOTE:
The application context name is the last component but one of the object identifier.
Operation names are given in brackets for information with "/vn" appended to vn only operations.

Table 5.1/3: Priorities of Application Contexts for SGSN as Responder


Responder = SGSN
Initiating Entity
Priority high



Mobility and Location Register Management


locationCancel
HLR



(cancelLocation v3)


reset

HLR



(reset)


subscriberDataMngt
HLR



(insertSubscriberData v3),



(deleteSubscriberData v3)


tracing

HLR



(activateTraceMode),



(deactivateTraceMode)




Short Message Service


shortMsgMT-Relay
MSC



(MT-ForwardSM v3),



(forwardSM v1/v2)




Location Services



locationSvcEnquiry
GMLC



(provideSubscriberLocation v3)




Network-Requested PDP context activation


gprsNotify

HLR



(noteMsPresentForGprs v3),





(Subscriber Location & State retrieval)


subscriberInfoEnquiry
HLR



(provideSubscriberInformation/v3)

Priority low
NOTE:
The application context name is the last component but one of the object identifier.
Operation names are given in brackets for information with "/vn" appended to vn.

Table 5.1/2: Priorities of Application Contexts for MSC/VLR as Responder


Responder = MSC/VLR
Initiating Entity
Priority high



Handover


handoverControl
MSC



(prepareHandover/v2/v3),



(performHandover/v1)




Group call and Broadcast call


groupCallControl
MSC



(prepareGroupCall/v3)


groupCallInfoRetrieval
MSC



(sendGroupCallInfo/v3)




Mobility and Location Register Management


locationCancel
HLR



(cancelLocation)


reset

HLR



(reset)


immediateTermination
HLR



(istCommand/v3)



interVlrInfoRetrieval
VLR



(sendIdentification/v2/v3),



(sendParameters/v1)


subscriberDataMngt
HLR



(insertSubscriberData),



(deleteSubscriberData)


tracing

HLR



(activateTraceMode),



(deactivateTraceMode)





Short Message Service


shortMsgMO-Relay
MSC/SGSN



(MO-ForwardSM v3),



(forwardSM v1/v2)


shortMsgMT-Relay
MSC



(MT-ForwardSM v3),



(forwardSM v1/v2)


shortMsgAlert
HLR



(alertServiceCentre/v2),



(alertServiceCentreWithoutResult/v1)




Mobile Terminating Traffic


resourceMngt
GMSC



(releaseResources)



roamingNbEnquiry
HLR



(provideRoamingNumber)


callControlTransfer
MSC



(resumeCallHandling)



subscriberInfoEnquiry
HLR



(provideSubscriberInformation/v3)


reporting

HLR



(remoteUserFree),



(SetReportingState)




Location Services


locationSvcEnquiry
GMLC



(provideSubscriberLocation/v3)




Network-Initiated USSD


networkUnstructuredSs
HLR



(unstructuredSS-Request/v2),



(unstructuredSS-Notify/v2)
Priority low
NOTE:
The application context name is the last component but one of the object identifier.
Operation names are given in brackets for information with "/vn" appended to vn only operations.

****************next modification*********************

10.7A
MAP_SEND_GROUP_CALL_INFO service

10.7A.1
Definitions

This service is used in a RANflex configuration (see 3GPP TS 23.236 [133]) between the subscriber's visited MSC and group call serving MSC of the subscriber's location area. 
The MAP_SEND_GROUP_CALL_INFO service is a confirmed service using the service primitives given in table 10.7A/1.

10.7A.2
Service primitives

Table 10.7A/1: MAP_SEND_GROUP_CALL_INFO service

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	Requested Info
	M
	M(=)
	
	

	Cell Id
	C
	C(=)
	
	

	Group Id
	M
	M(=)
	
	

	IMSI
	C
	C(=)
	C
	C(=)

	Talker Priority
	C
	C(=)
	
	

	Additional Info
	C
	C(=)
	C
	C(=)

	TMSI
	C
	C(=)
	
	

	CKSN
	C
	C(=)
	
	

	Anchor MSC Address
	
	
	C
	C(=)

	ASCI Call Reference
	
	
	C
	C(=)

	Additional Subscriptions
	
	
	C
	C(=)

	Kc
	
	
	C
	C(=)

	User Error
	
	
	C
	C(=)

	Provider Error
	
	
	
	O


10.7A.3
Parameter definitions and use

Invoke Id
See definition in clause 7.6.1

Requested Info

For the definition and use of this parameter see 3GPP TS 43.068 [100]
Cell Id

Identity of the initiating service subscriber's current cell.
Group Id

For the definition and use of this parameter see 3GPP TS 43.068 [100]
IMSI

If sent in the request: Identity of the service subscriber who has established the call and who is allowed to terminate the call.
If sent in the response: Identity of the uplink requesting service subscriber.
Talker Priority

For the definition and use of this parameter see 3GPP TS 43.068 [100]
Additional Info 

For the definition and use of this parameter see 3GPP TS 43.068 [100]
TMSI

See definition in clause 7.6.2. 

CKSN

See clause 7.6.7 for the use of this parameter.

Anchor MSC Address

For the definition and use of this parameter see 3GPP TS 43.068 [100]
ASCI Call Reference
For the definition and use of this parameter see 3GPP TS 43.068 [100]
Additional Subscriptions

For the definition and use of this parameter see 3GPP TS 43.068 [100]
Kc

See clause 7.6.7 for the use of this parameter.

User Error

For definition of this parameter see clause 7.6.1 The following errors defined in clause 7.6.1 may be used, depending on the nature of the fault:

-
System Failure;

-
Unexpected Data Value;
-
Data Missing
-
TeleserviceNotProvisioned;
-
Unknown Subscriber;

-
Ongoing Call.

Provider Error

See definition of provider error in clause 7.6.1.

*************next modification**************

16.2.2.4
Operation

When mapping a request primitive on to a Remote Operations PDU (invoke), the MAP PM shall set the operation code according to the mapping described in table 16.2/1.

When mapping a response primitive on to a Remote Operations service, the MAP PM shall set the operation code of the TC-RESULT-L/NL primitive (if required) to the same value as the one received at invocation time.

Table 16.2/1: Mapping of MAP specific services on to MAP operations

	MAP-SERVICE
	operation

	MAP-ACTIVATE-SS
	activateSS

	MAP-ACTIVATE-TRACE-MODE
	activateTraceMode

	MAP-ALERT-SERVICE-CENTRE
	alertServiceCentre

	MAP-ANY-TIME-INTERROGATION
	anyTimeInterrogaton

	MAP_AUTHENTICATION_FAILURE_REPORT
	authenticationFailureReport

	MAP-ANY-TIME-MODIFICATION
	anyTimeModification

	MAP-ANY-TIME-SUBSCRIPTION-INTERROGATION
	anyTimeSubscriptionInterrogation

	MAP-CANCEL-LOCATION
	cancelLocation

	MAP-CHECK-IMEI
	checkIMEI

	MAP-DEACTIVATE-SS
	deactivateSS

	MAP-DEACTIVATE-TRACE-MODE 
	deactivateTraceMode

	MAP-DELETE-SUBSCRIBER-DATA
	deleteSubscriberData

	MAP-ERASE-CC-ENTRY
	eraseCC-Entry

	MAP-ERASE-SS
	eraseSS

	MAP-FAILURE-REPORT
	failureReport

	MAP-FORWARD-ACCESS-SIGNALLING
	forwardAccessSignalling

	MAP-FORWARD-CHECK-SS-INDICATION
	forwardCheckSsIndication

	MAP-FORWARD-GROUP-CALL-SIGNALLING
	forwardGroupCallSignalling

	MAP-MT-FORWARD-SHORT-MESSAGE
	mt-forwardSM

	MAP-MO-FORWARD-SHORT-MESSAGE
	mo-forwardSM

	MAP-GET-PASSWORD
	getPassword

	MAP-INFORM-SERVICE-CENTRE
	informServiceCentre

	MAP-INSERT-SUBSCRIBER-DATA
	insertSubscriberData

	MAP-INTERROGATE-SS
	interrogateSs

	MAP-IST-ALERT
	istAlert

	MAP-IST-COMMAND
	istCommand

	MAP-NOTE-MS-PRESENT-FOR-GPRS
	noteMsPresentForGprs

	MAP-NOTE-SUBSCRIBER-DATA-MODIFIED
	noteSubscriberDataModified

	MAP-PREPARE-GROUP-CALL
	prepareGroupCall

	MAP-PREPARE-HANDOVER
	prepareHandover

	MAP-PREPARE-SUBSEQUENT-HANDOVER
	prepareSubsequentHandover

	MAP-PROCESS-ACCESS-SIGNALLING
	processAccessSignalling

	MAP-PROCESS-GROUP-CALL-SIGNALLING
	processGroupCallSignalling

	MAP-PROCESS-UNSTRUCTURED-SS-REQUEST
	processUnstructuredSS-Request

	MAP-PROVIDE-ROAMING-NUMBER
	provideRoamingNumber

	MAP-PROVIDE-SUBSCRIBER-LOCATION
	provideSubscriberLocation

	MAP-PROVIDE-SUBSCRIBER-INFO
	provideSubscriberInfo

	MAP-PURGE-MS
	purgeMS

	MAP-READY-FOR-SM
	readyForSM

	MAP-REGISTER-CC-ENTRY
	registerCC-Entry

	MAP-REGISTER-PASSWORD
	registerPassword

	MAP-REGISTER-SS
	registerSS

	MAP-REMOTE-USER-FREE
	remoteUserFree

	MAP-REPORT-SM-DELIVERY-STATUS
	reportSmDeliveryStatus

	MAP-RESET
	reset

	MAP-RESTORE-DATA
	restoreData

	MAP-SECURE-TRANSPORT-CLASS-1
	secureTransportClass1

	MAP-SECURE-TRANSPORT-CLASS-2
	secureTransportClass2

	MAP-SECURE-TRANSPORT-CLASS-3
	secureTransportClass3

	MAP-SECURE-TRANSPORT-CLASS-4
	secureTransportClass4

	MAP-SEND_GROUP-CALL_END_SIGNAL
	sendGroupCallEndSignal

	MAP-SEND-GROUP-CALL-INFO
	sendGroupCallInfo

	MAP-SEND-END-SIGNAL 
	sendEndSignal

	MAP-SEND-AUTHENTICATION-INFO
	sendAuthenticationInfo

	MAP-SEND-IMSI
	sendIMSI

	MAP-SEND-IDENTIFICATION
	sendIdentification

	MAP-SEND-ROUTING-INFO-FOR-SM
	sendRoutingInfoForSM

	MAP-SEND-ROUTING-INFO-FOR-GPRS
	sendRoutingInfoForGprs

	MAP-SEND-ROUTING-INFO-FOR-LCS
	sendRoutingInfoForLCS

	MAP-SEND-ROUTING-INFORMATION
	sendRoutingInfo

	MAP-SET-REPORTING-STATE
	setReportingState

	MAP-STATUS-REPORT
	statusReport

	MAP-SUBSCRIBER-LOCATION-REPORT
	subscriberLocationReport

	MAP-SUPPLEMENTARY-SERVICE-INVOCATION-NOTIFICATION
	ss-Invocation-Notification

	MAP-UNSTRUCTURED-SS-NOTIFY
	unstructuredSS-Notify

	MAP-UNSTRUCTURED-SS-REQUEST
	unstructuredSS-Request

	MAP-UPDATE-GPRS-LOCATION
	updateGprsLocation

	MAP-UPDATE-LOCATION
	updateLocation

	MAP-NOTE-MM-EVENT
	NoteMM-Event


*****************next modification***************

17.1.6
Application Contexts

The following informative table lists the latest versions of the Application Contexts used in this specification, with the operations used by them and, where applicable, whether or not the operation description is exactly the same as for previous versions. Information in 17.6 & 17.7 relates only to the ACs in this table.

	AC Name
	AC Version
	Operations Used
	Comments

	locationCancellationContext
	v3
	cancelLocation
	

	equipmentMngtContext
	V3
	checkIMEI
	

	imsiRetrievalContext
	v2
	sendIMSI
	

	infoRetrievalContext
	v3
	sendAuthenticationInfo
	

	interVlrInfoRetrievalContext
	v3
	sendIdentification
	

	handoverControlContext
	v3
	prepareHandover

forwardAccessSignalling

sendEndSignal

processAccessSignalling

prepareSubsequentHandover
	the syntax of this operation has been extended in comparison with release 98 version

	mwdMngtContext
	v3
	readyForSM
	

	msPurgingContext
	v3
	purgeMS
	

	shortMsgAlertContext
	v2
	alertServiceCentre
	

	resetContext
	v2
	reset
	

	networkUnstructuredSsContext
	v2
	processUnstructuredSS-Request

unstructuredSS-Request

unstructuredSS-Notify
	

	tracingContext
	v3
	activateTraceMode

deactivateTraceMode
	

	networkFunctionalSsContext
	v2
	registerSS

eraseSS

activateSS

deactivateSS

registerPassword

interrogateSS

getPassword
	

	shortMsgMO-RelayContext
	v3
	mo-forwardSM
	

	shortMsgMT-RelayContext
	v3
	mt-forwardSM
	

	shortMsgMT-VGCS-RelayContext
	v3
	mt-forwardSM-VGCS
	

	shortMsgGatewayContext
	v3
	sendRoutingInfoForSM

reportSM-DeliveryStatus

InformServiceCentre
	the syntax of this operation has been extended in comparison with release 96 version

	networkLocUpContext
	v3
	updateLocation

forwardCheckSs-Indication

restoreData

insertSubscriberData

activateTraceMode
	the syntax is the same in v1 & v2



	gprsLocationUpdateContext
	v3
	updateGprsLocation

insertSubscriberData

activateTraceMode
	

	subscriberDataMngtContext
	v3
	insertSubscriberData

deleteSubscriberData
	

	roamingNumberEnquiryContext
	v3
	provideRoamingNumber
	

	locationInfoRetrievalContext
	v3
	sendRoutingInfo
	

	gprsNotifyContext
	v3
	noteMsPresentForGprs
	

	gprsLocationInfoRetrievalContext
	v4
	sendRoutingInfoForGprs
	

	failureReportContext
	v3
	failureReport
	

	callControlTransferContext
	v4
	resumeCallHandling
	

	subscriberInfoEnquiryContext
	v3
	provideSubscriberInfo
	

	anyTimeEnquiryContext
	v3
	anyTimeInterrogation
	

	anyTimeInfoHandlingContext
	v3
	anyTimeSubscriptionInterrogation

anyTimeModification
	

	ss-InvocationNotificationContext
	v3
	ss-InvocationNotification
	

	groupCallControlContext
	v3
	prepareGroupCall

processGroupCallSignalling

forwardGroupCallSignalling

sendGroupCallEndSignal
	

	reportingContext
	v3
	setReportingState

statusReport

remoteUserFree
	

	callCompletionContext
	v3
	registerCC-Entry

eraseCC-Entry
	

	istAlertingContext
	v3
	istAlert
	

	ServiceTerminationContext
	v3
	istCommand
	

	locationSvcEnquiryContext
	v3
	provideSubscriberLocation

subscriberLocationReport
	

	locationSvcGatewayContext
	v3
	sendRoutingInfoForLCS
	

	mm-EventReportingContext
	v3
	noteMM-Event
	

	subscriberDataModificationNotificationContext
	v3
	noteSubscriberDataModified
	

	authenticationFailureReportContext
	v3
	authenticationFailureReport
	

	secureTransportHandlingContext
	v3
	secureTransportClass1
secureTransportClass2
secureTransportClass3
secureTransportClass4
	

	resourceManagementContext
	v3
	releaseResources
	

	groupCallInfoRetievalContext
	V3
	sendGroupCallInfo
	


NOTE (*):
The syntax of the operations is not the same as in previous versions unless explicitly stated

In the word-text of ASN.1 Modules hidden text is used for marking the begin (.$modulename), interrupt (.#), continuation (.$) and end (.#END) of ASN.1 Source. This allows to automatically extract the ASN.1 Sources. These markers should not be deleted! In addition, hidden text is also used to overcome some compiler restrictions

In addition no line break should occur when printing a paragraph in ASN.1 source, otherwise the line-numbering of word is inconsistent with the line-numbering in Annex A.

For Completeness the module MAP-Frame is included as hidden text.

.$MAP-Frame

DEFINITIONS ::=

BEGIN

IMPORTS


Component,


TCMessage

FROM TCAPMessages


dialogue-as-id,


DialoguePDU

FROM DialoguePDUs


updateLocation

FROM MAP-Protocol


map-DialogueAS,


MAP-DialoguePDU

FROM MAP-DialogueInformation


map-ac

FROM MAP-ApplicationContexts

;

ZZZZ-Dummy ::= NULL

.#END

************next modification***********

17.2.2.32A
Group Call Info Retrieval

This operation package includes the operations required for group call and broadcast call info retrieval between MSCs.

groupCallInfoRetrievalPackage-v3  OPERATION-PACKAGE ::= {


-- Supplier is group call serving MSC if Consumer is visited MSC


-- Supplier is visited MSC if Consumer is group call serving MSC


CONSUMER INVOKES {



sendGroupCallInfo} }

This package is v3 only.

************next modification***************

17.3.2.30A
Group Call Info Retrieval

This application context is used between group call serving MSC and visited MSC for group call and broadcast call procedures.

groupCallInfoRetControlContext-v3 APPLICATION-CONTEXT ::= {


-- Responder is group call serving MSC if Initiator is visited MSC


-- Responder is visited MSC if Initiator is group call serving MSC


INITIATOR CONSUMER OF {



groupCallInfoRetrievalPackage-v3}


ID
{map-ac groupCallInfoRetrieval(xx) version3(3)} }

This application-context is v3 only.

************next modification********************

17.3.3
ASN.1 Module for application-context-names

The following ASN.1 module summarises the application-context-name assigned to MAP application-contexts.

.$MAP-ApplicationContexts {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ApplicationContexts (2) version10 (10)}

DEFINITIONS

::=

BEGIN

-- EXPORTS everything

IMPORTS


gsm-NetworkId,


ac-Id

FROM MobileDomainDefinitions {

   itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

   mobileDomainDefinitions (0) version1 (1)}

;

-- application-context-names

map-ac  OBJECT IDENTIFIER ::= {gsm-NetworkId ac-Id}

networkLocUpContext-v3  OBJECT IDENTIFIER ::=


{map-ac networkLocUp(1) version3(3)}

locationCancellationContext-v3  OBJECT IDENTIFIER ::=


{map-ac locationCancel(2) version3(3)}

roamingNumberEnquiryContext-v3  OBJECT IDENTIFIER ::=


{map-ac roamingNbEnquiry(3) version3(3)}

authenticationFailureReportContext-v3  OBJECT IDENTIFIER ::=


{map-ac authenticationFailureReport(39) version3(3)}

locationInfoRetrievalContext-v3  OBJECT IDENTIFIER ::=


{map-ac locInfoRetrieval(5) version3(3)}

resetContext-v2  OBJECT IDENTIFIER ::=


{map-ac reset(10) version2(2)}

handoverControlContext-v3  OBJECT IDENTIFIER ::=


{map-ac handoverControl(11) version3(3)}

equipmentMngtContext-v3  OBJECT IDENTIFIER ::=


{map-ac equipmentMngt(13) version3(3)}

infoRetrievalContext-v3  OBJECT IDENTIFIER ::=


{map-ac infoRetrieval(14) version3(3)}

interVlrInfoRetrievalContext-v3  OBJECT IDENTIFIER ::=


{map-ac interVlrInfoRetrieval(15) version3(3)}

subscriberDataMngtContext-v3  OBJECT IDENTIFIER ::=


{map-ac subscriberDataMngt(16) version3(3)}

tracingContext-v3  OBJECT IDENTIFIER ::=


{map-ac tracing(17) version3(3)}

networkFunctionalSsContext-v2  OBJECT IDENTIFIER ::=


{map-ac networkFunctionalSs(18) version2(2)}

networkUnstructuredSsContext-v2  OBJECT IDENTIFIER ::=


{map-ac networkUnstructuredSs(19) version2(2)}

shortMsgGatewayContext-v3  OBJECT IDENTIFIER ::=


{map-ac shortMsgGateway(20) version3(3)}

shortMsgMO-RelayContext-v3  OBJECT IDENTIFIER ::=


{map-ac shortMsgMO-Relay(21) version3(3)}

shortMsgAlertContext-v2  OBJECT IDENTIFIER ::=


{map-ac shortMsgAlert(23) version2(2)}

mwdMngtContext-v3  OBJECT IDENTIFIER ::=


{map-ac mwdMngt(24) version3(3)}

shortMsgMT-RelayContext-v3  OBJECT IDENTIFIER ::=


{map-ac shortMsgMT-Relay(25) version3(3)}

shortMsgMT-Relay-VGCS-Context-v3  OBJECT IDENTIFIER ::=


{map-ac shortMsgMT-Relay-VGCS(41) version3(3)}

imsiRetrievalContext-v2  OBJECT IDENTIFIER ::=


{map-ac imsiRetrieval(26) version2(2)}

msPurgingContext-v3  OBJECT IDENTIFIER ::=


{map-ac msPurging(27) version3(3)}

subscriberInfoEnquiryContext-v3  OBJECT IDENTIFIER ::=


{map-ac subscriberInfoEnquiry(28) version3(3)}

anyTimeInfoEnquiryContext-v3  OBJECT IDENTIFIER ::=


{map-ac anyTimeInfoEnquiry(29) version3(3)}

callControlTransferContext-v4  OBJECT IDENTIFIER ::=


{map-ac callControlTransfer(6) version4(4)}

ss-InvocationNotificationContext-v3  OBJECT IDENTIFIER ::=


{map-ac ss-InvocationNotification(36) version3(3)}

groupCallControlContext-v3  OBJECT IDENTIFIER ::=


{map-ac groupCallControl(31) version3(3)}

groupCallInfoRetrievalContext-v3  OBJECT IDENTIFIER ::=


{map-ac groupCallInfoRetrieval(xx) version3(3)}

gprsLocationUpdateContext-v3  OBJECT IDENTIFIER ::=


{map-ac gprsLocationUpdate(32) version3(3)}

gprsLocationInfoRetrievalContext-v4  OBJECT IDENTIFIER ::=


{map-ac gprsLocationInfoRetrieval(33) version4(4)}

failureReportContext-v3  OBJECT IDENTIFIER ::=


{map-ac failureReport(34) version3(3)}

gprsNotifyContext-v3  OBJECT IDENTIFIER ::=


{map-ac gprsNotify(35) version3(3)}

reportingContext-v3  OBJECT IDENTIFIER ::=


{map-ac reporting(7) version3(3)}

callCompletionContext-v3  OBJECT IDENTIFIER ::=


{map-ac callCompletion(8) version3(3)}

istAlertingContext-v3  OBJECT IDENTIFIER ::=


{map-ac istAlerting(4) version3(3)}

serviceTerminationContext-v3  OBJECT IDENTIFIER ::=


{map-ac immediateTermination(9) version3(3)}

locationSvcGatewayContext-v3  OBJECT IDENTIFIER ::=


{map-ac locationSvcGateway(37) version3(3)}

locationSvcEnquiryContext-v3  OBJECT IDENTIFIER ::=


{map-ac locationSvcEnquiry(38) version3(3)}

mm-EventReportingContext-v3  OBJECT IDENTIFIER ::=


{map-ac mm-EventReporting(42) version3(3)}

anyTimeInfoHandlingContext-v3  OBJECT IDENTIFIER ::=


{map-ac anyTimeInfoHandling(43) version3(3)}

subscriberDataModificationNotificationContext-v3  OBJECT IDENTIFIER ::=


{map-ac subscriberDataModificationNotification(22) version3(3)}

secureTransportHandlingContext-v3  OBJECT IDENTIFIER ::=


{map-ac secureTransportHandling(40) version3(3)}

resourceManagementContext-v3  OBJECT IDENTIFIER ::=


{map-ac resourceManagement(44) version3(3)}

-- The following Object Identifiers are reserved for application-contexts

--  existing in previous versions of the protocol

-- AC Name & Version
Object Identifier
-- 

-- networkLocUpContext-v1
map-ac networkLocUp (1)
version1 (1)

-- networkLocUpContext-v2
map-ac networkLocUp (1)
version2 (2)

-- locationCancellationContext-v1
map-ac locationCancellation (2)
version1 (1)

-- locationCancellationContext-v2
map-ac locationCancellation (2)
version2 (2)

-- roamingNumberEnquiryContext-v1
map-ac roamingNumberEnquiry (3)
version1 (1)

-- roamingNumberEnquiryContext-v2
map-ac roamingNumberEnquiry (3)
version2 (2)

-- locationInfoRetrievalContext-v1
map-ac locationInfoRetrieval (5)
version1 (1)

-- locationInfoRetrievalContext-v2
map-ac locationInfoRetrieval (5)
version2 (2)

-- resetContext-v1
map-ac reset (10)
version1 (1)

-- handoverControlContext-v1
map-ac handoverControl (11)
version1 (1)

-- handoverControlContext-v2
map-ac handoverControl (11)
version2 (2)

-- sIWFSAllocationContext-v3
map-ac sIWFSAllocation (12)
version3 (3)

-- equipmentMngtContext-v1
map-ac equipmentMngt (13)
version1 (1)

-- equipmentMngtContext-v2
map-ac equipmentMngt (13)
version2 (2)

-- infoRetrievalContext-v1
map-ac infoRetrieval (14)
version1 (1) 

-- infoRetrievalContext-v2
map-ac infoRetrieval (14)
version2 (2)

-- interVlrInfoRetrievalContext-v2
map-ac interVlrInfoRetrieval (15)
version2 (2)

-- subscriberDataMngtContext-v1
map-ac subscriberDataMngt (16)
version1 (1)

-- subscriberDataMngtContext-v2
map-ac subscriberDataMngt (16)
version2 (2)

-- tracingContext-v1
map-ac tracing (17)
version1 (1)

-- tracingContext-v2
map-ac tracing (17)
version2 (2)

-- networkFunctionalSsContext-v1
map-ac networkFunctionalSs (18)
version1 (1)

-- shortMsgGatewayContext-v1
map-ac shortMsgGateway (20)
version1 (1)

-- shortMsgGatewayContext-v2
map-ac shortMsgGateway (20)
version2 (2)

-- shortMsgRelayContext-v1
map-ac shortMsgRelay (21)
version1 (1)

-- shortMsgAlertContext-v1
map-ac shortMsgAlert (23)
version1 (1)

-- mwdMngtContext-v1
map-ac mwdMngt (24)
version1 (1)

-- mwdMngtContext-v2
map-ac mwdMngt (24)
version2 (2)

-- shortMsgMT-RelayContext-v2
map-ac shortMsgMT-Relay (25)
version2 (2)

-- msPurgingContext-v2
map-ac msPurging (27)
version2 (2) 

-- callControlTransferContext-v3
map-ac callControlTransferContext (6)
version3 (3) 

-- gprsLocationInfoRetrievalContext-v3
map-ac gprsLocationInfoRetrievalContext (33) version3 (3)
.#END

***********next modification***********

17.5
MAP operation and error codes

.$MAP-Protocol {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-Protocol (4) version10 (10)}

DEFINITIONS

::=

BEGIN

IMPORTS

OPERATION

FROM Remote-Operations-Information-Objects {

joint-iso-itu-t remote-operations(4) informationObjects(5) version1(0)}


updateLocation,


cancelLocation,


purgeMS,


sendIdentification,


updateGprsLocation,


prepareHandover,


sendEndSignal,


processAccessSignalling,


forwardAccessSignalling,


prepareSubsequentHandover,


sendAuthenticationInfo,

authenticationFailureReport,


checkIMEI,


insertSubscriberData,


deleteSubscriberData,


reset,


forwardCheckSS-Indication,


restoreData,


provideSubscriberInfo,


anyTimeInterrogation,


anyTimeSubscriptionInterrogation,


anyTimeModification,


sendRoutingInfoForGprs,


failureReport,


noteMsPresentForGprs,


noteMM-Event,


noteSubscriberDataModified

FROM MAP-MobileServiceOperations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MobileServiceOperations (5)

   version10 (10)}


activateTraceMode,


deactivateTraceMode,


sendIMSI

FROM MAP-OperationAndMaintenanceOperations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-OperationAndMaintenanceOperations (6)

   version10 (10)}


sendRoutingInfo,


provideRoamingNumber,


resumeCallHandling,


setReportingState,


statusReport,


remoteUserFree,


ist-Alert,


ist-Command,


releaseResources
FROM MAP-CallHandlingOperations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CallHandlingOperations (7)

   version10 (10)}


registerSS,


eraseSS,


activateSS,


deactivateSS,


interrogateSS,


processUnstructuredSS-Request,


unstructuredSS-Request,


unstructuredSS-Notify,


registerPassword,


getPassword,


ss-InvocationNotification,


registerCC-Entry,


eraseCC-Entry

FROM MAP-SupplementaryServiceOperations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SupplementaryServiceOperations (8)

   version10 (10)}


sendRoutingInfoForSM,


mo-ForwardSM,


mt-ForwardSM,


reportSM-DeliveryStatus,


alertServiceCentre,


informServiceCentre,


readyForSM,


mt-ForwardSM-VGCS
FROM MAP-ShortMessageServiceOperations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ShortMessageServiceOperations (9)

   version10 (10)}


prepareGroupCall,


processGroupCallSignalling,


forwardGroupCallSignalling,


sendGroupCallEndSignal,

sendGroupCallInfo
FROM MAP-Group-Call-Operations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-Group-Call-Operations (22)

   version10 (10)}


provideSubscriberLocation,


sendRoutingInfoForLCS,


subscriberLocationReport

FROM MAP-LocationServiceOperations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-LocationServiceOperations (24)

   version10 (10)}

secureTransportClass1,

secureTransportClass2,

secureTransportClass3,

secureTransportClass4

FROM MAP-SecureTransportOperations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SecureTransportOperations (26)

   version10 (10)}

;

Supported-MAP-Operations OPERATION ::= {updateLocation | cancelLocation | purgeMS | 

sendIdentification | updateGprsLocation | prepareHandover | sendEndSignal | 

processAccessSignalling | forwardAccessSignalling | prepareSubsequentHandover | 

sendAuthenticationInfo | authenticationFailureReport | checkIMEI | insertSubscriberData | 

deleteSubscriberData | reset | forwardCheckSS-Indication | restoreData | provideSubscriberInfo | 

anyTimeInterrogation | anyTimeSubscriptionInterrogation | anyTimeModification | 

sendRoutingInfoForGprs | failureReport |noteMsPresentForGprs | noteMM-Event | 

noteSubscriberDataModified | activateTraceMode | deactivateTraceMode | sendIMSI | 

sendRoutingInfo | provideRoamingNumber | resumeCallHandling | setReportingState | statusReport | remoteUserFree | ist-Alert | 

ist-Command | registerSS | eraseSS | activateSS | deactivateSS | interrogateSS | 

processUnstructuredSS-Request | unstructuredSS-Request | unstructuredSS-Notify | 

registerPassword | getPassword | ss-InvocationNotification | registerCC-Entry | eraseCC-Entry | 

sendRoutingInfoForSM | mo-ForwardSM | mt-ForwardSM | reportSM-DeliveryStatus | 

alertServiceCentre | informServiceCentre | readyForSM | prepareGroupCall | 

processGroupCallSignalling | forwardGroupCallSignalling | sendGroupCallEndSignal |

provideSubscriberLocation | sendRoutingInfoForLCS | subscriberLocationReport | 

secureTransportClass1 |secureTransportClass2 | secureTransportClass3 | secureTransportClass4 | 

releaseResources | mt-ForwardSM-VGCS | sendGroupCallInfo }

-- The following operation codes are reserved for operations

-- existing in previous versions of the protocol

-- Operation Name
AC used
Oper. Code
-- 

-- sendParameters
map-ac infoRetrieval (14) version1 (1)
local:9
-- processUnstructuredSS-Data
map-ac networkFunctionalSs (18) version1 (1)
local:19

-- performHandover
map-ac handoverControl (11) version1 (1)
local:28

-- performSubsequentHandover
map-ac handoverControl (11) version1 (1)
local:30

-- provideSIWFSNumber
map-ac sIWFSAllocation (12) version3 (3)
local:31

-- siwfs-SignallingModify
map-ac sIWFSAllocation (12) version3 (3)
local:32

-- noteInternalHandover
map-ac handoverControl (11) version1 (1)
local:35

-- noteSubscriberPresent
map-ac mwdMngt (24) version1 (1)
local:48

-- alertServiceCentreWithoutResult
map-ac shortMsgAlert (23) version1 (1)
local:49

-- traceSubscriberActivity
map-ac handoverControl (11) version1 (1)
local:52

-- beginSubscriberActivity
map-ac networkFunctionalSs (18) version1 (1)
local:54

-- The following error codes are reserved for errors

-- existing in previous versions of the protocol

-- Error Name
AC used
Error Code
-- 

-- unknownBaseStation
map-ac handoverControl (11) version1 (1)
local:2

-- invalidTargetBaseStation
map-ac handoverControl (11) version1 (1)
local:23

-- noRadioResourceAvailable
map-ac handoverControl (11) version1 (1)
local:24

.#END

**********next modification************

17.6.6
Errors

.$MAP-Errors {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-Errors (10) version10 (10)}

DEFINITIONS

::=

BEGIN

EXPORTS


-- generic errors


systemFailure,


dataMissing,


unexpectedDataValue,


facilityNotSupported,


incompatibleTerminal,


resourceLimitation,


-- identification and numbering errors


unknownSubscriber,


numberChanged,


unknownMSC,


unidentifiedSubscriber,


unknownEquipment,


-- subscription errors


roamingNotAllowed,


illegalSubscriber,


illegalEquipment,


bearerServiceNotProvisioned,


teleserviceNotProvisioned,


-- handover errors


noHandoverNumberAvailable,


subsequentHandoverFailure, 


targetCellOutsideGroupCallArea,


-- operation and maintenance errors


tracingBufferFull,


-- call handling errors


or-NotAllowed,


noRoamingNumberAvailable,


busySubscriber,


noSubscriberReply,


absentSubscriber,


callBarred,


forwardingViolation,


forwardingFailed,


cug-Reject,


-- any time interrogation errors


ati-NotAllowed,


-- any time information handling errors


atsi-NotAllowed,


atm-NotAllowed,


informationNotAvailable,


-- supplementary service errors


illegalSS-Operation,


ss-ErrorStatus,


ss-NotAvailable,


ss-SubscriptionViolation,


ss-Incompatibility,


unknownAlphabet,


ussd-Busy,


pw-RegistrationFailure,


negativePW-Check,


numberOfPW-AttemptsViolation,


shortTermDenial,


longTermDenial,


-- short message service errors


subscriberBusyForMT-SMS,


sm-DeliveryFailure,


messageWaitingListFull,


absentSubscriberSM,


-- Group Call errors


noGroupCallNumberAvailable,

ongoingGroupCall,

-- location service errors


unauthorizedRequestingNetwork,


unauthorizedLCSClient,


positionMethodFailure,


unknownOrUnreachableLCSClient,


-- Mobility Management errors


mm-EventNotSupported,


-- Secure transport errors


secureTransportError

;

IMPORTS


ERROR

FROM Remote-Operations-Information-Objects {joint-iso-itu-t remote-operations(4)

  informationObjects(5) version1(0) }


SS-Status

FROM MAP-SS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-DataTypes (14) version10 (10)}


SS-IncompatibilityCause,


PW-RegistrationFailureCause,


SM-DeliveryFailureCause,


SystemFailureParam,


DataMissingParam,


UnexpectedDataParam,


FacilityNotSupParam,


UnknownSubscriberParam,


NumberChangedParam,


UnidentifiedSubParam,


RoamingNotAllowedParam,


IllegalSubscriberParam,


IllegalEquipmentParam,


BearerServNotProvParam,


TeleservNotProvParam,


TracingBufferFullParam,


NoRoamingNbParam,


OR-NotAllowedParam,


AbsentSubscriberParam,


BusySubscriberParam,


NoSubscriberReplyParam,


CallBarredParam,


ForwardingViolationParam,


ForwardingFailedParam,


CUG-RejectParam, 


ATI-NotAllowedParam,


SubBusyForMT-SMS-Param,


MessageWaitListFullParam,


AbsentSubscriberSM-Param,


ResourceLimitationParam,


NoGroupCallNbParam,


IncompatibleTerminalParam,


ShortTermDenialParam,


LongTermDenialParam,


UnauthorizedRequestingNetwork-Param,


UnauthorizedLCSClient-Param,


PositionMethodFailure-Param,

UnknownOrUnreachableLCSClient-Param,


MM-EventNotSupported-Param,

ATSI-NotAllowedParam,

ATM-NotAllowedParam,

IllegalSS-OperationParam,

SS-NotAvailableParam,

SS-SubscriptionViolationParam,

InformationNotAvailableParam,

TargetCellOutsideGCA-Param,


SecureTransportErrorParam,

OngoingGroupCallParam
FROM MAP-ER-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ER-DataTypes (17) version10 (10)}

;

-- generic errors

systemFailure  ERROR ::= {


PARAMETER



SystemFailureParam



-- optional


CODE
local:34 }

dataMissing  ERROR ::= {


PARAMETER



DataMissingParam



-- optional



-- DataMissingParam must not be used in version <3


CODE
local:35 }
unexpectedDataValue  ERROR ::= {


PARAMETER



UnexpectedDataParam



-- optional



-- UnexpectedDataParam must not be used in version <3


CODE
local:36 }

facilityNotSupported  ERROR ::= {


PARAMETER



FacilityNotSupParam



-- optional



-- FacilityNotSupParam must not be used in version <3


CODE
local:21 }

incompatibleTerminal  ERROR ::= {


PARAMETER



IncompatibleTerminalParam



-- optional


CODE
local:28 }

resourceLimitation  ERROR ::= {


PARAMETER



ResourceLimitationParam



-- optional


CODE
local:51 }

-- identification and numbering errors

unknownSubscriber  ERROR ::= {


PARAMETER



UnknownSubscriberParam



-- optional



-- UnknownSubscriberParam must not be used in version <3


CODE
local:1 }

numberChanged  ERROR ::= {


PARAMETER



NumberChangedParam



-- optional


CODE
local:44 }

unknownMSC  ERROR ::= {


CODE
local:3 }

unidentifiedSubscriber  ERROR ::= {


PARAMETER



UnidentifiedSubParam



-- optional



-- UunidentifiedSubParam must not be used in version <3


CODE
local:5 }

unknownEquipment  ERROR ::= {


CODE
local:7 }

-- subscription errors

roamingNotAllowed  ERROR ::= {


PARAMETER



RoamingNotAllowedParam


CODE
local:8 }

illegalSubscriber  ERROR ::= {


PARAMETER



IllegalSubscriberParam



-- optional



-- IllegalSubscriberParam must not be used in version <3


CODE
local:9 }

illegalEquipment  ERROR ::= {


PARAMETER



IllegalEquipmentParam



-- optional



-- IllegalEquipmentParam must not be used in version <3


CODE
local:12 }

bearerServiceNotProvisioned  ERROR ::= {


PARAMETER



BearerServNotProvParam



-- optional



-- BearerServNotProvParam must not be used in version <3


CODE
local:10 }

teleserviceNotProvisioned  ERROR ::= {


PARAMETER



TeleservNotProvParam



-- optional



-- TeleservNotProvParam must not be used in version <3


CODE
local:11 }

-- handover errors

noHandoverNumberAvailable  ERROR ::= {


CODE
local:25 }

subsequentHandoverFailure  ERROR ::= {


CODE
local:26 }

targetCellOutsideGroupCallArea  ERROR ::= {


PARAMETER



TargetCellOutsideGCA-Param



-- optional


CODE
local:42 }

-- operation and maintenance errors

tracingBufferFull  ERROR ::= {


PARAMETER



TracingBufferFullParam



-- optional

CODE
local: 40 }

-- call handling errors

noRoamingNumberAvailable  ERROR ::= {


PARAMETER



NoRoamingNbParam



-- optional


CODE
local:39 }

absentSubscriber  ERROR ::= {


PARAMETER



AbsentSubscriberParam



-- optional



-- AbsentSubscriberParam must not be used in version <3


CODE
local:27 }

busySubscriber  ERROR ::= {


PARAMETER



BusySubscriberParam



-- optional


CODE
local:45 }

noSubscriberReply  ERROR ::= {


PARAMETER



NoSubscriberReplyParam



-- optional


CODE
local:46 }

callBarred  ERROR ::= {


PARAMETER



CallBarredParam



-- optional


CODE
local:13 }

forwardingViolation  ERROR ::= {


PARAMETER



ForwardingViolationParam



-- optional


CODE
local:14 }

forwardingFailed  ERROR ::= {


PARAMETER



ForwardingFailedParam



-- optional


CODE
local:47 }

cug-Reject  ERROR ::= {


PARAMETER



CUG-RejectParam



-- optional


CODE
local:15 }

or-NotAllowed  ERROR ::= {


PARAMETER



OR-NotAllowedParam



-- optional


CODE
local:48 }

-- any time interrogation errors

ati-NotAllowed  ERROR ::= {


PARAMETER



ATI-NotAllowedParam



-- optional


CODE
local:49 }

-- any time information handling errors

atsi-NotAllowed  ERROR ::= {

PARAMETER



ATSI-NotAllowedParam



-- optional


CODE
local:60 }

atm-NotAllowed  ERROR ::= {

PARAMETER



ATM-NotAllowedParam



-- optional


CODE
local:61 }

informationNotAvailable  ERROR ::= {


PARAMETER



InformationNotAvailableParam



-- optional


CODE
local:62 }
-- supplementary service errors

illegalSS-Operation  ERROR ::= {


PARAMETER



IllegalSS-OperationParam



-- optional



-- IllegalSS-OperationParam must not be used in version <3


CODE
local:16 }

ss-ErrorStatus  ERROR ::= {


PARAMETER



SS-Status



-- optional


CODE
local:17 }

ss-NotAvailable  ERROR ::= {


PARAMETER



SS-NotAvailableParam



-- optional



-- SS-NotAvailableParam must not be used in version <3


CODE
local:18 }

ss-SubscriptionViolation  ERROR ::= {


PARAMETER



SS-SubscriptionViolationParam



-- optional



-- SS-SubscriptionViolationParam must not be used in version <3


CODE
local:19 }

ss-Incompatibility  ERROR ::= {


PARAMETER



SS-IncompatibilityCause



-- optional


CODE
local:20 }

unknownAlphabet  ERROR ::= {


CODE
local:71 }

ussd-Busy  ERROR ::= {


CODE
local:72 }

pw-RegistrationFailure  ERROR ::= {


PARAMETER



PW-RegistrationFailureCause


CODE
local:37 }

negativePW-Check  ERROR ::= {


CODE
local:38 }

numberOfPW-AttemptsViolation  ERROR ::= {


CODE
local:43 }

shortTermDenial  ERROR ::= {


PARAMETER



ShortTermDenialParam



-- optional

CODE
local:29 }

longTermDenial  ERROR ::= {


PARAMETER



LongTermDenialParam



-- optional


CODE
local:30 }

-- short message service errors

subscriberBusyForMT-SMS  ERROR ::= {


PARAMETER



SubBusyForMT-SMS-Param



-- optional


CODE
local:31 }

sm-DeliveryFailure  ERROR ::= {


PARAMETER



SM-DeliveryFailureCause


CODE
local:32 }

messageWaitingListFull  ERROR ::= {


PARAMETER



MessageWaitListFullParam



-- optional


CODE
local:33 }

absentSubscriberSM  ERROR ::= {


PARAMETER



AbsentSubscriberSM-Param



-- optional


CODE
local:6 }

-- Group Call errors

noGroupCallNumberAvailable  ERROR ::= {


PARAMETER



NoGroupCallNbParam



-- optional


CODE
local:50 }

ongoingGroupCall  ERROR ::= {


PARAMETER



OngoingGroupCallParam



-- optional


CODE
local:xx }

-- location service errors

unauthorizedRequestingNetwork  ERROR ::= {


PARAMETER



UnauthorizedRequestingNetwork-Param



-- optional


CODE
local:52 }

unauthorizedLCSClient  ERROR ::= {


PARAMETER



UnauthorizedLCSClient-Param



-- optional


CODE
local:53 }

positionMethodFailure  ERROR ::= {


PARAMETER



PositionMethodFailure-Param



-- optional


CODE
local:54 }

unknownOrUnreachableLCSClient  ERROR ::= {


PARAMETER



UnknownOrUnreachableLCSClient-Param



-- optional


CODE
local:58 }

mm-EventNotSupported  ERROR ::= {


PARAMETER



MM-EventNotSupported-Param



-- optional


CODE
local:59 }


-- Secure transport errors

secureTransportError  ERROR ::= {


PARAMETER



SecureTransportErrorParam


CODE
local:4 }

.#END

17.6.7
Group Call operations

.$MAP-Group-Call-Operations {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-Group-Call-Operations (22)

   version10 (10)}

DEFINITIONS

::=

BEGIN

EXPORTS


prepareGroupCall,


sendGroupCallEndSignal,


forwardGroupCallSignalling,


processGroupCallSignalling,

sendGroupCallInfo
;

IMPORTS


OPERATION

FROM Remote-Operations-Information-Objects {

joint-iso-itu-t remote-operations(4)

  informationObjects(5) version1(0)}


systemFailure,


unexpectedDataValue,


noGroupCallNumberAvailable,

ongoingGroupCall,

unknownSubscriber,


teleserviceNotProvisioned,

dataMissing
FROM MAP-Errors {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-Errors (10) version10 (10)}


PrepareGroupCallArg,


PrepareGroupCallRes,


SendGroupCallEndSignalArg,


SendGroupCallEndSignalRes,


ForwardGroupCallSignallingArg,


ProcessGroupCallSignallingArg,

SendGroupCallInfoArg,

SendGroupCallInfoRes
FROM MAP-GR-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-GR-DataTypes (23) version10 (10)}

;

prepareGroupCall  OPERATION ::= {



--Timer m


ARGUMENT



PrepareGroupCallArg


RESULT


PrepareGroupCallRes


ERRORS {



systemFailure |



noGroupCallNumberAvailable |



unexpectedDataValue}


CODE
local:39 }

sendGroupCallEndSignal  OPERATION ::= {



--Timer l


ARGUMENT



SendGroupCallEndSignalArg


RESULT



SendGroupCallEndSignalRes


CODE
local:40 }

processGroupCallSignalling  OPERATION ::= {



--Timer s


ARGUMENT



ProcessGroupCallSignallingArg


CODE
local:41 }

forwardGroupCallSignalling  OPERATION ::= {



--Timer s


ARGUMENT



ForwardGroupCallSignallingArg


CODE
local:42 }

sendGroupCallInfo  OPERATION ::= {



--Timer m


ARGUMENT



SendGroupCallInfoArg


RESULT



SendGroupCallInfoRes

ERRORS {



systemFailure |



ongoingGroupCall |



unexpectedDataValue |


dataMissing |


teleserviceNotProvisioned |



unknownSubscriber}


CODE
local:xx }

.#END

***********next modification************

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version10 (10)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


-- location registration types


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,


CancelLocationRes, 


PurgeMS-Arg, 


PurgeMS-Res,


SendIdentificationArg,


SendIdentificationRes, 


UpdateGprsLocationArg,


UpdateGprsLocationRes,


IST-SupportIndicator, 


SupportedLCS-CapabilitySets,

-- gprs location registration types


GSN-Address,


-- handover types


ForwardAccessSignalling-Arg,


PrepareHO-Arg,


PrepareHO-Res,


PrepareSubsequentHO-Arg, 


PrepareSubsequentHO-Res,


ProcessAccessSignalling-Arg,


SendEndSignal-Arg,


SendEndSignal-Res,


-- authentication management types


SendAuthenticationInfoArg,


SendAuthenticationInfoRes, 


AuthenticationFailureReportArg,

AuthenticationFailureReportRes,


-- security management types


Kc,

Cksn,

-- equipment management types


CheckIMEI-Arg,


CheckIMEI-Res,


-- subscriber management types


InsertSubscriberDataArg,


InsertSubscriberDataRes, 


LSAIdentity,


DeleteSubscriberDataArg,


DeleteSubscriberDataRes,


Ext-QoS-Subscribed,

Ext2-QoS-Subscribed,


SubscriberData,


ODB-Data,


SubscriberStatus,


ZoneCodeList,


maxNumOfZoneCodes, 


O-CSI, 

D-CSI,


O-BcsmCamelTDPCriteriaList, 


T-BCSM-CAMEL-TDP-CriteriaList,


SS-CSI,


ServiceKey,


DefaultCallHandling,


CamelCapabilityHandling,


BasicServiceCriteria,


SupportedCamelPhases,


OfferedCamel4CSIs,


OfferedCamel4Functionalities,


maxNumOfCamelTDPData,


CUG-Index, 


CUG-Info,


CUG-Interlock,


InterCUG-Restrictions,


IntraCUG-Options,


NotificationToMSUser, 


QoS-Subscribed,
IST-AlertTimerValue,


T-CSI,


T-BcsmTriggerDetectionPoint,

APN,
AdditionalInfo,

-- fault recovery types


ResetArg,


RestoreDataArg,


RestoreDataRes,

-- provide subscriber info types 

GeographicalInformation, 

MS-Classmark2,

GPRSMSClass,

-- subscriber information enquiry types


ProvideSubscriberInfoArg,


ProvideSubscriberInfoRes,


SubscriberInfo,


LocationInformation,


LocationInformationGPRS,


RAIdentity,


SubscriberState,


GPRSChargingID, 

MNPInfoRes,


RouteingNumber,

-- any time information enquiry types


AnyTimeInterrogationArg,


AnyTimeInterrogationRes,


-- any time information handling types


AnyTimeSubscriptionInterrogationArg,


AnyTimeSubscriptionInterrogationRes,


AnyTimeModificationArg,


AnyTimeModificationRes,


-- subscriber data modification notification types


NoteSubscriberDataModifiedArg,


NoteSubscriberDataModifiedRes,


-- gprs location information retrieval types


SendRoutingInfoForGprsArg,


SendRoutingInfoForGprsRes,


-- failure reporting types


FailureReportArg,


FailureReportRes,


-- gprs notification types


NoteMsPresentForGprsArg,


NoteMsPresentForGprsRes,


-- Mobility Management types

NoteMM-EventArg,


NoteMM-EventRes,


NumberPortabilityStatus,

-- VGCS / VBS types types

GroupId,
AdditionalSubscriptions
;

...
************next modification************

17.7.7
Error data types

.$MAP-ER-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ER-DataTypes (17) version10 (10)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


RoamingNotAllowedParam,


CallBarredParam,


CUG-RejectParam,


SS-IncompatibilityCause,


PW-RegistrationFailureCause,


SM-DeliveryFailureCause,


SystemFailureParam,


DataMissingParam,


UnexpectedDataParam,


FacilityNotSupParam,


OR-NotAllowedParam,


UnknownSubscriberParam,


NumberChangedParam,


UnidentifiedSubParam,


IllegalSubscriberParam,


IllegalEquipmentParam,


BearerServNotProvParam,


TeleservNotProvParam,


TracingBufferFullParam,


NoRoamingNbParam,


AbsentSubscriberParam,


BusySubscriberParam,


NoSubscriberReplyParam,


ForwardingViolationParam,


ForwardingFailedParam, 


ATI-NotAllowedParam,


SubBusyForMT-SMS-Param,


MessageWaitListFullParam,


AbsentSubscriberSM-Param,


AbsentSubscriberDiagnosticSM,


ResourceLimitationParam,


NoGroupCallNbParam,


IncompatibleTerminalParam,


ShortTermDenialParam,


LongTermDenialParam,


UnauthorizedRequestingNetwork-Param,


UnauthorizedLCSClient-Param,


PositionMethodFailure-Param,

UnknownOrUnreachableLCSClient-Param,


MM-EventNotSupported-Param,


SecureTransportErrorParam,

ATSI-NotAllowedParam,

ATM-NotAllowedParam,

IllegalSS-OperationParam,

SS-NotAvailableParam,

SS-SubscriptionViolationParam,

InformationNotAvailableParam,

TargetCellOutsideGCA-Param,
OngoingGroupCallParam
;

IMPORTS


SS-Status

FROM MAP-SS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-DataTypes (14) version10 (10)}


SignalInfo,


BasicServiceCode,


NetworkResource,


AdditionalNetworkResource

FROM MAP-CommonDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version10 (10)}


SecurityHeader,


ProtectedPayload

FROM MAP-ST-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ST-DataTypes (27) version10 (10)}


SS-Code

FROM MAP-SS-Code {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-Code (15) version10 (10)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version10 (10)}

;

RoamingNotAllowedParam ::= SEQUENCE {


roamingNotAllowedCause
RoamingNotAllowedCause,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

RoamingNotAllowedCause ::= ENUMERATED {


plmnRoamingNotAllowed  (0),


operatorDeterminedBarring  (3)}

CallBarredParam ::= CHOICE {


callBarringCause
CallBarringCause,


-- call BarringCause must not be used in version 3 and higher

extensibleCallBarredParam
ExtensibleCallBarredParam


-- extensibleCallBarredParam must not be used in version <3


}

CallBarringCause ::= ENUMERATED {


barringServiceActive  (0),


operatorBarring  (1)}

ExtensibleCallBarredParam ::= SEQUENCE {


callBarringCause
CallBarringCause
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,


unauthorisedMessageOriginator
[1] NULL

OPTIONAL }

CUG-RejectParam ::= SEQUENCE {


cug-RejectCause
CUG-RejectCause
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

CUG-RejectCause ::= ENUMERATED {


incomingCallsBarredWithinCUG  (0),


subscriberNotMemberOfCUG  (1),


requestedBasicServiceViolatesCUG-Constraints  (5),


calledPartySS-InteractionViolation  (7)}

SS-IncompatibilityCause ::= SEQUENCE {


ss-Code

[1] SS-Code
OPTIONAL,


basicService
BasicServiceCode
OPTIONAL,


ss-Status

[4] SS-Status
OPTIONAL,


...}

PW-RegistrationFailureCause ::= ENUMERATED {


undetermined  (0),


invalidFormat  (1),


newPasswordsMismatch  (2)}

SM-EnumeratedDeliveryFailureCause ::= ENUMERATED {


memoryCapacityExceeded  (0),


equipmentProtocolError  (1),


equipmentNotSM-Equipped  (2),


unknownServiceCentre  (3),


sc-Congestion  (4),


invalidSME-Address  (5),


subscriberNotSC-Subscriber  (6)}

SM-DeliveryFailureCause ::= SEQUENCE {


sm-EnumeratedDeliveryFailureCause
SM-EnumeratedDeliveryFailureCause,


diagnosticInfo
SignalInfo
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

AbsentSubscriberSM-Param ::= SEQUENCE {


absentSubscriberDiagnosticSM
AbsentSubscriberDiagnosticSM
OPTIONAL,


-- AbsentSubscriberDiagnosticSM can be either for non-GPRS 


-- or for GPRS


extensionContainer
ExtensionContainer
OPTIONAL,


...,


additionalAbsentSubscriberDiagnosticSM  
[0] 
AbsentSubscriberDiagnosticSM
OPTIONAL }


-- if received, additionalAbsentSubscriberDiagnosticSM 


-- is for GPRS and absentSubscriberDiagnosticSM is 


-- for non-GPRS

AbsentSubscriberDiagnosticSM ::= INTEGER (0..255)


-- AbsentSubscriberDiagnosticSM values are defined in 3GPP TS 23.040

SystemFailureParam ::= CHOICE {


networkResource
NetworkResource,


-- networkResource must not be used in version 3


extensibleSystemFailureParam
ExtensibleSystemFailureParam


-- extensibleSystemFailureParam must not be used in version <3


}

ExtensibleSystemFailureParam ::= SEQUENCE {


networkResource
NetworkResource
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...,


additionalNetworkResource
[0] AdditionalNetworkResource
OPTIONAL }

DataMissingParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

UnexpectedDataParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

FacilityNotSupParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...,


shapeOfLocationEstimateNotSupported [0]
NULL

OPTIONAL,


neededLcsCapabilityNotSupportedInServingNode [1] NULL
OPTIONAL }

OR-NotAllowedParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

UnknownSubscriberParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...,


unknownSubscriberDiagnostic
UnknownSubscriberDiagnostic
OPTIONAL}

UnknownSubscriberDiagnostic ::= ENUMERATED {


imsiUnknown  (0),


gprsSubscriptionUnknown  (1),


...,


npdbMismatch  (2)}


-- if unknown values are received in 



-- UnknownSubscriberDiagnostic they shall be discarded

NumberChangedParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

UnidentifiedSubParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

IllegalSubscriberParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

IllegalEquipmentParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

BearerServNotProvParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

TeleservNotProvParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

TracingBufferFullParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

NoRoamingNbParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

AbsentSubscriberParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...,


absentSubscriberReason
[0] AbsentSubscriberReason
OPTIONAL}

AbsentSubscriberReason ::= ENUMERATED {


imsiDetach (0),


restrictedArea (1),


noPageResponse (2),


... ,


purgedMS (3)}

-- exception handling: at reception of other values than the ones listed the 

-- AbsentSubscriberReason shall be ignored. 

-- The AbsentSubscriberReason: purgedMS is defined for the Super-Charger feature 

-- (see TS 23.116). If this value is received in a Provide Roaming Number response

-- it shall be mapped to the AbsentSubscriberReason: imsiDetach in the Send Routeing

-- Information response

BusySubscriberParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...,


ccbs-Possible
[0] NULL

OPTIONAL,


ccbs-Busy

[1] NULL

OPTIONAL}

NoSubscriberReplyParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

ForwardingViolationParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

ForwardingFailedParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

ATI-NotAllowedParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

ATSI-NotAllowedParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

ATM-NotAllowedParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

IllegalSS-OperationParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

SS-NotAvailableParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

SS-SubscriptionViolationParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

InformationNotAvailableParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

SubBusyForMT-SMS-Param ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


... ,


gprsConnectionSuspended
NULL


OPTIONAL }


-- If GprsConnectionSuspended is not understood it shall 


-- be discarded

MessageWaitListFullParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

ResourceLimitationParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

NoGroupCallNbParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

IncompatibleTerminalParam ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

ShortTermDenialParam ::= SEQUENCE {


...}

LongTermDenialParam ::= SEQUENCE {


...}

UnauthorizedRequestingNetwork-Param ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

UnauthorizedLCSClient-Param ::= SEQUENCE {


unauthorizedLCSClient-Diagnostic
[0] UnauthorizedLCSClient-Diagnostic
OPTIONAL,


extensionContainer
[1] ExtensionContainer


OPTIONAL,


... }

UnauthorizedLCSClient-Diagnostic ::= ENUMERATED {


noAdditionalInformation (0),


clientNotInMSPrivacyExceptionList (1),


callToClientNotSetup (2),


privacyOverrideNotApplicable (3),


disallowedByLocalRegulatoryRequirements (4),


...,


unauthorizedPrivacyClass (5),


unauthorizedCallSessionUnrelatedExternalClient (6),


unauthorizedCallSessionRelatedExternalClient (7) }

--
exception handling:

--
any unrecognized value shall be ignored

PositionMethodFailure-Param ::= SEQUENCE {


positionMethodFailure-Diagnostic
[0] PositionMethodFailure-Diagnostic
OPTIONAL,


extensionContainer
[1] ExtensionContainer


OPTIONAL,


... }

PositionMethodFailure-Diagnostic ::= ENUMERATED {


congestion  (0),


insufficientResources  (1),


insufficientMeasurementData  (2),


inconsistentMeasurementData  (3),


locationProcedureNotCompleted  (4),


locationProcedureNotSupportedByTargetMS  (5),


qoSNotAttainable  (6),


positionMethodNotAvailableInNetwork
(7),


positionMethodNotAvailableInLocationArea
(8),


... }

--
exception handling:

--
any unrecognized value shall be ignored

UnknownOrUnreachableLCSClient-Param ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

MM-EventNotSupported-Param ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

TargetCellOutsideGCA-Param ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

SecureTransportErrorParam ::= SEQUENCE {


securityHeader
SecurityHeader,


protectedPayload
ProtectedPayload
OPTIONAL


}


-- The protectedPayload carries the result of applying the security function 


-- defined in 3GPP TS 33.200 to the encoding of the securely transported error 


-- parameter

OngoingGroupCall-Param ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

.#END

*************next modification******************

17.7.12
Group Call data types

.$MAP-GR-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-GR-DataTypes (23) version10 (10)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


PrepareGroupCallArg,


PrepareGroupCallRes,


SendGroupCallEndSignalArg,


SendGroupCallEndSignalRes,


ForwardGroupCallSignallingArg,


ProcessGroupCallSignallingArg,

SendGroupCallInfoArg,

SendGroupCallInfoRes
;

IMPORTS


ISDN-AddressString,


IMSI,

TMSI,

EMLPP-Priority,


ASCI-CallReference,


SignalInfo,

GlobalCellId
FROM MAP-CommonDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version10 (10)}


Ext-TeleserviceCode

FROM MAP-TS-Code {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-TS-Code (19) version10 (10)}


Kc,


AdditionalInfo,

GroupId,

AdditionalSubscriptions,

Cksn
FROM MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version10 (10)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version10 (10)}

;

PrepareGroupCallArg ::= SEQUENCE {


teleservice
Ext-TeleserviceCode,


asciCallReference
ASCI-CallReference,


codec-Info
CODEC-Info,


cipheringAlgorithm
CipheringAlgorithm,


groupKeyNumber-Vk-Id
[0] GroupKeyNumber
OPTIONAL,


groupKey

[1] Kc

OPTIONAL, 

-- this parameter shall not be sent and shall be discarded if received

priority

[2] EMLPP-Priority
OPTIONAL,


uplinkFree
[3] NULL

OPTIONAL,


extensionContainer
[4] ExtensionContainer
OPTIONAL,


...,


vstk


[5] VSTK

OPTIONAL,


vstk-rand

[6] VSTK-RAND
OPTIONAL }

VSTK ::= OCTET STRING (SIZE (16))

VSTK-RAND ::= OCTET STRING (SIZE (5))


-- The 36 bit value is carried in bit 7 of octet 1 to bit 4 of octet 5


-- bits 3, 2, 1, and 0 of octet 5 are padded with zeros.

PrepareGroupCallRes ::= SEQUENCE {


groupCallNumber
ISDN-AddressString,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

SendGroupCallEndSignalArg ::= SEQUENCE {


imsi


IMSI


OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...,


talkerPriority
[0]TalkerPriority
OPTIONAL,


additionalInfo
[1]AdditionalInfo
OPTIONAL }

TalkerPriority ::= ENUMERATED {


normal  (0),


privileged  (1),


emergency  (2)}

SendGroupCallEndSignalRes ::= SEQUENCE {


extensionContainer
ExtensionContainer
OPTIONAL,


...}

ForwardGroupCallSignallingArg ::= SEQUENCE {


imsi


IMSI


OPTIONAL,


uplinkRequestAck
[0] NULL

OPTIONAL,


uplinkReleaseIndication
[1] NULL

OPTIONAL,


uplinkRejectCommand
[2] NULL

OPTIONAL,


uplinkSeizedCommand
[3] NULL

OPTIONAL,


uplinkReleaseCommand
[4] NULL

OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


..., 


stateAttributes
[5] StateAttributes
OPTIONAL,


talkerPriority
[6] TalkerPriority
OPTIONAL,


additionalInfo
[7] AdditionalInfo
OPTIONAL,


emergencyModeResetCommandFlag
[8] NULL

OPTIONAL,


sm-RP-UI

[9] SignalInfo
OPTIONAL

 }

ProcessGroupCallSignallingArg ::= SEQUENCE {


uplinkRequest
[0] NULL

OPTIONAL,


uplinkReleaseIndication
[1] NULL

OPTIONAL,


releaseGroupCall
[2] NULL

OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...,


talkerPriority
[3] TalkerPriority
OPTIONAL,


additionalInfo
[4] AdditionalInfo
OPTIONAL,


emergencyModeResetCommandFlag
[5] NULL

OPTIONAL }

GroupKeyNumber ::= INTEGER (0..15)

CODEC-Info ::= OCTET STRING (SIZE (5..10))


-- Refers to channel type


-- coded according to 3GPP TS 48.008 [49] and including Element identifier and Length


CipheringAlgorithm ::= OCTET STRING (SIZE (1))


-- Refers to 'permitted algorithms' in 'encryption information'


-- coded according to 3GPP TS 48.008 [49]:


-- Bits 8-1 


-- 8765 4321


-- 0000 0001
No encryption


-- 0000 0010
GSM A5/1


-- 0000 0100
GSM A5/2


-- 0000 1000
GSM A5/3


-- 0001 0000
GSM A5/4


-- 0010 0000
GSM A5/5


-- 0100 0000
GSM A5/6


-- 1000 0000
GSM A5/7

StateAttributes ::= SEQUENCE {


downlinkAttached


[5] NULL

OPTIONAL,


uplinkAttached


[6] NULL

OPTIONAL,


dualCommunication


[7] NULL

OPTIONAL,


callOriginator


[8] NULL

OPTIONAL }


-- Refers to 3GPP TS 44.068 for definitions of StateAttributes fields. 

SendGroupCallInfoArg ::= SEQUENCE {


requestedInfo
RequestedInfo,


groupId

GroupId,


cellId

[0] GlobalCellId
OPTIONAL,

imsi


[1] IMSI

OPTIONAL,


tmsi


[2] TMSI

OPTIONAL,

additionalInfo
[3] AdditionalInfo
OPTIONAL,


talkerPriority
[4] TalkerPriority
OPTIONAL,

cksn


[5] Cksn

OPTIONAL,

extensionContainer
[6] ExtensionContainer
OPTIONAL,


... }

RequestedInfo ::= ENUMERATED {


anchorMSC-AddressAndASCI-CallReference


(0),


imsiAndAdditionalInfoAndAdditionalSubscription
s
(1),


... }
--
exception handling:

--
an unrecognized value shall be rejected by the receiver with a return error cause of 
--
unexpected data value

SendGroupCallInfoRes ::= SEQUENCE {


anchorMSC-Address
[0] ISDN-AddressString
OPTIONAL,


asciCallReference
[1] ASCI-CallReference
OPTIONAL,


imsi


[2] IMSI

OPTIONAL,

additionalInfo
[3] AdditionalInfo
OPTIONAL,


additionalSubscriptions
[4] AdditionalSubscriptions
OPTIONAL,

ck


[5] Ck

OPTIONAL,

extensionContainer
[6] ExtensionContainer
OPTIONAL,


... }

.#END

21.4A
Inter MSC Group Call Info Retrieval
21.4A.1
General

The message flow for successful inter MSC group call info retrieval is shown in figure 21.4A/1.
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Figure 21.4A/1: Message flow for inter MSC group call info retrieval
21.4A.2
Process in the MSC

The MAP process in the MSC to retrieve and group call information is shown in figure 21.4A/2. The MAP process invokes macros not defined in this clause; the definitions of these macros can be found as follows:

Receive_Open_Cnf


see subclause 25.1.2;

Check_Confirmation


see subclause 25.2.2.

Receive_Open_Ind


see subclause 25.1.2;
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Figure 21.4A/2 (sheet 1 of 2): Process Group_Call_Info_Retrieval_MSC
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Figure 21.4A/2 (sheet 2 of 2): Process Group_Call_Info_Retrieval_MSC
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