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1. Introduction
23.334 provides the stage 2 requirements for the H.248 Iq profile specification (29.334).  
2. Reason for Change
In line with a separate PCR, which proposed a modified document structure – and specifically the addition of a new clause 8 to contain Message Procedures, this PCR proposes a number of entries  to the new clause. These procedures are all session dependent procedures and reflect a separate PCR modifying clause 6.  
3. Conclusions

This PCR provides update proposals for clause 8. 
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.334 v0.2.0.
* * * First Change * * * *

8
Messages/Procedures and Contents

8.1
General

This clause describes logical signalling procedures between the IMS-ALG and IMS-AGW. The procedures within this clause are intended to be implemented using the standard H.248 procedure as defined in ITU recommendation H.248.1 [3] with appropriate parameter combinations.

8.2
Reserve and Configure IMS Resources

This procedure is used to reserve multimedia-processing resources for the Iq interface connection.   
Table 8.2.1: Procedures between IMS-ALG and IMS-AGW: Reserve and Configure IMS Resources
	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Reserve and Configure IMS Resources
	IMS-ALG
	Context/Context Request
	M
	This information element indicates the existing context or requests a new context for the bearer termination.

	
	
	IMSTermination Request
	M
	This information element indicates the existing bearer termination or requests a new IMS termination for the bearer to be established.

	
	
	Local IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the IMS-AGW shall be prepared to receive user data.

For terminations supporting any combination of video, audio and messaging this IE shall contain separate resources per stream.

	
	
	ReserveValue
	O
	This information element indicates if multiple local IMS resources are to be reserved

	
	
	Remote IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the IMS-AGW shall send data.

For terminations supporting any combination of video, audio and messaging this IE shall contain separate resources per stream.

	
	
	Local Connection Address Request
	M
	This information element requests an IP address and port number(s) on the IMS-AGW that the remote end can send user plane data to.

For terminations supporting any combination of video, audio and messaging this may contain multiple addresses.

	
	
	Remote Connection Address
	M
	This information element indicates the remote IP address and port number(s) that the IMS-AGW can send user plane data to.

For terminations supporting any combination of video, audio and messaging this may contain multiple addresses.

	
	
	Notify termination heartbeat
	C
	This information element requests termination heartbeat indications. This information element shall be included when requesting a new bearer termination. Otherwise the information element is optional.

	
	
	Packet Filtering 
	O
	This information element indicates that the IMS-AGW should perform filtering on incoming media packets and only permit those packets complying with the filtering criteria. 

	
	
	Traffic Policing 
	O
	This information element indicates that the IMS-AGW should perform traffic policing and provides information pertaining to permitted data rates etc. 

	
	
	 Latching Requirement
	O
	This information element indicates that the IMS-AGW should (re)latch onto the address of received media packets to determine the corresponding destination address. 

	Reserve and Configure IMS Resources Ack
	IMS-AGW
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	IMSTermination
	M
	This information element indicates the Bearer Termination where the command was executed.

	
	
	Local IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the IMS-AGW shall be prepared to receive user data.

For terminations supporting any combination of video, audio and messaging this IE shall contain separate resources per stream.

	
	
	Remote IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the IMS-AGW shall send data.

For terminations supporting any combination of video, audio and messaging this IE shall contain separate resources per stream.

	
	
	Local Connection Address
	M
	This information element indicates the IP address and port number(s) the IMS-AGW shall receive user plane data from IMS.

For terminations supporting any combination of video, audio and messaging this may contain multiple addresses.

	
	
	Remote Connection Address
	M
	This information element indicates the remote IP address and port number(s) that the IMS-AGW can send user plane data to.

For terminations supporting any combination of video, audio and messaging this may contain multiple addresses.


8.3
Reserve IMS Resources Procedure

This procedure is used to reserve local connection addresses and local resources in IMS-AGW. 
Table 8.3.1: Procedures between IMS-ALG and IMS-AGW: Reserve IMS Resources

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Reserve IMS Resources
	IMS-ALG
	Context /Context Request
	M
	This information element indicates the existing context or requests a new context for the bearer termination.

	
	
	IMS Termination Request
	M
	This information element requests a new bearer termination

	
	
	Local IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the IMS-AGW shall be prepared to receive user data.

For terminations supporting any combination of video, audio and messaging this IE shall contain separate resources per stream.

	
	
	ReserveValue
	O
	This information element indicates if multiple local IMS resources are to be reserved.

	
	
	Local Connection Address Request
	M
	This information element requests an IP address and port number(s) on the IMS-AGW that the remote end can send user plane data to.

For terminations supporting any combination of video, audio and messaging this may contain multiple addresses.

	
	
	Notify termination heartbeat
	M
	This information element requests termination heartbeat indications.

	
	
	Packet Filtering 
	O
	This information element indicates that the IMS-AGW should perform filtering on incoming media packets and only permit those packets complying with the filtering criteria. 

	
	
	Traffic Policing 
	O
	This information element indicates that the IMS-AGW should perform traffic policing and provides information pertaining to permitted data rates etc. 

	
	
	 Latching Requirement
	O
	This information element indicates that the IMS-AGW should (re)latch onto the address of received media packets to determine the corresponding destination address. 

	Reserve IMS Resources Ack
	IMS-AGW
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	Bearer Termination
	M
	This information element indicates the Bearer Termination where the command was executed.

	
	
	Local IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the IMS-AGW shall be prepared to receive user data

For terminations supporting any combination of video, audio and messaging this IE shall contain separate resources per stream.

	
	
	Local Connection Address
	M
	This information element indicates the IP address and port number(s) the IMS-AGW shall receive user plane data from IMS.

For terminations supporting any combination of video, audio and messaging this may contain multiple addresses.


8.4
Configure IMS Resources Procedure

This procedure is used to select multimedia-processing resources for the Iq interface connection.   
Table 8.4.1: Procedures between IMS-ALG and IMS-AGW: Configure IMS Resources  
	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Configure IMS Resources
	IMS-ALG
	Context 
	M
	This information element indicates the context for the bearer termination.

	
	
	IMS Termination
	M
	This information element indicates the existing bearer termination.

	
	
	Local IMS Resources
	O
	This information element indicates the resource(s) (i.e. codecs) for which the IMS-AGW shall be prepared to receive user data.

For terminations supporting any combination of video, audio and messaging this IE shall contain separate resources per stream.

	
	
	Remote IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the IMS-AGW shall send data.

For terminations supporting any combination of video, audio and messaging this IE shall contain separate resources per stream.

	
	
	Local Connection Address
	O
	This information element indicates the IP address and port number(s) on the IMS-AGW that the IMS user can send user plane data to.

For terminations supporting video any combination of video, audio and messaging may contain multiple addresses.

	
	
	Remote Connection Address
	M
	This information element indicates the remote IP address and port number(s) that the IMS-AGW can send user plane data to.

For terminations supporting any combination of video, audio and messaging this may contain multiple addresses.

	
	
	Notify termination heartbeat
	O
	This information element requests termination heartbeat indications.

	
	
	Packet Filtering 
	O
	This information element indicates that the IMS-AGW should perform filtering on incoming media packets and only permit those packets complying with the filtering criteria. 

	
	
	Traffic Policing 
	O
	This information element indicates that the IMS-AGW should perform traffic policing and provides information pertaining to permitted data rates etc. 

	
	
	 Latching Requirement
	O
	This information element indicates that the IMS-AGW should (re)latch onto the address of received media packets to determine the corresponding destination address. 

	Configure IMS Resources Ack
	IMS-AGW
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	IMS Termination
	M
	This information element indicates the Bearer Termination where the command was executed.

	
	
	Local IMS Resources
	O
	This information element indicates the resource(s) (i.e. codecs) for which the IMS-AGW shall be prepared to receive user data

For terminations supporting any combination of video, audio and messaging this IE shall contain separate resources per stream.

	
	
	Remote IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the IMS-AGW shall send data.

For terminations supporting any combination of video, audio and messaging this IE shall contain separate resources per stream.

	
	
	Local Connection Address
	O
	This information element indicates the IP address and port number(s) on the IMS-AGW that the IMS user can send user plane data to.

For terminations supporting any combination of video, audio and messaging this may contain multiple addresses.

	
	
	Remote Connection Address
	M
	This information element indicates the remote IP address and port number(s) that the IMS-AGW can send user plane data to.

For terminations supporting any combination of video, audio and messaging this may contain multiple addresses.


8.5
Release IMS Termination

This procedure is used to release a termination towards the IMS and free all related resources.   
Table 8.5.1: Procedures between IMS-ALG and IMS-AGW: Release IMS Termination

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Release IMS Termination
	IMS-ALG
	Context
	M
	This information element indicates the existing context for the bearer termination.

	
	
	Bearer Termination
	M
	This information element indicates the bearer termination to be released.

	Release IMS Termination Ack
	IMS-AGW
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	Bearer Termination
	M
	This information element indicates the Bearer Termination where the command was executed.


Editor’s Note – Non call related procedures need to be added. 
* * * No More Changes * * * *

