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1. Introduction
<Introduction part (optional)>

2. Reason for Change
ASN.1 encoding of the Generic and Base Root packages in package tables in chapter 5.14.3.1- 5.14.3.2 is missing. For Generic package general cause the same values used by Mc, Mn, Mn profile can be used. 
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TS 29.238 v 0.4.0.
* * * First Change * * * *

5.14.3.1
Generic (g)

Table 5.14.3.1.1: Generic package

	Properties
	Mandatory/Optional
	Used in command
	Supported Values
	Provisioned Value

	None
	
	
	
	

	Signals
	Mandatory/Optional
	Used in command
	Duration Provisioned Value

	None
	
	
	

	
	Signal Parameters
	Mandatory/Optional
	Supported Values
	Duration Provisioned Value

	
	
	
	
	

	Events
	Mandatory/Optional
	Used in command

	Cause (g/cause, 0x0001/0x0001)
	M
	ADD, MOD, NOTIFY

	
	Event Parameters
	Mandatory/Optional
	Supported Values
	Provisioned Value

	
	None
	
	
	

	
	ObservedEvent Parameters
	Mandatory/Optional
	Supported Values
	Provisioned Value

	
	General cause (Generalcause,  0x0001)
	M
	"NR" (0x0001) Normal Release 

"UR" (0x0002) Unavailable Resources 

"FT" (0x0003) Failure, Temporary 
"FP" (0x0004) Failure, Permanent 
"IW" (0x0005) Interworking Error 
"UN" (0x0006) Unsupported
	Not Applicable

	
	Failure cause (Failurecause, 0x0002)
	O 
Editor’s note: open item. Contributions required.
	FFS
	Not Applicable

	Statistics
	Mandatory/Optional
	Used in command
	Supported Values

	None
	
	
	

	Error Codes
	Mandatory/Optional

	None
	


5.14.3.2
Base root (root)

Table 5.14.3.2.1: Base root package

	Properties
	Mandatory/Optional
	Used in command
	Supported Values
	Provisioned Value

	MaxNrOfContexts (root/maxNumberOfContexts, 0x0002/0x0001)
	O
	FFS
	FFS
	YES

	MaxTerminationsPerContext (root/maxTerminationPerContext, 0x0002/0x0002)
	O
	FFS
	FFS
	YES

	normalMGExecutionTime (root/normalMGExecutionTime, 0x0002/0x0003)
	O
	FFS
	FFS
	YES

	normalMGCExecutionTime (root/normalMGCExecutionTime, 0x0002/0x0004)
	O
	FFS
	FFS
	YES

	MGProvisionalResponseTimerValue (root/MGProvisionalResponseTimerValue, 0x0002/0x0005)
	O
	FFS
	FFS
	YES

	MGCProvisionalResponseTimerValue (root/MGCProvisionalResponseTimerValue, 0x0002/0x0006)
	O
	FFS
	FFS
	YES

	MGCOriginatedPendingLimit (root/MGCOriginatedPendingLimit, 0x0002/0x0007)
	O
	FFS
	FFS
	YES

	MGOriginatedPendingLimit (root/MGOriginatedPendingLimit, 0x0002/0x0008)
	O
	FFS
	FFS
	YES

	Signals
	Mandatory/Optional
	Used in command
	Duration Provisioned Value

	None
	
	
	

	
	Signal Parameters
	Mandatory/Optional
	Supported Values
	Duration Provisioned Value

	
	
	
	
	

	Events
	Mandatory/Optional
	Used in command

	None
	
	

	
	Event

Parameters
	Mandatory/Optional
	Supported Values
	Provisioned Value

	
	
	
	
	

	
	ObservedEvent

Parameters
	Mandatory/Optional
	Supported

Values
	Provisioned Value

	
	
	
	
	

	Statistics
	Mandatory/Optional
	Used in command
	Supported Values

	None
	
	
	

	Error Codes
	Mandatory/Optional

	None
	


