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******************************  first change **********************************

7.3.12
Detach Notification

A Detach Notification message shall be sent from an MME to the associated SGSN, or from an SGSN to the associated MME as a part of Detach procedure if the ISR is activated between the MME and SGSN for the UE.

Possible Cause values are:

· "Local Detach".

· "Complete Detach".

"Local Detach" indicates that this detach is local to the MME/SGSN and so the associated SGSN/MME registration where the ISR is activated shall not be detached. The MME/SGSN that receives this message including this Cause value of "Local Detach" only deactivates the ISR. This Cause value shall be included in the procedures:

· MME/SGSN-initiated Detach Procedure in case of implicit detach.

· HSS-initiated Detach Procedure.

"Complete Detach" indicates both the MME registration and the SGSN registration that the ISR is activated for, shall be detached. This "Complete Detach" Cause value shall be included in the procedures:

· UE-initiated Detach Procedure. 

· MME/SGSN-initiated Detach Procedure in case of explicit detach.

Table 7.3.12-1 specifics the presence of the IEs in the message.

Table 7.3.12-1: Information Elements in a Detach Notification

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	IMSI
	M
	None
	IMSI
	0

	Cause
	M
	None
	Cause
	0

	Private Extension
	O
	None
	Private Extension
	VS



7.3.13
Detach Acknowledge

A Detach Acknowledge message shall be sent as a response to a Detach Notification message during Detach procedure.

Possible Cause values are:

· "Request accepted".

· "IMSI not known".

·  "System failure".

· "Mandatory IE incorrect".

· "Mandatory IE missing".

·  "Optional IE incorrect".

· "Invalid Message format"

Table 7.3.13-1 specifics the presence of the IEs in the message.

Table 7.3.13-1: Information Elements in a Detach Acknowledge

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	None
	Cause
	0

	Recovery
	O
	None
	Recovery
	0

	Private Extension
	O
	None
	Private Extension
	VS



******************************  Next change **********************************

8.17
RAT Type

RAT Type is coded as depicted in Figure 8.17-1.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 82 (decimal)
	

	
	2 to 3
	Length = 1
	

	
	4
	Spare
	Instance
	

	
	5
	RAT Type
	

	
	6 to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.17-1: RAT Type


Table 8.17-1: RAT Type values

	RAT Types
	Values (Decimal)

	<reserved>
	0

	UTRAN
	1

	GERAN
	2

	WLAN
	3

	GAN
	4

	HSPA Evolution
	5

	EUTRAN
	6

	<spare>
	7-255
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