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1. Reason for Change
Failure and redirection scenarios for the V-SMF initiated Update service operation have not been defined yet.
The pCR specifies these scenarios. 

The pCR also simplifies the OpenAPI definition of the Create service operation's errors  by defining a generic PduSessionCreateError response in the component part that is then referenced by the Create service operation definition. 

2. Proposal

It is proposed to agree the following changes to 3GPP TS 29.502 v1.1.0.
* * * First Change * * * *

5.2.2.8.2
Update service operation towards H-SMF

5.2.2.8.2.1
General

The NF Service Consumer (e.g. V-SMF) shall update a PDU session in the H-SMF and/or provide the H-SMF with information received by the V-SMF in N1 SM signalling from the UE, by using the HTTP POST method (modify custom operation) as shown in Figure 5.2.2.8.2-1.  
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Figure 5.2.2.8.2-1: PDU session update towards H-SMF
1.
The NF Service Consumer shall send a POST request to the resource representing the individual PDU session resource in the H-SMF. The payload body of the POST request shall contain:

-
the requestIndication IE indicating the request type; 

-
the modification instructions and/or the information received by the V-SMF in N1 signalling from the UE.

2a.
On success, "204 No Content" or "200 OK" shall be returned; in the latter case, the payload body of the POST response shall contain the representation describing the status of the request and/or information necessary for the V-SMF to send N1 SM signalling to the UE. 
2b.
On failure, one of the HTTP status code listed in Table 6.1.3.3.3.2-3 shall be returned. For a 4xx/5xx response, the message body shall contain a HsmfUpdateError structure, including:

-
a ProblemDetails structure with the "cause" attribute set to one of the application error listed in Table 6.1.3.3.3.2-3;
-
the n1SmCause IE with the 5GSM cause the H-SMF requires the V-SMF to return to the UE, if the request included n1SmInfoFromUe;  
-
n1SmInfoToUe binary data, if the SMF needs to return NAS SM information which the V-SMF does not need to interpret;  
-
the procedure transaction id that was that received in the request, if this is a response sent to a UE requested PDU session modification. 


* * * Next Change * * * *

6.1.3.6.4.2
Operation: modify

6.1.3.6.4.2.1
Description

6.1.3.6.4.2.2
Operation Definition

This custom operation updates an individual PDU session resource in the H-SMF and/or provide the H-SMF with information received by the V-SMF in N1 SM signalling from the UE. 

This operation shall support the request data structures specified in table 6.1.3.6.4.2.2-1 and the response data structure and response codes specified in table 6.1.3.6.4.2.2-2.

Table 6.1.3.6.4.2.2-1: Data structures supported by the POST Request Body on this resource 

	Data type
	P
	Cardinality
	Description

	HsmfUpdateData
	M
	1
	Representation of the updates to apply to the PDU session.


Table 6.1.3.6.4.2.2-2: Data structures supported by the POST Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	HsmfUpdatedData
	C
	0..1
	200 OK
	Successful update of the PDU session, when the H-SMF needs to return information in the response.

	
	
	
	204 No Content
	Successful update of the PDU session, when the H-SMF does not need to return information in the response.

	
	
	
	
	

	HsmfUpdateError
	M
	1
	400 Bad Request
	The "cause" attribute shall be set to one of the following application error:

- INVALID_MSG_FORMAT

- MANDAT_IE_INCORRECT

- MANDAT_IE_MISSING

See table 6.1.7.3-1 for the description of these errors.

	HsmfUpdateError
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application error:

- N1_SM_ERROR

- SUBS_DENIED

- PSA_CHANGE

- UNSPECIFIED

See table 6.1.7.3-1 for the description of these errors.

	HsmfUpdateError
	M
	1
	404 Not Found
	The "cause" attribute shall be set to one of the following application error:

- CONTEXT_NOT_FOUND

See table 6.1.7.3-1 for the description of these errors.

	HsmfUpdateError
	M
	1
	500 Internal Server Error
	The "cause" attribute shall be set to one of the following application error:

- SYSTEM_FAILURE

- INSUFFIC_RES

See table 6.1.7.3-1 for the description of these errors.

	HsmfUpdateError
	M
	1
	503 Service Unavailable
	The "cause" attribute shall be set to one of the following application error:

- DNN_CONGESTION
- S-NSSAI_ CONGESTION
- NF_CONGESTION

See table 6.1.7.3-1 for the description of these errors.


* * * Next Change * * * *

6.1.6
Data Model

6.1.6.1
General

This subclause specifies the application data model supported by the API.

Table 6.1.6.1-1 specifies the data types defined for the Nsmf service based interface protocol.

Table 6.1.6.1-1: Nsmf specific Data Types
	Data type
	Section defined
	Description

	SmContextCreateData
	6.1.6.2.2
	Information within Create SM Context Request

	SmContextCreatedData
	6.1.6.2.3
	Information within Create SM Context Response

	SmContextUpdateData
	6.1.6.2.4
	Information within Update SM Context Request

	SmContextUpdatedData
	6.1.6.2.5
	Information within Update SM Context Response

	SmContextReleaseData
	6.1.6.2.6
	Information within Release SM Context Request

	SmContextReleasedData
	6.1.6.2.7
	Information within Release SM Context Response

	SmContextStatusNotification
	6.1.6.2.8
	Information within Notify SM Context Status Request

	PduSessionCreateData
	6.1.6.2.9
	Information within Create Request

	PduSessionCreatedData
	6.1.6.2.10
	Information within Create Response

	HsmfUpdateData
	6.1.6.2.11
	Information within Update Request towards H-SMF

	HsmfUpdatedData
	6.1.6.2.12
	Information within Update Response from H-SMF

	ReleaseData
	6.1.6.2.13
	Information within Release Request

	ReleasedData
	6.1.6.2.14
	Information within Release Response

	VsmfUpdateData
	6.1.6.2.15
	Information within Update Request towards V-SMF

	VsmfUpdatedData
	6.1.6.2.16
	Information within Update Response from V-SMF

	StatusNotification
	6.1.6.2.17
	Information within Notify Status Request 

	QosFlowItem
	6.1.6.2.18
	Individual QoS flow 

	QosFlowSetupItem
	6.1.6.2.19
	Individual QoS flow to setup

	QosFlowAddModifyRequestItem
	6.1.6.2.20
	Individual QoS flow requested to be created or modified

	QosFlowReleaseRequestItem
	6.1.6.2.21
	Individual QoS flow requested to be released

	QosFlowProfile
	6.1.6.2.22
	QoS flow profile

	GbrQosFlowInformation
	6.1.6.2.23
	GBR QoS flow information

	QosFlowNotifyItem
	6.1.6.2.24
	Notification related to a QoS flow

	Dynamic5qi
	6.1.6.2.25
	QoS Characteristics for a non-standardized or not pre-configured 5QI for downlink and uplink. 

	NonDynamic5qi
	6.1.6.2.26
	QoS Characteristics for a standardized or pre-configured 5QI for downlink and uplink. 

	SMContextQueriedData
	6.1.6.2.27
	Information within Query SM Context Response

	TunnelInfo
	6.1.6.2.28
	Tunnel Information

	StatusInfo
	6.1.6.2.29
	Status of SM context or of PDU session

	RefToBinaryData
	6.1.6.2.30
	Cross-Reference to binary data encoded within a binary body part in an HTTP multipart message.

	EpsPdnCnxInfo
	6.1.6.2.31
	EPS PDN Connection Information from H-SMF to V-SMF

	EpsBearerInfo
	6.1.6.2.32
	EPS Bearer Information from H-SMF to V-SMF

	PduSessionNotifyItem
	6.1.6.2.33
	Notification related to a PDU session

	EbiArpMapping
	6.1.6.2.34
	EBI to ARP mapping

	SmContextCreateError
	6.1.6.2.35
	Error within Create SM Context Response

	SmContextUpdateError
	6.1.6.2.36
	Error within Update SM Context Response

	PduSessionCreateError
	6.1.6.2.37
	Error within Create Response

	HsmfUpdateError
	6.1.6.2.x
	Error within Update Response from H-SMF 

	GtpTeid
	6.1.6.3.2
	GTP Tunnel Endpoint Identifier

	ProcedureTransactionId
	6.1.6.3.2
	Procedure Transaction Identifier

	EpsPdnCnxContainer
	6.1.6.3.2
	UE EPS PDN Connection container from SMF to AMF

	EpsBearerId
	6.1.6.3.2
	EPS Bearer Id

	EpsBearerContainer
	6.1.6.3.2
	EPS Bearer container from SMF to AMF

	UpCnxState
	6.1.6.3.3
	User Plane Connection State

	HoState
	6.1.6.3.4
	Handover State

	RequestType
	6.1.6.3.5
	Request Type in Create (SM context) service operation.

	RequestIndication
	6.1.6.3.6
	Request Indication in Update (SM context) service operation.

	NotificationCause
	6.1.6.3.7
	Cause for generating a notification

	Cause
	6.1.6.3.8
	Cause information

	ResourceStatus
	6.1.6.3.9
	Status of SM context or PDU session resource

	DnnSelectionMode
	6.1.6.3.10
	DNN Selection Mode


Table 6.1.6.1-2 specifies data types re-used by the Nsmf service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nsmf service based interface. 
Table 6.1.6.1-2: Nsmf re-used Data Types
	Data type
	Reference
	Comments

	Uint32
	3GPP TS 29.571 [13]
	Unsigned 32-bit integers

	Ipv4Addr
	3GPP TS 29.571 [13]
	IPv4 Address

	Ipv6Prefix
	3GPP TS 29.571 [13]
	IPv6 Prefix

	Uri
	3GPP TS 29.571 [13]
	Uniform Resource Identifier

	Supi
	3GPP TS 29.571 [13]
	Subscription Permanent Identifier

	Pei
	3GPP TS 29.571 [13]
	Permanent Equipment Identifier

	Gpsi
	3GPP TS 29.571 [13]
	General Public Subscription Identifier

	AccessType
	3GPP TS 29.571 [13]
	Access Type (3GPP or non-3GPP access)

	SupportedFeatures
	3GPP TS 29.571 [13]
	Supported features

	Qfi
	3GPP TS 29.571 [13]
	QoS Flow Identifier

	pduSessionId
	3GPP TS 29.571 [13]
	PDU Session Identifier

	pduSessionType
	3GPP TS 29.571 [13]
	PDU Session Type

	Ambr
	3GPP TS 29.571 [13]
	PDU Session Aggregate Maximum Bit Rate

	5qi
	3GPP TS 29.571 [13]
	5G QoS Identifier

	Arp
	3GPP TS 29.571 [13]
	Allocation and Retention Priority

	ReflectiveQosAttribute
	3GPP TS 29.571 [13]
	Reflective QoS Attribute

	5qiPriorityLevel
	3GPP TS 29.571 [13]
	5QI Priority Level

	ArpPriorityLevel
	3GPP TS 29.571 [13]
	ARP Priority Level

	PacketDelayBudget
	3GPP TS 29.571 [13]
	Packet Delay Budget

	PacketErrorRate
	3GPP TS 29.571 [13]
	Packet Error Rate

	PacketLossRate
	3GPP TS 29.571 [13]
	Packet Loss Rate

	DelayCritical
	3GPP TS 29.571 [13]
	Indicates whether a GBR QoS flow is delay critical or not.

	AverWindow
	3GPP TS 29.571 [13]
	Averaging Window

	MaxDataBurstVol
	3GPP TS 29.571 [13]
	Maximum Data Burst Volume

	DelayCritical
	3GPP TS 29.571 [13]
	Delay Critical

	NotificationControl
	3GPP TS 29.571 [13]
	Notification Control

	Dnn
	3GPP TS 29.571 [13]
	Data Network Name

	Snssai
	3GPP TS 29.571 [13]
	Single Network Slice Selection Assistance Information

	NfInstanceId
	3GPP TS 29.571 [13]
	NF Instance Identifier

	UserLocation
	3GPP TS 29.571 [13]
	User Location

	TimeZone
	3GPP TS 29.571 [13]
	Time Zone

	ProblemDetails
	3GPP TS 29.571 [13]
	Error description

	UpSecurity
	3GPP TS 29.571 [13]
	User Plane Security Policy Enforcement information


* * * Next Change * * * *

6.1.3.5.3.1
POST
This method creates an individual PDU session resource in the H-SMF.

This method shall support the URI query parameters specified in table 6.1.3.5.3.1-1.

Table 6.1.3.5.3.1-1: URI query parameters supported by the POST method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 6.1.3.5.3.1-2 and the response data structures and response codes specified in table 6.1.3.5.3.1-3.
Table 6.1.3.5.3.1-2: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	PduSessionCreateData
	M
	1
	Representation of the PDU session to be created in the H-SMF.


Table 6.1.3.5.3.1-3: Data structures supported by the POST Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	PduSessionCreatedData
	M
	1
	201 Created
	Successful creation of a PDU session. 

	PduSessionCreateError
	M
	1
	400 Bad Request
	The "cause" attribute shall be set to one of the following application error:

- INVALID_MSG_FORMAT

- MANDAT_IE_INCORRECT

- MANDAT_IE_MISSING

See table 6.1.7.3-1 for the description of these errors.

	PduSessionCreateError
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application error:

- N1_SM_ERROR

- SNSSAI_DENIED

- DNN_DENIED

- PDUTYPE_DENIED

- SSC_DENIED

- SUBS_DENIED

- DNN_NOT_SUPPORTED

- PDUTYPE_NOT_SUPPORTED

- SSC_NOT_SUPPORTED

- UNSPECIFIED

See table 6.1.7.3-1 for the description of these errors.

	PduSessionCreateError
	M
	1
	404 Not Found
	The "cause" attribute shall be set to one of the following application error:

- CONTEXT_NOT_FOUND

See table 6.1.7.3-1 for the description of these errors.

	PduSessionCreateError
	M
	1
	500 Internal Server Error
	The "cause" attribute shall be set to one of the following application error:

- SYSTEM_FAILURE
- INSUFFIC_RES
- INSUFFIC_RES_SLICE

- INSUFFIC_RES_SLICE_DNN
See table 6.1.7.3-1 for the description of these errors.

	PduSessionCreateError
	M
	1
	503 Service Unavailable
	The "cause" attribute shall be set to one of the following application error:

- DNN_CONGESTION
- S-NSSAI_ CONGESTION
- NF_CONGESTION
See table 6.1.7.3-1 for the description of these errors.

	PduSessionCreateError
	M
	1
	504 Gateway Timeout
	The "cause" attribute shall be set to one of the following application error:

- PEER_NOT_RESPONDING

- NETWORK_FAILURE
See table 6.1.7.3-1 for the description of these errors.


* * * Next Change * * * *

6.1.6.2.37
Type: PduSessionCreateError

Table 6.1.6.2.37-1: Definition of type PduSessionCreateError

	Attribute name
	Data type
	P
	Cardinality
	Description

	error
	ProblemDetails
	M
	1
	More information on the error shall be provided in the "cause" attribute of the "ProblemDetails" structure.

	n1smCause
	string
	C
	0..1
	This IE shall be present if the request included n1SmInfoFromUe. 

When present, it shall contain the 5GSM cause the H-SMF requires the V-SMF to return to the UE. It shall be encoded as two characters in hexadecimal representation with each character taking a value of "0" to "9" or "A" to "F", and represent the cause value of the 5GSM cause IE specified in subclause 9.8.4.2 of 3GPP TS 24.501 [7].

Example: the cause "Invalid mandatory information" shall be encoded as "60".

See NOTE.

	n1SmInfoToUe
	RefToBinaryData
	C
	0..1
	This IE shall be present if the H-SMF needs to send N1 SM information to the UE that does not need to be interpreted by the V-SMF. When present, this IE shall reference the n1SmInfoToUe binary data (see subclause 6.1.6.4.4). 

	NOTE:
This IE contains information that the V-SMF shall transfer to the UE without interpretation. It is sent as a separate IE rather than within the n1SmInfoToUE binary data because the 5GSM cause IE is defined as a "V" IE (i.e. without a Type field) in the NAS PDU Session Establishment Reject message.


* * * Next Change * * * *

6.1.6.2.x
Type: HsmfUpdateError

Table 6.1.6.2.x-1: Definition of type HsmfUpdateError

	Attribute name
	Data type
	P
	Cardinality
	Description

	error
	ProblemDetails
	M
	1
	More information on the error shall be provided in the "cause" attribute of the "ProblemDetails" structure.

	pti
	ProcedureTransactionId
	C
	0..1
	This IE shall be present if this is a response sent to a UE requested PDU session modification. When present, it shall contain the PTI value received in the corresponding request.

	n1smCause
	string
	C
	0..1
	This IE shall be present if the request included n1SmInfoFromUe. 

When present, it shall contain the 5GSM cause the H-SMF requires the V-SMF to return to the UE. It shall be encoded as two characters in hexadecimal representation with each character taking a value of "0" to "9" or "A" to "F", and represent the cause value of the 5GSM cause IE specified in subclause 9.8.4.2 of 3GPP TS 24.501 [7].

Example: the cause "Invalid mandatory information" shall be encoded as "60".

See NOTE.

	n1SmInfoToUe
	RefToBinaryData
	C
	0..1
	This IE shall be present if the H-SMF needs to send N1 SM information to the UE that does not need to be interpreted by the V-SMF. When present, this IE shall reference the n1SmInfoToUe binary data (see subclause 6.1.6.4.4). 

	NOTE:
This IE contains information that the V-SMF shall transfer to the UE without interpretation. It is sent as a separate IE rather than within the n1SmInfoToUE binary data because the 5GSM cause IE is defined as a "V" IE (i.e. without a Type field) in the NAS PDU Session Modification Reject message.


* * * Next Change * * * *

Annex A (normative):
OpenAPI specification

A.1
General 

 This Annex specifies the formal definition of the Nsmf_PDUSession service. It consists of OpenAPI 3.0.0 specifications, in YAML format.

A.2
Nsmf_PDUSession API

[…]

  /pdu-sessions:

    post:

      summary:  Create  

      tags:

        - PDU sessions collection

      operationId: PostPduSessions

      requestBody:

        description: representation of the PDU session to be created in the H-SMF

        required: true

        content:

          application/json: # message without binary body part 

            schema:

              $ref: '#/components/schemas/PduSessionCreateData'

          multipart/related:  # message with binary body part(s)

            schema:

              type: object

              properties: # Request parts

                jsonData:

                  $ref: '#/components/schemas/PduSessionCreateData'

                binaryDataN1SmInfoFromUe:

                  type: string

                  format: binary

                binaryDataUnknownN1SmInfo:

                  type: string

                  format: binary

            encoding:

              jsonData:

                contentType:  application/json

              binaryDataN1SmInfoFromUe:

                contentType:  application/vnd.3gpp.5gnas

                headers:

                  Content-Id:

                    schema:

                      type: string  

              binaryDataUnknownN1SmInfo:

                contentType:  application/vnd.3gpp.5gnas

                headers:

                  Content-Id:

                    schema:

                      type: string  

      callbacks:

        statusNotification:

          '{$request.body#/vsmfPduSessionUri}':

            post:

              summary:  Notify Status  

              tags:

                - Individual PDU session (V-SMF)

              operationId: NotifyStatus

              requestBody:

                description: representation of the status notification

                required: true

                content:

                  application/json:

                    schema:

                      $ref: '#/components/schemas/StatusNotification'

              responses:

                '204':

                  description: successful notificationof the status change

                default:

                  description: unexpected error

                  content:

                    application/problem+json:

                     schema:

                      $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'    

        update:  

          '{$request.body#/vsmfPduSessionUri}/modify':

            post:

              summary:  Update (initiated by H-SMF)  

              tags:

                - Individual PDU session (V-SMF)

              operationId: ModifyPduSession

              requestBody:

                description: representation of updates to apply to the PDU session

                required: true

                content:

                  application/+json: # message without binary body part 

                    schema:

                      $ref: '#/components/schemas/VsmfUpdateData'

                  multipart/related:  # message with binary body part(s)

                    schema:

                      type: object

                      properties: # Request parts

                        jsonData:

                          $ref: '#/components/schemas/VsmfUpdateData'

                        binaryDataN1SmInfoToUe:

                          type: string

                          format: binary

                    encoding:

                      jsonData:

                        contentType:  application/json

                      binaryDataN1SmInfoToUe:

                        contentType:  application/vnd.3gpp.5gnas

                        headers:

                          Content-Id:

                            schema:

                              type: string  

              responses:

                '200':

                  description: successful update of a PDU session with content in the response

                  content:

                    application/json: # message without binary body part 

                      schema:

                        $ref: '#/components/schemas/VsmfUpdatedData'

                    multipart/related:  # message with binary body part(s)

                      schema:

                        type: object

                        properties: # Request parts

                          jsonData:

                            $ref: '#/components/schemas/VsmfUpdatedData'

                          binaryDataN1SmInfoFromUe:

                            type: string

                            format: binary

                          binaryDataUnknownN1SmInfo:

                            type: string

                            format: binary

                      encoding:

                        jsonData:

                          contentType:  application/json

                        binaryDataN1SmInfoFromUe:

                          contentType:  application/vnd.3gpp.5gnas

                          headers:

                            Content-Id:

                              schema:

                                type: string  

                        binaryDataUnknownN1SmInfo:

                          contentType:  application/vnd.3gpp.5gnas

                          headers:

                            Content-Id:

                              schema:

                                type: string  

                '204':

                  description: successful update of a PDU session without content in the response

                default:

                  description: unexpected error

                  content:

                    application/problem+json:

                      schema:

                        $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'

      responses:

        '201':

          description: successful creation of a PDU session

          content:

            application/json: # message without binary body part 

              schema:

                $ref: '#/components/schemas/PduSessionCreatedData'

            multipart/related:  # message with binary body part(s)

              schema:

                type: object

                properties: # Request parts

                  jsonData:

                    $ref: '#/components/schemas/PduSessionCreatedData'

                  binaryDataN1SmInfoToUe:

                    type: string

                    format: binary

              encoding:

                jsonData:

                  contentType:  application/json

                binaryDataN1SmInfoToUe:

                  contentType:  application/vnd.3gpp.5gnas

                  headers:

                    Content-Id:

                      schema:

                        type: string  

        '400':

          $ref: '#/components/responses/PduSessionCreateError'
        '403':

          $ref: '#/components/responses/PduSessionCreateError'

        '404':

          $ref: '#/components/responses/PduSessionCreateError'

        '500':

          $ref: '#/components/responses/PduSessionCreateError'

        '503':

          $ref: '#/components/responses/PduSessionCreateError'

        default:
          $ref: '#/components/responses/PduSessionCreateError'








































































































































































[…]
  /pdu-sessions/{pduSessionRef}/modify:

    post:

      summary:  Update (initiated by V-SMF)

      tags:

        - Individual PDU session (H-SMF)

      operationId: UpdatePduSession

      parameters:

        - name: pduSessionRef

          in: path

          description:  PDU session reference 

          required: true 

          schema:

            type: string 

      requestBody:

        description: representation of the updates to apply to the PDU session

        required: true

        content:

          application/json: # message without binary body part 

            schema:

              $ref: '#/components/schemas/HsmfUpdateData'

          multipart/related:  # message with binary body part(s)

            schema:

              type: object

              properties: # Request parts

                jsonData:

                  $ref: '#/components/schemas/HsmfUpdateData'

                binaryDataN1SmInfoFromUe:

                  type: string

                  format: binary

                binaryDataUnknownN1SmInfo:

                  type: string

                  format: binary

            encoding:

              jsonData:

                contentType:  application/json

              binaryDataN1SmInfoFromUe:

                contentType:  application/vnd.3gpp.5gnas

                headers:

                  Content-Id:

                    schema:

                      type: string  

              binaryDataUnknownN1SmInfo:

                contentType:  application/vnd.3gpp.5gnas

                headers:

                  Content-Id:

                    schema:

                      type: string  

      responses:

        '200':

          description: successful update of a PDU session with content in the response

          content:

            application/json: # message without binary body part 

              schema:

                $ref: '#/components/schemas/HsmfUpdatedData'

            multipart/related:  # message with binary body part(s)

              schema:

                type: object

                properties: # Request parts

                  jsonData:

                    $ref: '#/components/schemas/HsmfUpdatedData'

                  binaryDataN1SmInfoToUe:

                    type: string

                    format: binary

              encoding:

                jsonData:

                  contentType:  application/json

                binaryDataN1SmInfoToUe:

                  contentType:  application/vnd.3gpp.5gnas

                  headers:

                    Content-Id:

                      schema:

                        type: string  

        '204':

          description: successful update of a PDU session without content in the response
        '400':

          $ref: '#/components/responses/HsmfUpdateError'

        '403':

          $ref: '#/components/responses/HsmfUpdateError'

        '404':

          $ref: '#/components/responses/HsmfUpdateError'

        '500':

          $ref: '#/components/responses/HsmfUpdateError'

        '503':

          $ref: '#/components/responses/HsmfUpdateError'
        default:
          $ref: '#/components/responses/HsmfUpdateError'






[…]

components:

  schemas:

[…]

    HsmfUpdateError:

      type: object

      properties:

        error:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'

        pti:

          $ref: '#/components/schemas/ProcedureTransactionId'

        n1smCause:

          type: string

        n1SmInfoToUe:

          $ref: '#/components/schemas/RefToBinaryData'

      required:

        - error

[…]

#

# HTTP responses

#

  responses:
   
'PduSessionCreateError':      

      description: unsuccessful creation of a PDU session 

      content:

        application/json: # message without binary body part 

          schema:

            $ref: '#/components/schemas/PduSessionCreateError'

        multipart/related:  # message with binary body part(s)

          schema:

            type: object

              properties: # Request parts

                jsonData:

                  $ref: '#/components/schemas/PduSessionCreateError'

                binaryDataN1SmInfoToUe:

                  type: string

                  format: binary

            encoding:

              jsonData:

                contentType:  application/json

              binaryDataN1SmInfoToUe:

                contentType:  application/vnd.3gpp.5gnas

                headers:

                  Content-Id:

                    schema:

                      type: string  
   
'HsmfUpdateError':      

      description: unsuccessful update of a PDU session 

      content:

        application/json: # message without binary body part 

          schema:

            $ref: '#/components/schemas/HsmfUpdateError'

        multipart/related:  # message with binary body part(s)

          schema:

            type: object

              properties: # Request parts

                jsonData:

                  $ref: '#/components/schemas/HsmfUpdateError'

                binaryDataN1SmInfoToUe:

                  type: string

                  format: binary

            encoding:

              jsonData:

                contentType:  application/json

              binaryDataN1SmInfoToUe:

                contentType:  application/vnd.3gpp.5gnas

                headers:

                  Content-Id:

                    schema:

                      type: string  

[…]

* * * End of Changes * * * *
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