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Change in Clause 7

7
XML Schema data type definition

7.1
Status enumeration

List of possible status values.

	Enumeration
	Description

	Reachable
	Terminal is reachable

	Unreachable
	Terminal is not reachable

	Busy
	Terminal is busy


7.2
RetrievalStatus enumeration

Enumeration of the status items that are related to an individual retrieval in a set.

	Enumeration
	Description

	Retrieved
	Status retrieved, with result in CurrentStatus element.

	NotRetrieved
	Status not retrieved, CurrentStatus is not provided (does not indicate an error, no attempt may have been made).

	Error
	Error retrieving status.


7.3
StatusData structure

Data structure containing device identifier and its status. As this can be related to a query of a group of terminal devices, the ResultStatus element is used to indicate whether the information for the device was retrieved or not, or if an error occurred.

	Name
	Type
	Optional
	Description

	Address
	xsd:anyURI
	No
	Address of the Terminal Device to which the status information applies.

	ReportStatus
	RetrievalStatus
	No
	Status of retrieval for this address.

	CurrentStatus
	Status
	No
	Status of terminal.

	ErrorInformation
	common:ServiceError
	Yes
	If ReportStatus is Error, this is the reason for the error. Error due to privacy verification will be expressed as POL0002 in the ServiceError.


7.4 StatusInformation structure

	Name
	Type
	Optional
	Description

	Address
	xsd:anyURI
	No
	Address of the Terminal Device to which the status information applies.

	CurrentStatus
	Status
	No
	Status of terminal.


End of change in Clause 7

Change in Clause 8.3

8.3
Interface: TerminalNotification

Notification interface to which notifications are delivered.

8.3.1
Operation: StatusNotification

When the status of monitored devices change, a notification is delivered to the application with the new status information for each of  the devices. If a group identifier was used, the terminal device URI is provided, not the group URI.

8.3.1.1
Input message: StatusNotificationRequest

	Part name
	Part type
	Optional
	Description

	Correlator
	xsd:string
	No
	Correlator provided in request to set up this notification

	TerminalStatus
	StatusInformation [1..unbounded]
	No
	List of Statusinformation elements describing address and new terminal status.


8.3.1.2
Output message: StatusNotificationResponse

	Part name
	Part type
	Optional
	Description

	None
	
	
	


8.3.1.3
Referenced faults

None.

8.3.2
Operation: StatusError

The status changed error message is sent to the application to indicate that the notification is being cancelled by the Web Service.

8.3.2.1
Input message: StatusErrorRequest

	Part name
	Part type
	Optional
	Description

	Correlator
	xsd:string
	No
	Correlator provided in request to set up this notification.

	Address
	xsd:anyURI
	Yes
	Address of terminal if the error applies to an individual terminal, or not specified if it applies to the whole notification.

	Reason
	common:ServiceError
	No
	Reason notification is being discontinued.


8.3.2.2
Output message: StatusErrorResponse

	Part name
	Part type
	Optional
	Description

	None
	
	
	


8.3.2.3
Referenced faults

None.

End of Change in Clause 8.3
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