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	Other comments:
	


27.22.4.27.2.4.2
Procedure

Expected Sequence 2.1 void

[...]
Expected Sequence 2.2 (OPEN CHANNEL, immediate link establishment GPRS, no alpha identifier, with network access name)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 2.2.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 2.2.1
	

	4
	ME ( user
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 2.2.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 2.2.1B
	[Command performed successfully]


[...]
Expected Sequence 2.3 (OPEN CHANNEL, immediate link establishment, GPRS, with alpha identifier)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 2.3.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 2.3.1
	

	4
	ME ( user
	Confirmation phase with alpha ID
	“Open ID”

	5
	user ( ME 
	The user confirms
	

	6
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	7
	USS ( ME
	PDP context activation accept
	

	8
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 2.1.1A

or 

TERMINAL RESPONSE: OPEN CHANNEL 2.1.1B
	[Command performed successfully]


[...]
Expected Sequence 2.4 (OPEN CHANNEL, immediate link establishment, GPRS, with null alpha identifier)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 2.4.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 2.4.1
	

	4
	ME ( user
	Confirmation phase 
	[The ME should not give any information]

	5
	user ( ME 
	The user confirms
	[Only if the ME asks for user confirmation]

	6
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	7
	USS ( ME
	PDP context activation accept
	

	8
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 2.1.1A

or 

TERMINAL RESPONSE: OPEN CHANNEL 2.1.1B
	[Command performed successfully]


[...]
Expected Sequence 2.5 (OPEN CHANNEL, immediate link establishment, GPRS, command performed with modifications (buffer size) )

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 2.5.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 2.5.1
	

	4
	ME ( user
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 2.5.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 2.5.1B
	[Command performed with modification]


[...]
Expected Sequence 2.6 Void
Expected Sequence 2.7A (OPEN CHANNEL, immediate link establishment, GPRS, open command with alpha identifier, User did not accept the proactive command)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 2.7.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 2.7.1 
	

	4
	ME ( user
	Confirmation phase with alpha ID
	[The ME shall display “Open ID”]

	5
	user ( ME 
	The user rejects 
	

	6
	ME ( USS
	No PDP context activation request is sent to the USS
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 2.7.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 2.7.1B
	[User did not accept the proactive command]


Expected Sequence 2.7B (OPEN CHANNEL, immediate link establishment, GPRS, open command with alpha identifier, User did not accept the proactive command)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 2.7.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 2.7.1 
	

	4
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	5
	USS ( ME 
	PDP context activation accept
	

	6
	ME ( user
	Confirmation phase with alpha ID
	[The ME shall display “Open ID”]

	7
	user ( ME 
	The user rejects 
	

	8
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 2.7.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 2.7.1B
	[User did not accept the proactive command]


[...]
Expected Sequence 2.8 Void

Expected Sequence 2.9 (OPEN CHANNEL, immediate link establishment, no alpha identifier, with network access name)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 2.9.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 2.9.1
	

	4
	ME ( user
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 2.9.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 2.9.1B
	[Command performed successfully]


[...]
Expected Sequence 2.10 (OPEN CHANNEL, multi Open Channel, one in TCP Server mode and one in TCP Client mode)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 2.10.1
	TCP server mode

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 2.10.1 
	

	4
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 2.10.1
	[Command performed successfully]

TCP in LISTEN state

	5
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 2.10.2
	TCP Client mode

	6
	ME ( UICC
	FETCH
	

	7
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 2.10.2
	

	8
	ME ( user
	The ME may display channel opening information
	

	9
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	10
	USS ( ME
	PDP context activation accept
	

	11
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 2.10.2A

or

TERMINAL RESPONSE: OPEN CHANNEL 2.10.2B
	[Command performed successfully]




[...]
27.22.4.27.3.2.4.2
Procedure

Expected Sequence 3.1 (OPEN CHANNEL, Default Bearer, GPRS, with null alpha identifier)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 3.1.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 3.1.1
	

	4
	ME ( User
	[The ME should not give any information]
	[If the ME ask for user confirmation, then the user shall confirm the Open Channel request]

	5
	ME ( USS
	PDP context activation request
	[The ME may have activated a PDP context at earlier stage. In this case a PDP context activation at this point might not be required if the existing PDP context is reused.]
[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 3.1.1A

or 

TERMINAL RESPONSE: OPEN CHANNEL 3.1.1B
	[Command performed successfully]


[...]
27.22.4.27.5.1.4.2
Procedure

Expected Sequence 5.1 (OPEN CHANNEL, immediate link establishment, GPRS, Text Attribute – Left Alignment)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING : OPEN CHANNEL 5.1.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.1.1
	

	4
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with left alignment]

	5
	USER ( ME 
	The user confirms
	

	6
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	7
	USS ( ME
	PDP context activation accept
	

	8
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 5.1.1B
	[Command performed successfully]

	9
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	10
	ME ( UICC
	FETCH
	

	11
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	12
	ME ( USS
	PDP context deactivation request
	

	13
	USS ( ME
	PDP context deactivation accept
	

	14
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	15
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 5.1.2
	

	16
	ME ( UICC
	FETCH
	

	17
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.1.2
	

	18
	ME ( USER
	Confirmation phase with alpha ID
	[Message shall be formatted without left alignment. Remark: If left alignment is the ME’s default alignment as declared in table A.2/19, no alignment change will take place]

	19
	USER ( ME 
	The user confirms
	

	20
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	21
	USS ( ME
	PDP context activation accept
	

	22
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 5.1.1B
	[Command performed successfully]

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	26
	ME ( USS
	PDP context deactivation request
	

	27
	USS ( ME
	PDP context deactivation accept
	

	28
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]


[...]
27.22.4.27.5.2.4.2
Procedure

Expected Sequence 5.2 (OPEN CHANNEL, immediate link establishment, GPRS, Text Attribute – Center Alignment)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING : OPEN CHANNEL 5.2.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.2.1
	

	4
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with center alignment]

	5
	USER ( ME 
	The user confirms
	

	6
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	7
	USS ( ME
	PDP context activation accept
	

	8
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.2.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.2.1B
	[Command performed successfully]

	9
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	10
	ME ( UICC
	FETCH
	

	11
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	12
	ME ( USS
	PDP context deactivation request
	

	13
	USS ( ME
	PDP context deactivation accept
	

	14
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	15
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 5.2.2
	

	16
	ME ( UICC
	FETCH
	

	17
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.2.2
	

	18
	ME ( USER
	Confirmation phase with alpha ID
	[Message shall be formatted without center alignment. Remark: If center alignment is the ME’s default alignment as declared in table A.2/19, no alignment change will take place]

	19
	USER ( ME 
	The user confirms
	

	20
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	21
	USS ( ME
	PDP context activation accept
	

	22
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.2.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.2.1B
	[Command performed successfully]

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	26
	ME ( USS
	PDP context deactivation request
	

	27
	USS ( ME
	PDP context deactivation accept
	

	28
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]


[...]
27.22.4.27.5.3.4.2
Procedure

Expected Sequence 5.3 (OPEN CHANNEL, immediate link establishment, GPRS, Text Attribute – Right Alignment)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING : OPEN CHANNEL 5.3.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.3.1
	

	4
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with right alignment]

	5
	USER ( ME 
	The user confirms
	

	6
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	7
	USS ( ME
	PDP context activation accept
	

	8
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.3.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.3.1B
	[Command performed successfully]

	9
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	10
	ME ( UICC
	FETCH
	

	11
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	12
	ME ( USS
	PDP context deactivation request
	

	13
	USS ( ME
	PDP context deactivation accept
	

	14
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	15
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 5.3.2
	

	16
	ME ( UICC
	FETCH
	

	17
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.3.2
	

	18
	ME ( USER
	Confirmation phase with alpha ID
	[Message shall be formatted without right alignment. Remark: If right alignment is the ME’s default alignment as declared in table A.2/19, no alignment change will take place]

	19
	USER ( ME 
	The user confirms
	

	20
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	21
	USS ( ME
	PDP context activation accept
	

	22
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.3.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.3.1B
	[Command performed successfully]

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	26
	ME ( USS
	PDP context deactivation request
	

	27
	USS ( ME
	PDP context deactivation accept
	

	28
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]


[...]
27.22.4.27.5.4.4.2
Procedure

Expected Sequence 5.4 (OPEN CHANNEL, immediate link establishment, GPRS, Text Attribute – Large Font Size)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING : OPEN CHANNEL 5.4.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.4.1
	

	4
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with large font size]

	5
	USER ( ME 
	The user confirms
	

	6
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	7
	USS ( ME
	PDP context activation accept
	

	8
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.4.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.4.1B
	[Command performed successfully]

	9
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	10
	ME ( UICC
	FETCH
	

	11
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	12
	ME ( USS
	PDP context deactivation request
	

	13
	USS ( ME
	PDP context deactivation accept
	

	14
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	15
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 5.4.2
	

	16
	ME ( UICC
	FETCH
	

	17
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.4.2
	

	18
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with normal font size]

	19
	USER ( ME 
	The user confirms
	

	20
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	21
	USS ( ME
	PDP context activation accept
	

	22
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.4.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.4.1B
	[Command performed successfully]

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	26
	ME ( USS
	PDP context deactivation request
	

	27
	USS ( ME
	PDP context deactivation accept
	

	28
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	29
	UICC ( ME
	PROACTIVE COMMAND PENDING : OPEN CHANNEL 5.4.1
	

	30
	ME ( UICC
	FETCH
	

	31
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.4.1
	

	32
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with large font size]

	33
	USER ( ME 
	The user confirms
	

	34
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	35
	USS ( ME
	PDP context activation accept
	

	36
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.4.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.4.1B
	[Command performed successfully]

	37
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	38
	ME ( UICC
	FETCH
	

	39
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	40
	ME ( USS
	PDP context deactivation request
	

	41
	USS ( ME
	PDP context deactivation accept
	

	42
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	43
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 5.4.3
	

	44
	ME ( UICC
	FETCH
	

	45
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.4.3
	

	46
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with normal font size]

	47
	USER ( ME 
	The user confirms
	

	48
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	49
	USS ( ME
	PDP context activation accept
	

	50
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.4.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.4.1B
	[Command performed successfully]

	51
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	52
	ME ( UICC
	FETCH
	

	53
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	54
	ME ( USS
	PDP context deactivation request
	

	55
	USS ( ME
	PDP context deactivation accept
	

	56
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]


[...]
27.22.4.27.5.5.4.2
Procedure

Expected Sequence 5.5 (OPEN CHANNEL, immediate link establishment, GPRS, Text Attribute – Small Font Size)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING : OPEN CHANNEL 5.5.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.5.1
	

	4
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with small font size]

	5
	USER ( ME 
	The user confirms
	

	6
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	7
	USS ( ME
	PDP context activation accept
	

	8
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.5.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.5.1B
	[Command performed successfully]

	9
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	10
	ME ( UICC
	FETCH
	

	11
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	12
	ME ( USS
	PDP context deactivation request
	

	13
	USS ( ME
	PDP context deactivation accept
	

	14
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	15
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 5.5.2
	

	16
	ME ( UICC
	FETCH
	

	17
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.5.2
	

	18
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with normal font size]

	19
	USER ( ME 
	The user confirms
	

	20
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	21
	USS ( ME
	PDP context activation accept
	

	22
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.5.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.5.1B
	[Command performed successfully]

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	26
	ME ( USS
	PDP context deactivation request
	

	27
	USS ( ME
	PDP context deactivation accept
	

	28
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	29
	UICC ( ME
	PROACTIVE COMMAND PENDING : OPEN CHANNEL 5.5.1
	

	30
	ME ( UICC
	FETCH
	

	31
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.5.1
	

	32
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with small font size]

	33
	USER ( ME 
	The user confirms
	

	34
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	35
	USS ( ME
	PDP context activation accept
	

	36
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.5.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.5.1B
	[Command performed successfully]

	37
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	38
	ME ( UICC
	FETCH
	

	39
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	40
	ME ( USS
	PDP context deactivation request
	

	41
	USS ( ME
	PDP context deactivation accept
	

	42
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	43
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 5.5.3
	

	44
	ME ( UICC
	FETCH
	

	45
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.5.3
	

	46
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with normal font size]

	47
	USER ( ME 
	The user confirms
	

	48
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	49
	USS ( ME
	PDP context activation accept
	

	50
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.5.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.5.1B
	[Command performed successfully]

	51
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	52
	ME ( UICC
	FETCH
	

	53
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	54
	ME ( USS
	PDP context deactivation request
	

	55
	USS ( ME
	PDP context deactivation accept
	

	46
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]


[...]
27.22.4.27.5.6.4.2
Procedure

Expected Sequence 5.6 (OPEN CHANNEL, immediate link establishment, GPRS, Text Attribute – Bold On)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING : OPEN CHANNEL 5.6.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.6.1
	

	4
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with bold on]

	5
	USER ( ME 
	The user confirms
	

	6
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	7
	USS ( ME
	PDP context activation accept
	

	8
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.6.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.6.1B
	[Command performed successfully]

	9
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	10
	ME ( UICC
	FETCH
	

	11
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	12
	ME ( USS
	PDP context deactivation request
	

	13
	USS ( ME
	PDP context deactivation accept
	

	14
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	15
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 5.6.2
	

	16
	ME ( UICC
	FETCH
	

	17
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.6.2
	

	18
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with bold off]

	19
	USER ( ME 
	The user confirms
	

	20
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	21
	USS ( ME
	PDP context activation accept
	

	22
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.6.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.6.1B
	[Command performed successfully]

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	26
	ME ( USS
	PDP context deactivation request
	

	27
	USS ( ME
	PDP context deactivation accept
	

	28
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	29
	UICC ( ME
	PROACTIVE COMMAND PENDING : OPEN CHANNEL 5.6.1
	

	30
	ME ( UICC
	FETCH
	

	31
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.6.1
	

	32
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with bold on]

	33
	USER ( ME 
	The user confirms
	

	34
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	35
	USS ( ME
	PDP context activation accept
	

	36
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.6.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.6.1B
	[Command performed successfully]

	37
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	38
	ME ( UICC
	FETCH
	

	39
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	40
	ME ( USS
	PDP context deactivation request
	

	41
	USS ( ME
	PDP context deactivation accept
	

	42
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	43
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 5.6.3
	

	44
	ME ( UICC
	FETCH
	

	45
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.6.3
	

	46
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with bold off]

	47
	USER ( ME 
	The user confirms
	

	48
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	49
	USS ( ME
	PDP context activation accept
	

	50
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.6.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.6.1B
	[Command performed successfully]

	51
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	52
	ME ( UICC
	FETCH
	

	53
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	54
	ME ( USS
	PDP context deactivation request
	

	55
	USS ( ME
	PDP context deactivation accept
	

	56
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]


[...]
27.22.4.27.5.7.4.2
Procedure

Expected Sequence 5.7 (OPEN CHANNEL, immediate link establishment, GPRS, Text Attribute – Italic On)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING : OPEN CHANNEL 5.7.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.7.1
	

	4
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with italic on]

	5
	USER ( ME 
	The user confirms
	

	6
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	7
	USS ( ME
	PDP context activation accept
	

	8
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.7.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.7.1B
	[Command performed successfully]

	9
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	10
	ME ( UICC
	FETCH
	

	11
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	12
	ME ( USS
	PDP context deactivation request
	

	13
	USS ( ME
	PDP context deactivation accept
	

	14
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	15
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 5.7.2
	

	16
	ME ( UICC
	FETCH
	

	17
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.7.2
	

	18
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with italic off]

	19
	USER ( ME 
	The user confirms
	

	20
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	21
	USS ( ME
	PDP context activation accept
	

	22
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.7.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.7.1B
	[Command performed successfully]

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	26
	ME ( USS
	PDP context deactivation request
	

	27
	USS ( ME
	PDP context deactivation accept
	

	28
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	29
	UICC ( ME
	PROACTIVE COMMAND PENDING : OPEN CHANNEL 5.7.1
	

	30
	ME ( UICC
	FETCH
	

	31
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.7.1
	

	32
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with italic on]

	33
	USER ( ME 
	The user confirms
	

	34
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	35
	USS ( ME
	PDP context activation accept
	

	36
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.7.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.7.1B
	[Command performed successfully]

	37
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	38
	ME ( UICC
	FETCH
	

	39
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	40
	ME ( USS
	PDP context deactivation request
	

	41
	USS ( ME
	PDP context deactivation accept
	

	42
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	43
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 5.7.3
	

	44
	ME ( UICC
	FETCH
	

	45
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.7.3
	

	46
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with italic off]

	47
	USER ( ME 
	The user confirms
	

	48
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	49
	USS ( ME
	PDP context activation accept
	

	50
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.7.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.7.1B
	[Command performed successfully]

	51
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	52
	ME ( UICC
	FETCH
	

	53
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	54
	ME ( USS
	PDP context deactivation request
	

	55
	USS ( ME
	PDP context deactivation accept
	

	56
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]


[...]
27.22.4.27.5.8.4.2
Procedure

Expected Sequence 5.8 (OPEN CHANNEL, immediate link establishment, GPRS, Text Attribute – Underline On)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING : OPEN CHANNEL 5.8.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.8.1
	

	4
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with underline on]

	5
	USER ( ME 
	The user confirms
	

	6
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	7
	USS ( ME
	PDP context activation accept
	

	8
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.8.1A

or 

TERMINAL RESPONSE : OPEN CHANNEL 5.8.1B
	[Command performed successfully]

	9
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	10
	ME ( UICC
	FETCH
	

	11
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	12
	ME ( USS
	PDP context deactivation request
	

	13
	USS ( ME
	PDP context deactivation accept
	

	14
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	15
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 5.8.2
	

	16
	ME ( UICC
	FETCH
	

	17
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.8.2
	

	18
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with underline off]

	19
	USER ( ME 
	The user confirms
	

	20
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	21
	USS ( ME
	PDP context activation accept
	

	22
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 5.8.1A

or 

TERMINAL RESPONSE: OPEN CHANNEL 5.8.1B
	[Command performed successfully]

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	26
	ME ( USS
	PDP context deactivation request
	

	27
	USS ( ME
	PDP context deactivation accept
	

	28
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	29
	UICC ( ME
	PROACTIVE COMMAND PENDING : OPEN CHANNEL 5.8.1
	

	30
	ME ( UICC
	FETCH
	

	31
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.8.1
	

	32
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with underline on]

	33
	USER ( ME 
	The user confirms
	

	34
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	35
	USS ( ME
	PDP context activation accept
	

	36
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.8.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.8.1B
	[Command performed successfully]

	37
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	38
	ME ( UICC
	FETCH
	

	39
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	40
	ME ( USS
	PDP context deactivation request
	

	41
	USS ( ME
	PDP context deactivation accept
	

	42
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	43
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 5.8.3
	

	44
	ME ( UICC
	FETCH
	

	45
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.8.3
	

	46
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with underline off]

	47
	USER ( ME 
	The user confirms
	

	48
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	49
	USS ( ME
	PDP context activation accept
	

	50
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.8.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.8.1B
	[Command performed successfully]

	51
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	52
	ME ( UICC
	FETCH
	

	53
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	54
	ME ( USS
	PDP context deactivation request
	

	55
	USS ( ME
	PDP context deactivation accept
	

	56
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]


[...]
27.22.4.27.5.9.4.2
Procedure

Expected Sequence 5.9 (OPEN CHANNEL, immediate link establishment, GPRS, Text Attribute – Strikethrough On)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING : OPEN CHANNEL 5.9.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.9.1
	

	4
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with strikethrough on]

	5
	USER ( ME 
	The user confirms
	

	6
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	7
	USS ( ME
	PDP context activation accept
	

	8
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.9.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.9.1B
	[Command performed successfully]

	9
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	10
	ME ( UICC
	FETCH
	

	11
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	12
	ME ( USS
	PDP context deactivation request
	

	13
	USS ( ME
	PDP context deactivation accept
	

	14
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	15
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 5.9.2
	

	16
	ME ( UICC
	FETCH
	

	17
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.9.2
	

	18
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with strikethrough off]

	19
	USER ( ME 
	The user confirms
	

	20
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	21
	USS ( ME
	PDP context activation accept
	

	22
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.9.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.9.1B
	[Command performed successfully]

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	26
	ME ( USS
	PDP context deactivation request
	

	27
	USS ( ME
	PDP context deactivation accept
	

	28
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	29
	UICC ( ME
	PROACTIVE COMMAND PENDING : OPEN CHANNEL 5.9.1
	

	30
	ME ( UICC
	FETCH
	

	31
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.9.1
	

	32
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with strikethrough on]

	33
	USER ( ME 
	The user confirms
	

	34
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	35
	USS ( ME
	PDP context activation accept
	

	36
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.9.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.9.1B
	[Command performed successfully]

	37
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	38
	ME ( UICC
	FETCH
	

	39
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	40
	ME ( USS
	PDP context deactivation request
	

	41
	USS ( ME
	PDP context deactivation accept
	

	42
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	43
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 5.9.3
	

	44
	ME ( UICC
	FETCH
	

	45
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.9.3
	

	46
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with strikethrough off]

	47
	USER ( ME 
	The user confirms
	

	48
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	49
	USS ( ME
	PDP context activation accept
	

	50
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.9.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.9.1B
	[Command performed successfully]

	51
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	52
	ME ( UICC
	FETCH
	

	53
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	54
	ME ( USS
	PDP context deactivation request
	

	55
	USS ( ME
	PDP context deactivation accept
	

	56
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]


[...]
27.22.4.27.5.10.4.2
Procedure

Expected Sequence 5.10 (OPEN CHANNEL, immediate link establishment, GPRS, Text Attribute – Foreground and Background Colour)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING : OPEN CHANNEL 5.10.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.10.1
	

	4
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with foreground and background colour according to the text attribute]

	5
	USER ( ME 
	The user confirms
	

	6
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	7
	USS ( ME
	PDP context activation accept
	

	8
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.10.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.10.1B
	[Command performed successfully]

	9
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	10
	ME ( UICC
	FETCH
	

	11
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	12
	ME ( USS
	PDP context deactivation request
	

	13
	USS ( ME
	PDP context deactivation accept
	

	14
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]

	15
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 5.10.2
	

	16
	ME ( UICC
	FETCH
	

	17
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 5.10.2
	

	18
	ME ( USER
	Confirmation phase with alpha ID
	[alpha identifier is displayed with ME’s default foreground and background colour]

	19
	USER ( ME 
	The user confirms
	

	20
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	21
	USS ( ME
	PDP context activation accept
	

	22
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 5.10.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 5.10.1B
	[Command performed successfully]

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 5.1.1
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 5.1.1
	

	26
	ME ( USS
	PDP context deactivation request
	

	27
	USS ( ME
	PDP context deactivation accept
	

	28
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 5.1.1
	[Command performed successfully]


[...]
27.22.4.27.6.4.2
Method of test

Expected Sequence 6.1 (OPEN CHANNEL, immediate link establishment, E-UTRAN, bearer type '02')

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	USER ( ME
	Set and configure APN "TestGp.rs" in the terminal configuration if required
	[see initial conditions]

If the ME supports A.1/173 AND NOT A.1/174 only one APN will be activated in step 7.

	2
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 6.1.1
	

	3
	ME ( UICC
	FETCH
	

	4
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 6.1.1 
	

	5
	ME ( USER
	The ME may display channel opening information
	

	6
	ME ( E-USS/NB-SS
	PDN CONNECTIVITY REQUEST
	[The UE may request IPv4 or IPv4v6 as PDN type.]

	7
	E-USS/NB-SS ( ME
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
	[The E-UTRAN parameters are used]

	8
	ME ( E-USS/NB-SS
	ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	

	9
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 6.1.1A 

OR

TERMINAL RESPONSE : OPEN CHANNEL 6.1.1B
	[Command performed successfully 

OR 

Command performed with modifications]


[...]
Expected Sequence 6.2 (OPEN CHANNEL, immediate link establishment, E-UTRAN, bearer type '0B')

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	USER ( ME
	Set and configure APN "TestGp.rs" and "Test12.rs"in the terminal configuration if required
	[see initial conditions]

	2
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 6.2.1
	

	3
	ME ( UICC
	FETCH
	

	4
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 6.2.1 
	The "TestGp.rs" APN is requested

	5
	ME ( USER
	The ME may display channel opening information
	

	6
	ME ( E-USS
	PDN CONNECTIVITY REQUEST
	The PDN CONNECTIVITY REQUEST shall contain APN value "TestGp.rs"
[The UE may request IPv4 or IPv4v6 as PDN type.]

	7
	E-USS ( ME
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
	[The E-UTRAN parameters are used with the exception that the "EPS Quality of Service" information element contains QCI = 9 and the maximum and guaranteed bit rates for uplink and downlink shall all be set to 64kbps. The bytes for the extened bit rate values shall not be present in the "EPS Quality of Service" IE]

	8
	ME ( E-USS
	ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	

	9
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 6.2.1A

OR 

TERMINAL RESPONSE : OPEN CHANNEL 6.2.1B


	[Command performed successfully 

OR 

Command performed with modifications]

	10
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 3.1.1
	

	11
	ME ( UICC
	FETCH
	

	12
	UICC ( ME
	PROACTIVE COMMAND : CLOSE CHANNEL 3.1.1
	The ME can deactivate the EPS bearer

	13
	ME ( UICC
	TERMINAL RESPONSE : CLOSE CHANNEL 3.1.1
	

	14
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 6.2.2
	The "Test12.rs" APN is requested

	15
	ME ( UICC
	FETCH
	

	16
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 6.2.2
	

	17
	ME ( USER
	The ME may display channel opening information
	

	18
	ME ( E-USS
	PDN CONNECTIVITY REQUEST
	The PDN CONNECTIVITY REQUEST shall contain APN value "Test12.rs"
[The UE may request IPv4 or IPv4v6 as PDN type.]

	19
	E-USS ( ME
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
	[The E-UTRAN parameters are used with the exception that the "EPS Quality of Service" information element contains only the QCI which shall be set to "9"]

[second PDN context activated]

	20
	ME ( E-USS
	ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	

	21
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 6.2.2A

OR 

TERMINAL RESPONSE : OPEN CHANNEL 6.2.2B


	[Command performed successfully 

OR 

Command performed with modifications]


[...]
Expected Sequence 6.3 (OPEN CHANNEL, immediate link establishment, E-UTRAN, bearer type '02', with Network Access Name, with alpha identifier)
	Step
	Direction
	MESSAGE / Action
	Comments

	1
	USER ( ME
	Set and configure APN "Test12.rs" in the terminal configuration if required
	[see initial conditions]

If the ME supports A.1/173 AND NOT A.1/174 only one APN will be activated in step 7.

	2
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 6.3.1
	

	3
	ME ( UICC
	FETCH
	

	4
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 6.3.1 
	

	5
	ME ( USER
	The terminal shall display the alpha identifier "Open Channel for UICC?" during the confirmation phase
	[IF NOT A.1/84 (No display) THEN the terminal shall ignore the alpha identifier]

	6
	USER ( ME 
	The user confirms
	[IF NOT A.1/85 (No keypad) THEN the terminal may open the channel without explicit confirmation by the user]

	7
	ME ( E-USS/NB-SS
	PDN CONNECTIVITY REQUEST
	[The PDN CONNECTIVITY REQUEST shall contain the APN "Test12.rs"]
[The UE may request IPv4 or IPv4v6 as PDN type.]

	8
	USS ( ME
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
	[The E-UTRAN parameters are used]

	8
	ME ( E-USS/NB-SS
	ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	

	9
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 6.1.1A

OR

TERMINAL RESPONSE : OPEN CHANNEL 6.1.1B
	[Command performed successfully 

OR 

Command performed with modifications]


[...]
Expected Sequence 6.5 (OPEN CHANNEL, immediate link establishment, E-UTRAN, bearer type '03' – Default EPS bearer)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	USER ( ME
	Set and configure APN "TestGp.rs" in the terminal configuration if required
	[see initial conditions]

If the ME supports A.1/173 AND NOT A.1/174 no APN will be activated in this step.

	2
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 6.5.1
	

	3
	ME ( UICC
	FETCH
	

	4
	UICC ( ME
	PROACTIVE COMMAND : OPEN CHANNEL 6.5.1 
	

	5
	ME ( USER
	The ME may display channel opening information
	

	6
	ME ( E-USS/NB-SS
	The terminal shall not send a PDN CONNECTIVITY REQUEST to the network

Exception: If the ME supports A.1/173 AND NOT A.1/174 PDN CONNECTIVITY REQUEST should be sent by the ME in this step.
	[The UE may request IPv4 or IPv4v6 as PDN type.]

	7
	ME ( UICC
	TERMINAL RESPONSE : OPEN CHANNEL 6.5.1A

or

TERMINAL RESPONSE : OPEN CHANNEL 6.5.1B
	[Command performed successfully] 




[...]
27.22.4.28.1.4.2
Procedure

Expected sequence 1.1 (CLOSE CHANNEL, successful)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 1.1.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 1.1.1
	

	11
	ME ( USS
	PDP context deactivation request
	

	12
	USS ( ME
	PDP context deactivation accept
	

	13
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 1.1.1
	[Command performed successfully]


[...]
Expected sequence 1.2 (CLOSE CHANNEL, with an invalid channel identifier)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 1.2.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 1.2.1
	

	11
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 1.2.1
	[Invalid channel number]


[...]
Expected sequence 1.3 (CLOSE CHANNEL, on an already closed channel)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 1.1.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 1.1.1
	

	11
	ME ( USS
	PDP context deactivation request
	

	12
	USS ( ME
	PDP context deactivation accept
	

	13
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 1.1.1
	[Command performed successfully]

	14
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 1.3.1
	

	15
	ME ( UICC
	FETCH
	

	16
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 1.3.1
	

	17
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 1.3.1A

or

TERMINAL RESPONSE CLOSE CHANNEL 1.3.1B
	[Channel closed]

[Channel identifier invalid]


[...]
27.22.4.28.2.1.4.2
Procedure

Expected sequence 2.1 (CLOSE CHANNEL, with Text Attribute – Left Alignment)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.1.1A


	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.1.1
	[alpha identifier is displayed with left alignment]

	11
	ME ( USS
	PDP context deactivation request
	

	12
	USS ( ME
	PDP context deactivation accept
	

	13
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.1.1
	[Command performed successfully]

	14
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	15
	ME ( UICC
	FETCH
	

	16
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	17
	ME ( USER
	The ME may display channel opening information
	

	18
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	19
	USS ( ME
	PDP context activation accept
	

	20
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	21
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.1.2
	

	22
	ME ( UICC
	FETCH
	

	23
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.1.2
	[Message shall be formatted without left alignment. Remark: If left alignment is the ME’s default alignment as declared in table A.2/20, no alignment change will take place]

	24
	ME ( USS
	PDP context deactivation request
	

	25
	USS ( ME
	PDP context deactivation accept
	

	26
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.1.1
	[Command performed successfully]


[...]
27.22.4.28.2.2.4.2
Procedure

Expected sequence 2.2 (CLOSE CHANNEL, with Text Attribute – Center Alignment)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.2.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.2.1
	[alpha identifier is displayed with center alignment]

	11
	ME ( USS
	PDP context deactivation request
	

	12
	USS ( ME
	PDP context deactivation accept
	

	13
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.2.1
	[Command performed successfully]

	14
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	15
	ME ( UICC
	FETCH
	

	16
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	17
	ME ( USER
	The ME may display channel opening information
	

	18
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	19
	USS ( ME
	PDP context activation accept
	

	20
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	21
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.2.2
	

	22
	ME ( UICC
	FETCH
	

	23
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.2.2
	[Message shall be formatted without center alignment. Remark: If center alignment is the ME’s default alignment as declared in table A.2/20, no alignment change will take place]

	24
	ME ( USS
	PDP context deactivation request
	

	25
	USS ( ME
	PDP context deactivation accept
	

	26
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.2.1
	[Command performed successfully]


[...]
27.22.4.28.2.3.4.2
Procedure

Expected sequence 2.3 (CLOSE CHANNEL, with Text Attribute – Right Alignment)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.3.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.3.1
	[alpha identifier is displayed with right alignment]

	11
	ME ( USS
	PDP context deactivation request
	

	12
	USS ( ME
	PDP context deactivation accept
	

	13
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.3.1
	[Command performed successfully]

	14
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	15
	ME ( UICC
	FETCH
	

	16
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	17
	ME ( USER
	The ME may display channel opening information
	

	18
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	19
	USS ( ME
	PDP context activation accept
	

	20
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	21
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.3.2
	

	22
	ME ( UICC
	FETCH
	

	23
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.3.2
	[Message shall be formatted without right alignment. Remark: If right alignment is the ME’s default alignment as declared in table A.2/20, no alignment change will take place]

	24
	ME ( USS
	PDP context deactivation request
	

	25
	USS ( ME
	PDP context deactivation accept
	

	26
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.3.1
	[Command performed successfully]


[...]
27.22.4.28.2.4.4.2
Procedure

Expected sequence 2.4 (CLOSE CHANNEL, with Text Attribute – Large Font Size)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.4.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.4.1
	[alpha identifier is displayed with large font size]

	11
	ME ( USS
	PDP context deactivation request
	

	12
	USS ( ME
	PDP context deactivation accept
	

	13
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.4.1
	[Command performed successfully]

	14
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	15
	ME ( UICC
	FETCH
	

	16
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	17
	ME ( USER
	The ME may display channel opening information
	

	18
	ME ( USS
	PDP context deactivation request
	

	19
	USS ( ME
	PDP context deactivation accept
	

	20
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	21
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.4.2
	

	22
	ME ( UICC
	FETCH
	

	23
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.4.2
	[alpha identifier is displayed with normal font size]

	24
	ME ( USS
	PDP context deactivation request
	

	25
	USS ( ME
	PDP context deactivation accept
	

	26
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.4.1
	[Command performed successfully]

	27
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	28
	ME ( UICC
	FETCH
	

	29
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	30
	ME ( USER
	The ME may display channel opening information
	

	31
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	32
	USS ( ME
	PDP context activation accept
	

	33
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	34
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.4.1
	

	35
	ME ( UICC
	FETCH
	

	36
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.4.1
	[alpha identifier is displayed with large font size]

	37
	ME ( USS
	PDP context deactivation request
	

	38
	USS ( ME
	PDP context deactivation accept
	

	39
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.4.1
	[Command performed successfully]

	40
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	41
	ME ( UICC
	FETCH
	

	42
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	43
	ME ( USER
	The ME may display channel opening information
	

	44
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	45
	USS ( ME
	PDP context activation accept
	

	46
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	47
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.4.3
	

	48
	ME ( UICC
	FETCH
	

	49
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.4.3
	[alpha identifier is displayed with normal font size]

	50
	ME ( USS
	PDP context deactivation request
	

	51
	USS ( ME
	PDP context deactivation accept
	

	52
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.4.1
	[Command performed successfully]


[...]
27.22.4.28.2.5.4.2
Procedure

Expected sequence 2.5 (CLOSE CHANNEL, with Text Attribute – Small Font Size)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.5.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.5.1
	[alpha identifier is displayed with small font size]

	11
	ME ( USS
	PDP context deactivation request
	

	12
	USS ( ME
	PDP context deactivation accept
	

	13
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.5.1
	[Command performed successfully]

	14
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	15
	ME ( UICC
	FETCH
	

	16
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	17
	ME ( USER
	The ME may display channel opening information
	

	18
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	19
	USS ( ME
	PDP context activation accept
	

	20
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	21
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.5.2
	

	22
	ME ( UICC
	FETCH
	

	23
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.5.2
	[alpha identifier is displayed with normal font size]

	24
	ME ( USS
	PDP context deactivation request
	

	25
	USS ( ME
	PDP context deactivation accept
	

	26
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.5.1
	[Command performed successfully]

	27
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	28
	ME ( UICC
	FETCH
	

	29
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	30
	ME ( USER
	The ME may display channel opening information
	

	31
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	32
	USS ( ME
	PDP context activation accept
	

	33
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	34
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.5.1
	

	35
	ME ( UICC
	FETCH
	

	36
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.5.1
	[alpha identifier is displayed with small font size]

	37
	ME ( USS
	PDP context deactivation request
	

	38
	USS ( ME
	PDP context deactivation accept
	

	39
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.5.1
	[Command performed successfully]

	40
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	41
	ME ( UICC
	FETCH
	

	42
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	43
	ME ( USER
	The ME may display channel opening information
	

	44
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	45
	USS ( ME
	PDP context activation accept
	

	46
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	47
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.5.3
	

	48
	ME ( UICC
	FETCH
	

	49
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.5.3
	[alpha identifier is displayed with normal font size]

	50
	ME ( USS
	PDP context deactivation request
	

	51
	USS ( ME
	PDP context deactivation accept
	

	52
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.5.1
	[Command performed successfully]


[...]
27.22.4.28.2.6.4.2
Procedure

Expected sequence 2.6 (CLOSE CHANNEL, with Text Attribute – Bold On)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.6.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.6.1
	[alpha identifier is displayed with bold on]

	11
	ME ( USS
	PDP context deactivation request
	

	12
	USS ( ME
	PDP context deactivation accept
	

	13
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.6.1
	[Command performed successfully]

	14
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	15
	ME ( UICC
	FETCH
	

	16
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	17
	ME ( USER
	The ME may display channel opening information
	

	18
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	19
	USS ( ME
	PDP context activation accept
	

	20
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	21
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.6.2
	

	22
	ME ( UICC
	FETCH
	

	23
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.6.2
	[alpha identifier is displayed with bold off]

	24
	ME ( USS
	PDP context deactivation request
	

	25
	USS ( ME
	PDP context deactivation accept
	

	26
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.6.1
	[Command performed successfully]

	27
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	28
	ME ( UICC
	FETCH
	

	29
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	30
	ME ( USER
	The ME may display channel opening information
	

	31
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	32
	USS ( ME
	PDP context activation accept
	

	33
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	34
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.6.1
	

	35
	ME ( UICC
	FETCH
	

	36
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.6.1
	[alpha identifier is displayed with bold on]

	37
	ME ( USS
	PDP context deactivation request
	

	38
	USS ( ME
	PDP context deactivation accept
	

	39
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.6.1
	[Command performed successfully]

	40
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	41
	ME ( UICC
	FETCH
	

	42
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	43
	ME ( USER
	The ME may display channel opening information
	

	44
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	45
	USS ( ME
	PDP context activation accept
	

	46
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	47
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.6.3
	

	48
	ME ( UICC
	FETCH
	

	49
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.6.3
	[alpha identifier is displayed with bold off]

	50
	ME ( USS
	PDP context deactivation request
	

	51
	USS ( ME
	PDP context deactivation accept
	

	52
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.6.1
	[Command performed successfully]


[...]
27.22.4.28.2.7.4.2
Procedure

Expected sequence 2.7 (CLOSE CHANNEL, with Text Attribute – Italic On)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.7.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.7.1
	[alpha identifier is displayed with bold on]

	11
	ME ( USS
	PDP context deactivation request
	

	12
	USS ( ME
	PDP context deactivation accept
	

	13
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.7.1
	[Command performed successfully]

	14
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	15
	ME ( UICC
	FETCH
	

	16
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	17
	ME ( USER
	The ME may display channel opening information
	

	18
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	19
	USS ( ME
	PDP context activation accept
	

	20
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	21
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.6.2
	

	22
	ME ( UICC
	FETCH
	

	23
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.7.2
	[alpha identifier is displayed with bold off]

	24
	ME ( USS
	PDP context deactivation request
	

	25
	USS ( ME
	PDP context deactivation accept
	

	26
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.7.1
	[Command performed successfully]

	27
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	28
	ME ( UICC
	FETCH
	

	29
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	30
	ME ( USER
	The ME may display channel opening information
	

	31
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	32
	USS ( ME
	PDP context activation accept
	

	33
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	34
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.7.1
	

	35
	ME ( UICC
	FETCH
	

	36
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.7.1
	[alpha identifier is displayed with bold on]

	37
	ME ( USS
	PDP context deactivation request
	

	38
	USS ( ME
	PDP context deactivation accept
	

	39
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.7.1
	[Command performed successfully]

	40
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	41
	ME ( UICC
	FETCH
	

	42
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	43
	ME ( USER
	The ME may display channel opening information
	

	44
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	45
	USS ( ME
	PDP context activation accept
	

	46
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	47
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.7.3
	

	48
	ME ( UICC
	FETCH
	

	49
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.7.3
	[alpha identifier is displayed with bold off]

	50
	ME ( USS
	PDP context deactivation request
	

	51
	USS ( ME
	PDP context deactivation accept
	

	52
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.7.1
	[Command performed successfully]


[...]
27.22.4.28.2.8.4.2
Procedure

Expected sequence 2.8 (CLOSE CHANNEL, with Text Attribute – Underline On)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	
PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.8.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.8.1
	[alpha identifier is displayed with underline on]

	11
	ME ( USS
	PDP context deactivation request
	

	12
	USS ( ME
	PDP context deactivation accept
	

	13
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.8.1
	[Command performed successfully]

	14
	UICC ( ME
	
PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	15
	ME ( UICC
	FETCH
	

	16
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	17
	ME ( USER
	The ME may display channel opening information
	

	18
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	19
	USS ( ME
	PDP context activation accept
	

	20
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	21
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.8.2
	

	22
	ME ( UICC
	FETCH
	

	23
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.8.2
	[alpha identifier is displayed with underline off]

	24
	ME ( USS
	PDP context deactivation request
	

	25
	USS ( ME
	PDP context deactivation accept
	

	26
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.8.1
	[Command performed successfully]

	27
	UICC ( ME
	
PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	28
	ME ( UICC
	FETCH
	

	29
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	30
	ME ( USER
	The ME may display channel opening information
	

	31
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	32
	USS ( ME
	PDP context activation accept
	

	33
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	34
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.8.1
	

	35
	ME ( UICC
	FETCH
	

	36
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.8.1
	[alpha identifier is displayed with underline on]

	37
	ME ( USS
	PDP context deactivation request
	

	38
	USS ( ME
	PDP context deactivation accept
	

	39
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.8.1
	[Command performed successfully]

	40
	UICC ( ME
	
PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	41
	ME ( UICC
	FETCH
	

	42
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	43
	ME ( USER
	The ME may display channel opening information
	

	44
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	45
	USS ( ME
	PDP context activation accept
	

	46
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	47
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.8.3
	

	48
	ME ( UICC
	FETCH
	

	49
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.8.3
	[alpha identifier is displayed with underline off]

	50
	ME ( USS
	PDP context deactivation request
	

	51
	USS ( ME
	PDP context deactivation accept
	

	52
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.8.1
	[Command performed successfully]


[...]
27.22.4.28.2.9.4.2
Procedure

Expected sequence 2.9 (CLOSE CHANNEL, with Text Attribute – Strikethrough On)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.9.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.9.1
	[alpha identifier is displayed with strikethrough on]

	11
	ME ( USS
	PDP context deactivation request
	

	12
	USS ( ME
	PDP context deactivation accept
	

	13
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.9.1
	[Command performed successfully]

	14
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	15
	ME ( UICC
	FETCH
	

	16
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	17
	ME ( USER
	The ME may display channel opening information
	

	18
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	19
	USS ( ME
	PDP context activation accept
	

	20
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	21
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.9.2
	

	22
	ME ( UICC
	FETCH
	

	23
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.9.2
	[alpha identifier is displayed with strikethrough off]

	24
	ME ( USS
	PDP context deactivation request
	

	25
	USS ( ME
	PDP context deactivation accept
	

	26
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.9.1
	[Command performed successfully]

	27
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	28
	ME ( UICC
	FETCH
	

	29
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	30
	ME ( USER
	The ME may display channel opening information
	

	31
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	32
	USS ( ME
	PDP context activation accept
	

	33
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	34
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.9.1
	

	35
	ME ( UICC
	FETCH
	

	36
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.9.1
	[alpha identifier is displayed with strikethrough on]

	37
	ME ( USS
	PDP context deactivation request
	

	38
	USS ( ME
	PDP context deactivation accept
	

	39
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.9.1
	[Command performed successfully]

	40
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	41
	ME ( UICC
	FETCH
	

	42
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	43
	ME ( USER
	The ME may display channel opening information
	

	44
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	45
	USS ( ME
	PDP context activation accept
	

	46
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	47
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.9.3
	

	48
	ME ( UICC
	FETCH
	

	49
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.9.3
	[alpha identifier is displayed with strikethrough off]

	50
	ME ( USS
	PDP context deactivation request
	

	51
	USS ( ME
	PDP context deactivation accept
	

	52
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.9.1
	[Command performed successfully]


[...]
27.22.4.28.2.10.4.2
Procedure

Expected sequence 2.10 (CLOSE CHANNEL, with Text Attribute – Foreground and Background Colour)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.10.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.10.1
	[alpha identifier is displayed with foreground and background colour according to the text attribute configuration]

	11
	ME ( USS
	PDP context deactivation request
	

	12
	USS ( ME
	PDP context deactivation accept
	

	13
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.10.1
	[Command performed successfully]

	14
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	

	15
	ME ( UICC
	FETCH
	

	16
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 1.1.1
	

	17
	ME ( USER
	The ME may display channel opening information
	

	18
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	19
	USS ( ME
	PDP context activation accept
	

	20
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	21
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 2.10.2
	

	22
	ME ( UICC
	FETCH
	

	23
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 2.10.2
	[alpha identifier is displayed with ME’s default foreground and background colour]

	24
	ME ( USS
	PDP context deactivation request
	

	25
	USS ( ME
	PDP context deactivation accept
	

	26
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 2.10.1
	[Command performed successfully]


[...]
27.22.4.28.3.4.2
Procedure

Expected sequence 3.1 (CLOSE CHANNEL, Default EPS bearer, successful)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	USER ( ME
	Set and configure APN "TestGp.rs" in the terminal configuration if required
	[see initial conditions]

If the ME supports A.1/173 AND NOT A.1/174 only one APN will be activated in step 6.

	2
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 6.6.1
	

	3
	ME ( UICC
	FETCH
	

	4
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 6.6.1
	

	5
	ME ( USER
	The ME may display channel opening information
	

	6
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 6.6.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 6.6.1B
	[Command performed successfully]

	7
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 3.1.1
	

	8
	ME ( UICC
	FETCH
	

	9
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 3.1.1
	

	10
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 3.1.1
	[Command performed successfully]

	11
	USER ( ME
	Wait 30 seconds, then switch off the terminal
	


[...]
Expected sequence 3.2 (CLOSE CHANNEL, EPS bearer with APN different from default APN, successful)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	USER ( ME
	Set and configure APN "Test12.rs" in the terminal configuration if required
	[see initial conditions]

	2
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 6.3.1
	

	3
	ME ( UICC
	FETCH
	

	4
	UICC ( ME
	PROACTIVE COMMAND:
OPEN CHANNEL 6.3.1
	

	5
	ME ( USER
	The terminal shall display the alpha identifier "Open Channel for UICC?" during the confirmation phase
	[IF NOT A.1/84 (No display) THEN the terminal shall ignore the alpha identifier]

	6
	USER ( ME 
	The user confirms
	[IF NOT A.1/85 (No keypad) THEN the terminal may open the channel without explicit confirmation by the user]

	7
	ME ( E-USS/NB-SS
	PDN CONNECTIVITY REQUEST
	[The UE may request IPv4 or IPv4v6 as PDN type.]

	8
	ME ( E-USS/NB-SS
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
	

	9
	E-USS/NB-SS ( ME
	ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	

	10
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 6.1.1A

OR

TERMINAL RESPONSE:

OPEN CHANNEL 6.1.1B
	[Command performed successfully

OR

Command performed with modifications]

	11
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 3.2.1
	

	12
	ME ( UICC
	FETCH
	

	13
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 3.2.1
	

	14
	ME ( E-USS/NB-SS
	The ME shall send a PDN CONNECTIVITY DISCONNECT REQUEST to the network disconnect only the EPS bearer which has been established with the Open Channel command
	If the ME supports A.1/173 this step is optional.

	15
	ME ( E-USS/NB-SS  
	DEACTIVATE EPS BEARER CONTEXT REQUEST
	

	16
	E-USS/NB-SS ( ME
	DEACTIVATE EPS BEARER CONTEXT ACCEPT
	

	17
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 3.2.1
	[Command performed successfully]

	18
	USER ( ME
	Wait 30 seconds then switch off the terminal
	


[...]
27.22.4.29.1.4.2
Procedure

Expected sequence 1.1 (RECEIVE DATA, already opened channel)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1 PENDING
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	

	4
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	6
	ME ( UICC
	FETCH
	

	7
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	8
	ME ( USER
	The ME may display channel opening information
	

	9
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	10
	USS ( ME
	PDP context activation accept
	

	11
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.1.1
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.1.1
	

	15
	ME ( USS
	Transfer of 8 Bytes of data to the USS through channel 1
	[To retrieve ME's port number]

	16
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.1.1
	[Command performed successfully]

	17
	USS ( ME
	Transfer of 1000 Bytes of data to the ME through channel 1 using the ME's port number, which was retrieved in step 15
	

	18
	ME ( UICC
	ENVELOPE: EVENT DOWNLOAD - Data available 1.1.1
	(1000 Bytes of data in the ME buffer)

	19
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 1.1.1
	

	20
	ME ( UICC
	FETCH
	

	21
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 1.1.1
	200 Bytes

	22
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 1.1.1
	

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 1.1.2
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 1.1.2
	200 Bytes

	26
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 1.1.2
	

	27
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 1.1.3
	

	28
	ME ( UICC
	FETCH
	

	29
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 1.1.3
	200 Bytes

	30
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 1.1.3
	

	31
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 1.1.4
	

	32
	ME ( UICC
	FETCH
	

	33
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 1.1.4
	200 Bytes

	34
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 1.1.4
	

	35
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 1.1.5
	

	36
	ME ( UICC
	FETCH
	

	37
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 1.1.5
	200 Bytes

	38
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 1.1.5
	


[...]
Expected sequence 1.2 (RECEIVE DATA, already opened channel, E-UTRAN, APN different from default)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1 PENDING
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	

	4
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.2.1
	See initial conditions

	6
	ME ( UICC
	FETCH
	

	7
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.2.1
	

	8
	ME ( USER
	The ME should not display channel opening information
	

	9
	ME ( E-USS/NB-SS
	PDN CONNECTIVITY REQUEST
	[The PDN CONNECTIVITY REQUEST shall contain the APN "Test12.rs"]
[The UE may request IPv4 or IPv4v6 as PDN type.]

	10
	E-USS/NB-SS ( ME
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
	[The E-UTRAN parameters are used]

	11
	ME ( E-USS/NB-SS
	ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	

	12
	ME  UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.2.1
	

	13
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.2.1
	

	14
	ME ( UICC
	FETCH
	

	15
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.2.1
	

	16
	ME ( E-USS/NB-SS
	Transfer of 8 Bytes of data to the E-USS/NB-SS through channel 1
	[To retrieve ME's port number at the Access Point defined in the Open Channel command]

	17
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.2.1
	[Command performed successfully]

	18
	E-USS/NB-SS ( ME
	Transfer of 1000 Bytes of data to the ME through channel 1 using the ME's port number, which was retrieved in step 15
	[Sent from the Access Point different to the one of the default EPS bearer]

	19
	ME ( UICC
	ENVELOPE: EVENT DOWNLOAD - Data available 1.2.1
	(1000 Bytes of data in the ME buffer)

	20
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 1.2.1
	

	21
	ME ( UICC
	FETCH
	

	22
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 1.2.1
	200 Bytes

	23
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 1.2.1
	

	24
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 1.2.2
	

	25
	ME ( UICC
	FETCH
	

	26
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 1.2.2
	200 Bytes

	27
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 1.2.2
	

	28
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 1.2.3
	

	29
	ME ( UICC
	FETCH
	

	30
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 1.2.3
	200 Bytes

	31
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 1.2.3
	

	32
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 1.2.4
	

	33
	ME ( UICC
	FETCH
	

	34
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 1.2.4
	200 Bytes

	35
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 1.2.4
	

	36
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 1.2.5
	

	37
	ME ( UICC
	FETCH
	

	38
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 1.2.5
	200 Bytes

	39
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 1.2.5
	

	40
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 1.2.1
	

	41
	ME ( UICC
	FETCH
	

	42
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 1.2.1
	

	43
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 1.2.1
	[Command performed successfully]


[...]
27.22.4.29.2.1.4.2
Procedure

Expected sequence 2.1 (RECEIVE DATA, with Text Attribute – Left Alignment)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1 PENDING
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	

	4
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	6
	ME ( UICC
	FETCH
	

	7
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	8
	ME ( USER
	The ME may display channel opening information
	

	9
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	10
	USS ( ME
	PDP context activation accept
	

	11
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or 

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.1.1
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.1.1
	

	15
	ME ( USS
	Transfer of 8 Bytes of data to the USS through channel 1
	[To retrieve ME's port number]

	16
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.1.1
	[Command performed successfully]

	17
	USS ( ME
	Transfer of 400 Bytes data to the ME through channel 1 using the ME's port number, which was retrieved in step 15
	

	18
	ME ( UICC
	ENVELOPE: EVENT DOWNLOAD - Data available 2.1.1ENVELOPE (Data Available)
	(400 Bytes of data in the ME buffer)

	19
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.1.1
	

	20
	ME ( UICC
	FETCH
	

	21
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.1.1
	200 Bytes with alpha identifier is displayed with left alignment

	22
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.1.1
	

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.1.2
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.1.2
	200 Bytes with alpha identifier shall be formatted without left alignment. Remark: If left alignment is the ME’s default alignment as declared in table A.2/21, no alignment change will take place

	26
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.1.1
	


[...]
27.22.4.29.2.2.4.2
Procedure

Expected sequence 2.2 (RECEIVE DATA, with Text Attribute – Center Alignment)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1 PENDING
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	

	4
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	6
	ME ( UICC
	FETCH
	

	7
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	8
	ME ( USER
	The ME may display channel opening information
	

	9
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	10
	USS ( ME
	PDP context activation accept
	

	11
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or 

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.1.1
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.1.1
	

	15
	ME ( USS
	Transfer of 8 Bytes of data to the USS through channel 1
	[To retrieve ME's port number]

	16
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.1.1
	[Command performed successfully]

	17
	USS ( ME
	Transfer of 400 Bytes data to the ME through channel 1 using the ME's port number, which was retrieved in step 15
	

	18
	ME ( UICC
	ENVELOPE: EVENT DOWNLOAD - Data available 2.1.1
	(400 Bytes of data in the ME buffer)

	19
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.2.1
	

	20
	ME ( UICC
	FETCH
	

	21
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.2.1
	200 Bytes with alpha identifier is displayed with center alignment

	22
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.2.1
	

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.2.2
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.2.2
	200 Bytes with alpha identifier shall be formatted without center alignment. Remark: If center alignment is the ME’s default alignment as declared in table A.2/21, no alignment change will take place

	26
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.2.1
	


[...]
27.22.4.29.2.3.4.2
Procedure

Expected sequence 2.3 (RECEIVE DATA, with Text Attribute – Right Alignment)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1 PENDING
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	

	4
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	6
	ME ( UICC
	FETCH
	

	7
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	8
	ME ( USER
	The ME may display channel opening information
	

	9
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	10
	USS ( ME
	PDP context activation accept
	

	11
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.1.1
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.1.1
	

	15
	ME ( USS
	Transfer of 8 Bytes of data to the USS through channel 1
	[To retrieve ME's port number]

	16
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.1.1
	[Command performed successfully]

	17
	USS ( ME
	Transfer of 400 Bytes data to the ME through channel 1 using the ME's port number, which was retrieved in step 15
	

	18
	ME ( UICC
	ENVELOPE: EVENT DOWNLOAD - Data available 2.1.1
	(400 Bytes of data in the ME buffer)

	19
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.3.1
	

	20
	ME ( UICC
	FETCH
	

	21
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.3.1
	200 Bytes with alpha identifier is displayed with right alignment

	22
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.3.1
	

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.3.2
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.3.2
	200 Bytes with alpha identifier shall be formatted without right alignment. Remark: If right alignment is the ME’s default alignment as declared in table A.2/21, no alignment change will take place

	26
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.3.1
	


[...]
27.22.4.29.2.4.4.2
Procedure

Expected sequence 2.4 (RECEIVE DATA, with Text Attribute – Large Font Size)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1 PENDING
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	

	4
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	6
	ME ( UICC
	FETCH
	

	7
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	8
	ME ( USER
	The ME may display channel opening information
	

	9
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	10
	USS ( ME
	PDP context activation accept
	

	11
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.1.1
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.1.1
	

	15
	ME ( USS
	Transfer of 8 Bytes of data to the USS through channel 1
	[To retrieve ME's port number]

	16
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.1.1
	[Command performed successfully]

	17
	USS ( ME
	Transfer of 800 Bytes data to the ME through channel 1 using the ME's port number, which was retrieved in step 15
	

	18
	ME ( UICC
	ENVELOPE: EVENT DOWNLOAD - Data available 2.1.1
	(800 Bytes of data in the ME buffer)

	19
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.4.1
	

	20
	ME ( UICC
	FETCH
	

	21
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.4.1
	200 Bytes with alpha identifier is displayed with large font size

	22
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.4.1
	

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.4.2
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.4.2
	200 Bytes with alpha identifier is displayed with normal font size

	26
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.4.1
	

	27
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.4.1
	

	28
	ME ( UICC
	FETCH
	

	29
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.4.1
	200 Bytes with alpha identifier is displayed with large font size

	30
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.4.1
	

	31
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.4.3
	

	32
	ME ( UICC
	FETCH
	

	33
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.4.3
	200 Bytes with alpha identifier is displayed with normal font size

	34
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.4.1
	


[...]
27.22.4.29.2.5.4.2
Procedure

Expected sequence 2.5 (RECEIVE DATA, with Text Attribute – Small Font Size)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1 PENDING
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	

	4
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	6
	ME ( UICC
	FETCH
	

	7
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	8
	ME ( USER
	The ME may display channel opening information
	

	9
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	10
	USS ( ME
	PDP context activation accept
	

	11
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.1.1
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.1.1
	

	15
	ME ( USS
	Transfer of 8 Bytes of data to the USS through channel 1
	[To retrieve ME's port number]

	16
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.1.1
	[Command performed successfully]

	17
	USS ( ME
	Transfer of 800 Bytes data to the ME through channel 1 using the ME's port number, which was retrieved in step 15
	

	18
	ME ( UICC
	ENVELOPE: EVENT DOWNLOAD - Data available 2.1.1
	(800 Bytes of data in the ME buffer)

	19
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.5.1
	

	20
	ME ( UICC
	FETCH
	

	21
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.5.1
	200 Bytes with alpha identifier is displayed with small font size

	22
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.5.1
	

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.5.2
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.5.2
	200 Bytes with alpha identifier is displayed with normal font size

	26
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.5.1
	

	27
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.5.1
	

	28
	ME ( UICC
	FETCH
	

	29
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.5.1
	200 Bytes with alpha identifier is displayed with small font size

	30
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.5.1
	

	31
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.5.3
	

	32
	ME ( UICC
	FETCH
	

	33
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.5.3
	200 Bytes with alpha identifier is displayed with normal font size

	34
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.5.1
	


[...]
27.22.4.29.2.6.4.2
Procedure

Expected sequence 2.6 (RECEIVE DATA, with Text Attribute – Bold On)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1 PENDING
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	

	4
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	6
	ME ( UICC
	FETCH
	

	7
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	8
	ME ( USER
	The ME may display channel opening information
	

	9
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	10
	USS ( ME
	PDP context activation accept
	

	11
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.1.1
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.1.1
	

	15
	ME ( USS
	Transfer of 8 Bytes of data to the USS through channel 1
	[To retrieve ME's port number]

	16
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.1.1
	[Command performed successfully]

	17
	USS ( ME
	Transfer of 800 Bytes data to the ME through channel 1 using the ME's port number, which was retrieved in step 15
	

	18
	ME ( UICC
	ENVELOPE: EVENT DOWNLOAD - Data available 2.1.1
	(800 Bytes of data in the ME buffer)

	19
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.6.1
	

	20
	ME ( UICC
	FETCH
	

	21
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.6.1
	200 Bytes with alpha identifier is displayed with bold on

	22
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.6.1
	

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.6.2
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.6.2
	200 Bytes with alpha identifier is displayed with bold off

	26
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.6.1
	

	27
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.6.1
	

	28
	ME ( UICC
	FETCH
	

	29
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.6.1
	200 Bytes with alpha identifier is displayed with bold on

	30
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.6.1
	

	31
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.6.3
	

	32
	ME ( UICC
	FETCH
	

	33
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.6.3
	200 Bytes with alpha identifier is displayed with bold off

	34
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.6.1
	


[...]
27.22.4.29.2.7.4.2
Procedure

Expected sequence 2.7 (RECEIVE DATA, with Text Attribute – Italic On)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1 PENDING
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	

	4
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	6
	ME ( UICC
	FETCH
	

	7
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	8
	ME ( USER
	The ME may display channel opening information
	

	9
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	10
	USS ( ME
	PDP context activation accept
	

	11
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or 

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.1.1
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.1.1
	

	15
	ME ( USS
	Transfer of 8 Bytes of data to the USS through channel 1
	[To retrieve ME's port number]

	16
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.1.1
	[Command performed successfully]

	17
	USS ( ME
	Transfer of 800 Bytes data to the ME through channel 1 using the ME's port number, which was retrieved in step 15
	

	18
	ME ( UICC
	ENVELOPE: EVENT DOWNLOAD - Data available 2.1.1ENVELOPE
	(800 Bytes of data in the ME buffer)

	19
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.7.1
	

	20
	ME ( UICC
	FETCH
	

	21
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.7.1
	200 Bytes with alpha identifier is displayed with italic on

	22
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.7.1
	

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.7.2
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.7.2
	200 Bytes with alpha identifier is displayed with italic off

	26
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.7.1
	

	27
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.7.1
	

	28
	ME ( UICC
	FETCH
	

	29
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.7.1
	200 Bytes with alpha identifier is displayed with italic on

	30
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.7.1
	

	31
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.7.3
	

	32
	ME ( UICC
	FETCH
	

	33
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.7.3
	200 Bytes with alpha identifier is displayed with italic off

	34
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.7.1
	


[...]
27.22.4.29.2.8.4.2
Procedure

Expected sequence 2.8 (RECEIVE DATA, with Text Attribute – Underline On)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1 PENDING
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	


	4
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	6
	ME ( UICC
	FETCH
	

	7
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	8
	ME ( USER
	The ME may display channel opening information
	

	9
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	10
	USS ( ME
	PDP context activation accept
	

	11
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.1.1
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.1.1
	

	15
	ME ( USS
	Transfer of 8 Bytes of data to the USS through channel 1
	[To retrieve ME's port number]

	16
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.1.1
	[Command performed successfully]

	17
	USS ( ME
	Transfer of 800 Bytes data to the ME through channel 1 using the ME's port number, which was retrieved in step 15
	

	18
	ME ( UICC
	ENVELOPE: EVENT DOWNLOAD - Data available 2.1.1
	(800 kBytes of data in the ME buffer)

	19
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.8.1
	

	20
	ME ( UICC
	FETCH
	

	21
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.8.1
	200 Bytes with alpha identifier is displayed with underline on

	22
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.8.1
	

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.8.2
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.8.2
	200 Bytes with alpha identifier is displayed with underline off

	26
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.8.1
	

	27
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.8.1
	

	28
	ME ( UICC
	FETCH
	

	29
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.8.1
	200 Bytes with alpha identifier is displayed with underline on

	30
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.8.1
	

	31
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.8.3
	

	32
	ME ( UICC
	FETCH
	

	33
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.8.3
	200 Bytes with alpha identifier is displayed with underline off

	34
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.8.1
	


[...]
27.22.4.29.2.9.4.2
Procedure

Expected sequence 2.9 (RECEIVE DATA, with Text Attribute – Strikethrough On)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1 PENDING
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	

	4
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	6
	ME ( UICC
	FETCH
	

	7
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	8
	ME ( USER
	The ME may display channel opening information
	

	9
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	10
	USS ( ME
	PDP context activation accept
	

	11
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or 

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.1.1
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.1.1
	

	15
	ME ( USS
	Transfer of 8 Bytes of data to the USS through channel 1
	[To retrieve ME's port number]

	16
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.1.1
	[Command performed successfully]

	17
	USS ( ME
	Transfer of 800 Bytes data to the ME through channel 1 using the ME's port number, which was retrieved in step 15
	

	18
	ME ( UICC
	ENVELOPE: EVENT DOWNLOAD - Data available 2.1.1
	(800 Bytes of data in the ME buffer)

	19
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.9.1
	

	20
	ME ( UICC
	FETCH
	

	21
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.9.1
	200 Bytes with alpha identifier is displayed with strikethrough on

	22
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.9.1
	

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.9.2
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.9.2
	200 Bytes with alpha identifier is displayed with strikethrough off

	26
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.9.1
	

	27
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.9.1
	

	28
	ME ( UICC
	FETCH
	

	29
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.9.1
	200 Bytes with alpha identifier is displayed with strikethrough on

	30
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.9.1
	

	31
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.9.3
	

	32
	ME ( UICC
	FETCH
	

	33
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.9.3
	200 Bytes with alpha identifier is displayed with strikethrough off

	34
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.9.1
	


[...]
27.22.4.29.2.10.4.2
Procedure

Expected sequence 2.10 (RECEIVE DATA, with Text Attribute – Foreground and Background Colour)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1 PENDING
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	

	4
	ME  UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	6
	ME ( UICC
	FETCH
	

	7
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	8
	ME ( USER
	The ME may display channel opening information
	

	9
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	10
	USS ( ME
	PDP context activation accept
	

	11
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.1.1
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.1.1
	

	15
	ME ( USS
	Transfer of 8 Bytes of data to the USS through channel 1
	[To retrieve ME's port number]

	16
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.1.1
	[Command performed successfully]

	17
	USS ( ME
	Transfer of 400 Bytes data to the ME through channel 1 using the ME's port number, which was retrieved in step 15
	

	18
	ME ( UICC
	ENVELOPE: EVENT DOWNLOAD - Data available 2.1.1
	(400 Bytes of data in the ME buffer)

	19
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.10.1
	

	20
	ME ( UICC
	FETCH
	

	21
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.10.1
	200 Bytes with alpha identifier is displayed with foreground and background colour

	22
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.10.1
	

	23
	UICC ( ME
	PROACTIVE COMMAND PENDING: RECEIVE DATA 2.10.2
	

	24
	ME ( UICC
	FETCH
	

	25
	UICC ( ME
	PROACTIVE COMMAND: RECEIVE DATA 2.10.2
	200 Bytes with alpha identifier is displayed with ME’s default foreground and background colour

	26
	ME ( UICC
	TERMINAL RESPONSE: RECEIVE DATA 2.10.1
	


[...]
27.22.4.30.1.4.2
Procedure

Expected sequence 1.1 (SEND DATA, immediate mode)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1 
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.1.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.1.1
	

	11
	ME ( USS
	Transfer of 8 Bytes of data to the USS through channel 1
	

	12
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.1.1
	[Command performed successfully]


[...]
Expected sequence 1.2 (SEND DATA, Store mode)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	
See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1 
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or 

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.2.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (store mode) 1.2.1 
	Send 500 Bytes of data (200 + 200 + 100)


	11
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (store mode) 1.2.1
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.2.2
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (store mode) 1.2.2 
	[200 Bytes]

	15
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (store mode) 1.2.2
	[Command performed successfully]

	16
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.2.3
	

	17
	ME ( UICC
	FETCH
	

	18
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (Immediate mode) 1.2.3 
	[100 Bytes]

	19
	ME ( USS
	Transfer of 500 Bytes of data to the USS through channel 1
	

	20
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (Immediate mode) 1.2.3
	[Command performed successfully]


[...]
Expected sequence 1.3 (SEND DATA, Store mode, Tx buffer fully used)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

 TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.3.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (store mode) 1.3.1 
	Send 1000 Bytes of data by packet of 200 Bytes

	11
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (store mode) 1.3.1
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.3.2
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (store mode) 1.3.2 
	[200 Bytes]

	15
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (store mode) 1.3.2
	[Command performed successfully]

	16
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.3.3
	

	17
	ME ( UICC
	FETCH
	

	18
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (store mode) 1.3.3
	[200 Bytes]

	19
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (store mode) 1.3.3
	[Command performed successfully]

	20
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.3.4
	

	21
	ME ( UICC
	FETCH
	

	22
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (store mode) 1.3.4 
	[200 Bytes]

	23
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (store mode) 1.3.4
	[Command performed successfully]

	24
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.3.5
	

	25
	ME ( UICC
	FETCH
	

	26
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.3.5 
	[200 Bytes]

	27
	ME ( USS
	Transfer of 1000 Bytes of data to the USS through channel 1
	

	28
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.3.5
	[Command performed successfully]


[...]
Expected sequence 1.4 (SEND DATA, 2 consecutive SEND DATA Store mode)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1 
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

 TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.3.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (store mode) 1.3.1 
	Send 1000 Bytes of data by packet of 200 Bytes


	11
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (store mode) 1.3.1
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.3.2
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (store mode) 1.3.2 
	[200 Bytes]

	15
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (store mode) 1.3.2
	[Command performed successfully]

	16
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.3.3
	

	17
	ME ( UICC
	FETCH
	

	18
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (store mode) 1.3.3
	[200 Bytes]

	19
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (store mode) 1.3.3
	[Command performed successfully]

	20
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.3.4
	

	21
	ME ( UICC
	FETCH
	

	22
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (store mode) 1.3.4 
	[200 Bytes]

	23
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (store mode) 1.3.4
	[Command performed successfully]

	24
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.3.5
	…

	25
	ME ( UICC
	FETCH
	

	26
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.3.5 
	[200 Bytes]

	27
	ME ( USS
	Transfer of 1000 Bytes of data to the USS through channel 1
	

	28
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.3.5
	[Command performed successfully]

	29
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.3.1
	

	30
	ME ( UICC
	FETCH
	

	31
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (store mode) 1.3.1 
	Send 1000 Bytes of data by packet of 200 Bytes

	32
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (store mode) 1.3.1
	[Command performed successfully]

	33
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.3.2
	

	34
	ME ( UICC
	FETCH
	

	35
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (store mode) 1.3.2 
	[200 Bytes]

	36
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (store mode) 1.3.2
	[Command performed successfully]

	37
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.3.3
	

	38
	ME ( UICC
	FETCH
	

	39
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (store mode) 1.3.3
	[200 Bytes]

	40
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (store mode) 1.3.3
	[Command performed successfully]

	41
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.3.4
	

	42
	ME ( UICC
	FETCH
	

	43
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (store mode) 1.3.4 
	[200 Bytes]

	44
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (store mode) 1.3.4
	[Command performed successfully]

	45
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.3.5
	…

	46
	ME ( UICC
	FETCH
	

	47
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.3.5 
	[200 Bytes]

	48
	ME ( USS
	Transfer of 1000 Bytes of data to the USS through channel 1
	

	49
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.3.5
	[Command performed successfully]


Expected sequence 1.5 (SEND DATA, immediate mode with a bad channel identifier)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

 TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.5.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.5.1 
	

	11
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.5.1
	[Invalid channel number]


[...]
27.22.4.30.2.1.4.2
Procedure

Expected sequence 2.1 (SEND DATA with Text Attribute – Left Alignment)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1 
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or 

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.1.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.1.1
	[alpha identifier shall be displayed with left alignment]

	11
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.1.1
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.1.2
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.1.2
	[Message shall be formatted without left alignment. Remark: If left alignment is the ME’s default alignment as declared in table A.2/22, no alignment change will take place]

	15
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.1.1
	[Command performed successfully]


[...]
27.22.4.30.2.2.4.2
Procedure

Expected sequence 2.2 (SEND DATA with Text Attribute – Center Alignment)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.2.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.2.1
	[alpha identifier shall be displayed with center alignment]

	11
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.2.1
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.2.2
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.2.2
	[Message shall be formatted without center alignment. Remark: If center alignment is the ME’s default alignment as declared in table A.2/22, no alignment change will take place]

	15
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.2.1
	[Command performed successfully]


[...]
27.22.4.30.2.3.4.2
Procedure

Expected sequence 2.3 (SEND DATA with Text Attribute – Right Alignment)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1 
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.3.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.3.1
	[alpha identifier shall be displayed with right alignment]

	11
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.3.1
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.3.2
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.3.2
	[Message shall be formatted without right alignment. Remark: If right alignment is the ME’s default alignment as declared in table A.2/22, no alignment change will take place]

	15
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.3.1
	[Command performed successfully]


[...]
27.22.4.30.2.4.4.2
Procedure

Expected sequence 2.4 (SEND DATA with Text Attribute – Large Font Size)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1 
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A or TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.4.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.4.1
	[alpha identifier shall be displayed with large font size]

	11
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.4.1
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.4.2
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.4.2
	[alpha identifier shall be displayed with normal font size]

	15
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.4.1
	[Command performed successfully]

	16
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.4.1
	

	17
	ME ( UICC
	FETCH
	

	18
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.4.1
	[alpha identifier shall be displayed with large font size]

	19
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.4.1
	[Command performed successfully]

	20
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.4.3
	

	21
	ME ( UICC
	FETCH
	

	22
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.4.3
	[alpha identifier shall be displayed with normal font size]

	23
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.4.1
	[Command performed successfully]


[...]
27.22.4.30.2.5.4.2
Procedure

Expected sequence 2.5 (SEND DATA with Text Attribute – Small Font Size)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1 
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A or TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.5.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.5.1
	[alpha identifier shall be displayed with small font size]

	11
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.5.1
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.5.2
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.5.2
	[alpha identifier shall be displayed with normal font size]

	15
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.5.1
	[Command performed successfully]

	16
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.5.1
	

	17
	ME ( UICC
	FETCH
	

	18
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.5.1
	[alpha identifier shall be displayed with small font size]

	19
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.5.1
	[Command performed successfully]

	20
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.5.3
	

	21
	ME ( UICC
	FETCH
	

	22
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.5.3
	[alpha identifier shall be displayed with normal font size]

	23
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.5.1
	[Command performed successfully]


[...]
27.22.4.30.2.6.4.2
Procedure

Expected sequence 2.6 (SEND DATA with Text Attribute – Bold On)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1 
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A or TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.6.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.6.1
	[alpha identifier shall be displayed with Bold 
on]

	11
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.6.1
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.6.2
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.6.2
	[alpha identifier shall be displayed with bold off]

	15
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.6.1
	[Command performed successfully]

	16
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.6.1
	

	17
	ME ( UICC
	FETCH
	

	18
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.6.1
	[alpha identifier shall be displayed with bold on]

	19
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.6.1
	[Command performed successfully]

	20
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.6.3
	

	21
	ME ( UICC
	FETCH
	

	22
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.6.3
	[alpha identifier shall be displayed with bold off]

	23
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.6.1
	[Command performed successfully]


[...]
27.22.4.30.2.7.4.2
Procedure

Expected sequence 2.7 (SEND DATA with Text Attribute – Italic On)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A or TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.7.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.7.1
	[alpha identifier shall be displayed with Italic 
on]

	11
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.7.1
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.7.2
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.7.2
	[alpha identifier shall be displayed with italic off]

	15
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.7.1
	[Command performed successfully]

	16
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.7.1
	

	17
	ME ( UICC
	FETCH
	

	18
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.7.1
	[alpha identifier shall be displayed with italic on]

	19
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.7.1
	[Command performed successfully]

	20
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.7.3
	

	21
	ME ( UICC
	FETCH
	

	22
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.7.3
	[alpha identifier shall be displayed with italic off]

	23
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.7.1
	[Command performed successfully]


[...]
27.22.4.30.2.8.4.2
Procedure

Expected sequence 2.8 (SEND DATA with Text Attribute – Underline On)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A or TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.8.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.8.1
	[alpha identifier shall be displayed with underline on]

	11
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.8.1
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.8.2
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.8.2
	[alpha identifier shall be displayed with underline off]

	15
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.8.1
	[Command performed successfully]

	16
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.8.1
	

	17
	ME ( UICC
	FETCH
	

	18
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.8.1
	[alpha identifier shall be displayed with underline on]

	19
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.8.1
	[Command performed successfully]

	20
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.8.3
	

	21
	ME ( UICC
	FETCH
	

	22
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.8.3
	[alpha identifier shall be displayed with underline off]

	23
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.8.1
	[Command performed successfully]


[...]
27.22.4.30.2.9.4.2
Procedure

Expected sequence 2.9 (SEND DATA with Text Attribute – Strikethrough On)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1 
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A or TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.9.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.9.1
	[alpha identifier shall be displayed with strikethrough on]

	11
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.9.1
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.9.2
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.9.2
	[alpha identifier shall be displayed with strikethrough off]

	15
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.9.1
	[Command performed successfully]

	16
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.9.1
	

	17
	ME ( UICC
	FETCH
	

	18
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.9.1
	[alpha identifier shall be displayed with strikethrough on]

	19
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.9.1
	[Command performed successfully]

	20
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.9.3
	

	21
	ME ( UICC
	FETCH
	

	22
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.9.3
	[alpha identifier shall be displayed with strikethrough off]

	23
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.9.1
	[Command performed successfully]


[...]
27.22.4.30.2.10.4.2
Procedure

Expected sequence 2.10 (SEND DATA with Text Attribute – Foreground and Background Colour)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1 
	

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A or TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.10.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.10.1
	[alpha identifier shall be displayed with foreground and background colour according to the text attribute configuration]

	11
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.10.1
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 2.10.2
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA 2.10.2
	[alpha identifier shall be displayed with ME’s default foreground and background colour]

	15
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 2.10.1
	[Command performed successfully]


[...]
27.22.4.30.3.4.2
Procedure

Expected sequence 3.1 (SEND DATA, E-UTRAN, Defaults EPS bearer, immediate mode)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 3.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 3.1.1 
	

	4
	ME ( USER
	The ME may display channel opening information
	[The user shall confirm the channel opening if required]

	5
	ME ( E-USS/NB-SS
	No PDN connectivity request

PDN CONNECTIVITY REQUEST is sent if the ME supports A.1/173 AND NOT A.1/174. 


	[The UE may request IPv4 or IPv4v6 as PDN type.]

	6
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 3.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 3.1.1B
	[Command performed successfully]

If the ME supports A.1/173 only OPEN CHANNEL 3.1.1A shall be sent.

	7
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 3.1.1
	

	8
	ME ( UICC
	FETCH
	

	9
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 3.1.1
	

	10
	ME ( E-USS/NB-SS
	Transfer of 8 Bytes of data to the USS through channel 1
	

	11
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 3.1.1
	[Command performed successfully]

	12
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 3.1.1
	

	13
	ME ( UICC
	FETCH
	

	14
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 3.1.1
	

	15
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 3.1.1
	[Command performed successfully]


[...]
Expected sequence 3.2 (SEND DATA, E-UTRAN, APN different from default APN, Store mode)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 3.2.1
	If the ME supports A.1/173 AND NOT A.1/174 only one APN will be activated in step 5.

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 3.2.1
	

	4
	ME ( USER
	The ME should not display channel opening information
	

	5
	ME ( E-USS/NB-SS
	PDN CONNECTIVITY REQUEST
	[The PDN CONNECTIVITY REQUEST shall contain the APN "Test12.rs"]
[The UE may request IPv4 or IPv4v6 as PDN type.]

	6
	E-USS/NB-SS ( ME
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
	[The E-UTRAN parameters are used]

	7
	ME ( E-USS/NB-SS
	ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	

	8
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 3.2.1
	[Command performed successfully]

	9
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 3.2.1
	

	10
	ME ( UICC
	FETCH
	

	11
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (store mode)  3.2.1 
	Send 500 Bytes of data (200 + 200 + 100)


	12
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (store mode) 3.2.1
	[Command performed successfully]

	13
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 3.2.2
	

	14
	ME ( UICC
	FETCH
	

	15
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (store mode) 3.2.2 
	[200 Bytes]

	16
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (store mode) 3.2.2
	[Command performed successfully]

	17
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 3.2.3
	

	18
	ME ( UICC
	FETCH
	

	19
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (Immediate mode) 3.2.3 
	[100 Bytes]

	20
	ME ( E-USS/NB-SS
	Transfer of 500 Bytes of data to the USS through channel 1
	

	21
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (Immediate mode) 3.2.3
	[Command performed successfully]

	22
	UICC ( ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 3.2.1
	

	23
	ME ( UICC
	FETCH
	

	24
	UICC ( ME
	PROACTIVE COMMAND: CLOSE CHANNEL 3.2.1
	

	25
	ME ( UICC
	TERMINAL RESPONSE CLOSE CHANNEL 3.2.1
	[Command performed successfully]


[...]
27.22.7.10.4.2
Procedure

Expected sequence 1.1 (EVENT DOWNLOAD - Data available)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	[Command performed successfully]

	4
	ME ( USER
	The ME may display channel opening information
	

	5
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	6
	USS ( ME
	PDP context activation accept
	

	7
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	

	8
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND DATA 1.1.1
	

	9
	ME ( UICC
	FETCH
	

	10
	UICC ( ME
	PROACTIVE COMMAND: SEND DATA (immediate) 1.1.1
	

	11
	ME ( USS
	Transfer of 8 Bytes of data to the USS through channel 1
	[To retrieve ME's port number]

	12
	ME ( UICC
	TERMINAL RESPONSE: SEND DATA (immediate) 1.1.1
	[Command performed successfully]

	13
	USS ( ME
	Data sent through the BIP channel using the ME's port number, which was retrieved in step 11
	

	14
	ME ( UICC
	ENVELOPE 1.1.1 (Event-Data Available)
	


[...]
27.22.7.11.4.2
Procedure

Expected sequence 1.1 (EVENT DOWNLOAD - Channel Status on a link dropped)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 1.1.1
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	[EVENT: channel status]

	4
	ME ( UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	[command performed successfully]

	5
	UICC ( ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 1.1.1
	See initial conditions

	6
	ME ( UICC
	FETCH
	

	7
	UICC ( ME
	PROACTIVE COMMAND: OPEN CHANNEL 1.1.1
	

	8
	ME ( USER
	The ME may display channel opening information
	

	9
	ME ( USS
	PDP context activation request
	[The UE may request IPv4 or IPv4v6 address as PDP type.]

	10
	USS ( ME
	PDP context activation accept
	

	11
	ME ( UICC
	TERMINAL RESPONSE: OPEN CHANNEL 1.1.1A

or

TERMINAL RESPONSE: OPEN CHANNEL 1.1.1B
	[Command performed successfully]

	12
	USS ( ME
	Link dropped
	

	13
	ME ( UICC
	ENVELOPE 1.1.1 (Event-Channel Status)
	


[...]
