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C.14.9
Text Telephony Package

Table C.14.9: Package Usage Information For Text Telephony Package

	Properties 
	Mandatory/

Optional
	Used in command:
	Supported Values:
	Provisioned Value:

	Conversation mode (txp/convmode, 0x0010/0x0001)
	O
	ADD, MOD, MOVE
	ALL
	None

	Communication Mode (txp/commode, 0x0010/0x0002)
	O
	ADD, MOD, MOVE
	ALL
	None

	Connection Mode (txp/connmode, 0x0010/0x0003)
	O
	ADD, MOD, MOVE
	ALL
	None

	Action at Loss of Connection (txp/lossconnection, 0x0010/0x0006)
	O
	ADD, MOD, MOVE
	ALL
	None

	V18 Options (txp/v18opt, 0x0010/0x0007)


	O
	ADD, MOD, MOVE
	ALL
	None

	Character Set (txp/characterset, 0x0010/0x0008)


	O
	ADD, MOD, MOVE
	ALL
	None

	Signals 
	Mandatory/

Optional
	Used in command:
	Duration Provisioned Value:

	None
	-
	-
	-

	
	Signal Parameters
	Mandatory/
Optional
	Supported Values:
	Duration 

Provisioned Value:

	
	-
	-
	-
	-

	Events
	Mandatory/

Optional
	Used in command:

	Connection Mode Changed (txp/connchng, 0x0010/0x0001)
	O
	ADD, MOD, MOVE, NOTIFY

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	None
	-
	-
	-

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	Communication Mode (commode, 0x0002)
	O
	As property commode
	-

	Statistics
	Mandatory/

Optional
	Used in command:
	Supported Values:

	Number of Characters Transferred (txp/chartrans, 0x0010/0x0001)
	O
	SUBTRACT
	

	Number of Alternating Turns (txp/altturns, 0x0010/0x0002)
	O
	SUBTRACT
	

	Error Codes
	Mandatory/ Optional

	None
	-


C.14.10
Call Discrimination Package

Table C.14.10: Package Usage Information For Call Discrimination Package

	Properties 
	Mandatory/

Optional
	Used in command:
	Supported Values:
	Provisioned Value:

	Call Types  (ctyp/calltyp, 0x0011/0x0001)
	O
	ADD, MOD, MOVE
	ALL
	None

	Text Call Types (ctyp/ttyp, 0x0011/0x0002)
	O
	ADD, MOD, MOVE
	ALL
	None

	V8bis Support (ctyp/v8bsup, 0x0011/0x0003)
	O
	ADD, MOD, MOVE
	ALL
	None

	Probe Message  (ctyp/probemsg, 0x0011/0x0004)
	O
	ADD, MOD, MOVE
	ALL
	None

	Probe Order (ctyp/probeorder, 0x0011/0x0005)
	O
	ADD, MOD, MOVE
	ALL
	None

	Phase Reversal Detect  (ctyp/phrevdet, 0x0011/0x0006)
	O
	ADD, MOD, MOVE
	ALL
	None

	MG Responsible for Call Discrimination Signalling (ctyp/MGCallSig, 0x0011/0x0007)
	O
	ADD, MOD, MOVE
	ALL
	None

	Signals 
	Mandatory/

Optional
	Used in command:
	Duration Provisioned Value:

	V8 Signal (ctyp/v8sig, 0x0011/0x0001)
	O
	MOD
	-

	
	Signal Parameters
	Mandatory/
Optional
	Supported Values:
	Duration 

Provisioned Value:

	
	V.8 Signal Type (ctyp/v8styp, 0x0011/0x0001)
	O
	ALL
	-

	
	V8Sig Cont (ctyp/v8scont, 0x0011/0x0002)
	O
	ALL
	-

	
	V18 XCI Enable (ctyp/v18xcien, 0x0011/0x0003)
	O
	ALL
	-

	Answer Signal (ctyp/ans, 0x0011/0x0002)
	O
	MOD
	-

	
	Signal Parameters
	Mandatory/
Optional
	Supported Values:
	Duration 

Provisioned Value:

	
	ANS Type (ctyp/AnsType, 0x0011/0x0001)
	O
	ALL
	-

	Calling Signal (ctyp/callsig, 0x0011/0x0003)
	O
	MOD
	-

	
	Signal Parameters
	Mandatory/
Optional
	Supported Values:
	Duration 

Provisioned Value:

	
	Call Signal Name (ctyp/csn, 0x0011/0x0001)
	O
	ALL
	-

	V8bis Signal
	O
	MOD
	-

	
	Signal Parameters
	Mandatory/
Optional
	Supported Values:
	Duration 

Provisioned Value:

	
	V8bisSigname (ctyp/V8bsn, 0x0011/0x0001)
	O
	ALL
	-

	
	V8bis Signal Contents (ctyp/V8bscont, 0x0011/0x0002)
	O
	ALL
	-

	V18 Probe (ctyp/v18prob, 0x0011/0x0005)
	O
	MOD
	-

	
	Signal Parameters
	Mandatory/
Optional
	Supported Values:
	Duration 

Provisioned Value:

	
	None
	-
	-
	-

	Events
	Mandatory/

Optional
	Used in command:

	Discriminating Tone Detected (ctyp/dtone, 0x0011/0x0001)
	O
	ADD, MOD, NOTIFY

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	None
	-
	-
	-

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	Discriminating Tone Type (dtt,0x0001)
	O

	ALL
	-

	
	Discriminating Tone Value (dtvalue, 0x0002)
	O
	ALL
	-

	
	V8bis Type (v8bist, 0x0003)
	O
	ALL
	-

	Call Type Discrimination Result (ctyp/calldisres, 0x0011/0x0002)
	O
	ADD, MOD, NOTIFY

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	None
	-
	-
	-

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	Discriminated Call Type (dct,0x0001)
	O
	ALL
	-

	Statistics
	Mandatory/

Optional
	Used in command:
	Supported Values:

	None
	-
	-
	-

	Error Codes
	Mandatory/ Optional

	None
	-
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