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7.7.34
Quality of Service (QoS) Profile

The Quality of Service (QoS) Profile shall include the values of the defined QoS parameters.

Octet 4 carries the allocation/retention priority octet that is defined in 3GPP TS 23.107. The allocation/retention priority octet encodes each priority level defined in 3GPP TS 23.107 as the binary value of the priority level. 

The allocation/retention priority field shall be ignored by the receiver if: 

-
the QoS profile is pre-Release '99.

-
the QoS profile IE is used to encode the Quality of Service Requested (QoS Req) field of the PDP context IE.

Octets 5 – n are coded according to 3GPP TS 24.008 [5] Quality of Service IE, The minimum length of the field QoS Profile Data is 3 octets; the maximum length is 254 octets.

 A receiving end shall interpret the QoS profile Data field to be coded based on the Length field of this parameter as follows.

· If the Length field value is 4, octets 5 – n are coded according to 3GPP TS 24.008 [5] Quality of Service IE, octets 3 – 5 (i.e. according to the pre-Release '99 format).

· If the Length field value is 12, octets 5 – n are coded according to 3GPP TS 24.008 [5] Quality of Service IE, octets 3 – 13.

· If the Length field value is 13 or greater, octets 5 – n are coded according to 3GPP TS 24.008 [5] Quality of Service IE, octets 3 – 18 and the remaining octets, if present, shall be ignored by the receiving entity.

· If the Length field value is other than described above, the QoS profile Data field shall be interpreted as invalid data.
	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1 
	Type = 135 (Decimal)
	

	
	2-3
	Length
	

	
	4
	Allocation/Retention Priority
	

	
	5-n
	QoS Profile Data
	

	
	
	
	

	
	
	
	


Figure 48: Quality of Service (QoS) Profile Information Element
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