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9.3.3 Procedures related to a termination towards a BICC network
The call related procedures detailed in table 36 shall be supported. Those procedures are defined in 3GPP TS 29.332 [15]. 
. 

Table 36: Required procedures defined in 3GPP TS 29.332 
	
	Procedure defined in 3GPP TS 29.332
	Remarks

	
	Establish Bearer
	

	
	Prepare Bearer
	

	
	Change Through-Connection
	

	
	Release Bearer 
	

	
	Release Termination
	

	
	Bearer Established
	

	
	Bearer Released
	

	
	Send Tone
	

	
	Stop Tone
	

	
	Tone completed
	

	
	Play Announcement
	Optional

	
	Stop Announcement
	Optional

	
	Announcement Completed
	Optional

	
	Confirm Char
	Optional

	
	Modify Bearer Characteristics
	Optional

	
	Reserve Char
	Optional

	
	Bearer Modified
	Optional

	
	Activate Voice Processing Function
	Optional

	
	Tunnel Information Down
	Conditional: For IP Transport at BICC termination

	
	Tunnel Information Up
	Conditional: For IP Transport at BICC termination

	
	Termination Out-of-Service
	

	
	Termination heartbeat indication
	Optional (NOTE 1)


NOTE 1: 
It is highly recommended to support the termination heartbeat indication procedure to detect hanging context and termination in the MGW that may result e.g. from a loss of communication between the MSC-S and the MGW. 
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