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*** 1st change ***

4.5.10 
Bearer Control Mode Selection

The PCEF may indicate, via the Gx reference point, a request for Bearer Control Mode (BCM) selection at IP-CAN session establishment or IP-CAN session modification (as a consequence of an SGSN change). It will be done using the PCC rule request procedure.

The PCEF will supply, if available, the Bearer-Control-Mode AVP and the Network-Request-Support AVP in the CC-Request with a CC-Request-Type AVP set to the value “INITIAL_REQUEST”. The Network-Request-Support AVP indicates the access network support of the network requested bearer control. 

For GPRS, the GGSN shall only include the Network-Request-Support AVP if it supports this procedure and both the UE and the SGSN has previously indicated to the GGSN that they also support it. The Bearer-Control-Mode AVP shall be included if the GGSN received it from the SGSN. 

The PCRF derives the Selected Bearer-Control-Mode AVP based on the received Network-Request-Support AVP, the Bearer-Control-Mode AVP, access network information, subscriber information and operator policy. The Selected Bearer-Control-Mode AVP shall be provided to the PCEF using the PCC Rules provision procedure at IP-CAN session establishment. The PCEF should forward it to the UE. The selected value will be applicable for the whole IP-CAN session (in GPRS, it is applicable to all PDP Contexts within the activated PDP Address/APN pair).

The BCM selection procedure can also be triggered as a consequence of a change of SGSN. 

NOTE: 
This scenario will likely happen when there is PLMN change that force a BCM change to UE-only due to the lack of support of Nw-only procedures. There are several valid solutions such as enforcing the IP-CAN termination, or retaining the IP-CAN session with either all the bearers or only with the bearers with bearer binding related to UE-only procedures. A preferred solution is not specified in Rel-7 and is left as an implementation choice.
*** End of changes ***
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