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	Reason for change:
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	CT1 have introduced a procedure to allow a network operator to steer a mobile terminal to a desired PLMN. This procedure is invoked when the mobile terminal receives a REFRESH command with specific qualifier.

In order to support this, a new Refresh Command qualifier and associated parameters needs to be defined 
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	The values zz, xx and yy are defined by ETSI SCP. A LS will need to be sent to ETSI SCP to reserve a bit within Terminal Profile and to reserve a new refresh command qualifier within ETSI TS 102.223 and to reserve new COMPREHENSION-TLV tag value within ETSI TS 101 220
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*** First Change *** 
5.2
Structure and coding of TERMINAL PROFILE

Direction: ME to UICC.

The command header is specified in TS 31.101 [13].

Command parameters/data:

	Description
	Clause
	M/O/C
	Length

	Profile
	-
	M
	lgth


-
Profile:

Contents:

-
The list of USAT facilities that are supported by the ME.

Coding:

-
1 bit is used to code each facility:

· bit = 1: facility supported by ME.

· bit = 0: facility not supported by ME.

NOTE:
several bits may need to be set to 1 for the support of the same facility. This is because of backward compatibility with SAT: several options existed in SAT for a given facility, and they are mandatory in USAT when this facility is supported.

First byte (Download):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	SMS-PP data download

	
	
	
	
	
	
	
	
	
	
	Cell Broadcast data download

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if SMS-PP data download is supported

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported 

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported 


Second byte (Other):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Call Control by USIM

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported

	
	
	
	
	
	
	
	
	
	
	MO short message control by USIM 

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]


Third byte (Proactive UICC):

-
See ETSI TS 102 223 [32].

Fourth byte (Proactive UICC):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: SEND SHORT MESSAGE 

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: SEND SS 

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: SEND USSD

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (NMR) - in 3GPP terms, this indicates support for GERAN


Fifth byte (Event driven information):

-
See ETSI TS 102 223 [32].

Sixth byte (Event driven information extensions):

-
See ETSI TS 102 223 [32].

Seventh byte (Multiple card proactive commands) for class "a":

-
See ETSI TS 102 223 [32].

Eighth byte (Proactive UICC):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported


Ninth byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (Timing Advance)

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]


Tenth byte (Soft keys support) for class "d":

-
See ETSI TS 102 223 [32].

Eleventh byte: (Soft keys information):

-
See ETSI TS 102 223 [32].

Twelfth byte:

-
See ETSI TS 102 223 [32].

Thirteenth byte:

-
See ETSI TS 102 223 [32].

Fourteenth byte: (Screen height):

-
See ETSI TS 102 223 [32].

Fifteenth byte: (Screen width):

-
See ETSI TS 102 223 [32].

Sixteenth byte: (Screen effects):

-
See ETSI TS 102 223 [32].

Seventeenth byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	HSDPA (if class "e" is supported)


Eighteenth byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	CALL CONTROL on GPRS

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]


Nineteenth byte: (reserved for TIA/EIA-136 facilities):

-
See ETSI TS 102 223 [32].

Twentieth byte: (reserved for TIA/EIA/IS-820 facilities):

-
See ETSI TS 102 223 [32].

Twenty-first byte (Extended Launch Browser Capability) for class "c":

-
See ETSI TS 102 223 [32].

Twenty second byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Support of UTRAN PS with extended parameters

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Toolkit-initiated GBA

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]


Twenty third byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (NMR(UTRAN))

	
	
	
	
	
	
	
	
	
	
	USSD Data download and application mode


Twenty fourth byte for class "i":

-
See ETSI TS 102 223 [32].

Twenty-fifth byte (Event driven information extensions):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Event: I-WLAN Access status (if class "e" is supported)

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]


Twenty-sixth byte (Event driven information extensions):

-
See ETSI TS 102 223 [32].

Twenty-seventh byte (Event driven information extensions):

-
See ETSI TS 102 223 [32].

Twenty-eighth byte (Text attributes):

-
See ETSI TS 102 223 [32].

Twenty-ninth byte (Text attributes):

-
See ETSI TS 102 223 [32].

Thirtieth byte: 

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	I-WLAN bearer support (if class "e" is supported)

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (WSID of the current I-WLAN connection)

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	"Steering of Roaming" REFRESH support

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]


Subsequent bytes:

-
See ETSI TS 102 223 [32].

Response parameters/data:

-
None.

*** Second Change *** 
6.4.7
REFRESH

See ETSI TS 102 223 [32] except for "3G Session Reset" and "Steering of Roaming" which are defined as follows.

3G Session Reset. This mode causes the ME to reset the 3G session, in accordance with the 3G session reset procedure defined in TS 31.102 [14]. Subsequently, the ME performs the "USIM Initialization and File Change Notification" procedure and the MM Restart procedure as defined in TS 23.122 [7].

Steering of Roaming. This mode triggers a steering of roaming procedure as defined in TS 23.122 [7].

*** Third Change *** 
6.6.13
REFRESH

For all REFRESH modes except "Steering of Roaming", see ETSI TS 102 223 [32].
For "Steering of Roaming":

	Description
	Clause
	M/O/C
	Min
	Length

	Proactive UICC command Tag
	9.2
	M
	Y
	1

	Length (A+B+C+D+E+F+G)
	-
	M
	Y
	1 or 2

	Command details
	8.6
	M
	Y
	A

	Device identities
	8.7
	M
	Y
	B

	Alpha identifier
	8.2
	O
	N
	C

	Icon identifier
	8.31
	O
	N
	D

	Text Attribute
	8.70
	C
	N
	E

	Frame Identifier
	8.82
	O
	N
	F

	PLMNwAcT List
	8.nn
	M
	N
	G


The Text attribute applies to the Alpha Identifier. It may be present only if the Alpha Identifier is present.

*** Fourth Change *** 
8.6
Command details

The content and the coding of the Command Details TLV object is defined in ETSI TS 102 223 [32], except for the following.

The coding of the Command Qualifier is defined for the following commands:

-
SEND SS:

this byte is RFU.

-
SEND USSD:

this byte is RFU.

-
PROVIDE LOCAL INFORMATION. The following additional values are defined:


'00' = Location Information (MCC, MNC, LAC, Cell Identity and Extended Cell Identity)


'02' = Network Measurement results.


'05' = Timing Advance.



'0C' = current WSID.

-
REFRESH.  The following additional values are defined:

'zz' = Steering of Roaming.

*** Fifth Change *** 
8.nn
PLMNwAcT List

	Byte(s)
	Description
	Length

	1
	PLMNwAcT List tag
	1

	2
	Length (n-2)
	1

	3 to 5
	1st PLMN Identifier(highest priority)
	3

	6 to 7
	1st PLMN Access Technology Identifier
	2

	:
	:
	

	(5n-4) to (5n‑2)
	nth PLMN Identifier (lowest priority)
	3

	(5n-1) to 5n
	nth PLMN Access Technology Identifier
	2


Coding of PLMN Identifier:


As for PLMN within EFPLMNwACT in TS 31.102 [14].

Coding of PLMN Access Technology Identifier:


As for Access Technology Identifier within EFPLMNwACT in TS 31.102 [14].

*** Sixth Change *** 
9.3
COMPREHENSION-TLV tags in both directions

	Description
	Length of tag
	Tag value, bits 1-7 (Range: '01' - '7E')
	Tag 

(CR and Tag value)

	SS string tag
	1
	'09'
	'09' or '89'

	USSD string tag
	1
	'0A'
	'0A' or '8A'

	SMS TPDU tag
	1
	'0B'
	'0B' or '8B'

	Cell Broadcast page tag
	1
	'0C'
	'0C' or '8C'

	Cause tag
	1
	'1A'
	'1A' or '9A'

	Transaction identifier tag
	1
	'1C'
	'1C' or '9C'

	BCCH channel list tag
	1
	'1D'
	'1D' or '9D'

	BC Repeat Indicator tag
	1
	'2A'
	'2A' or 'AA'

	Timing Advance tag
	1
	'2E'
	'2E' or 'AE'

	PDP context Activation parameters tag
	1
	‘52’
	‘52’ or ‘D2’

	UTRAN Measurement Qualifier tag
	1
	'69'
	'69' or 'E9'

	I-WLAN Identifier tag
	1
	'4A'
	'4A' or 'CA'

	I-WLAN Access Status tag
	1
	'4B'
	'4B' or 'CB'

	PLMNwAcT List tag
	1
	'xx'
	'xx' or 'yy'


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





