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2
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[1]
3GPP TS 29.228: "IP Multimedia (IM) Subsystem Cx and Dx interfaces; Signalling flows and message contents".

[2]
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[15]
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[17]
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* * * Second Change * * * *

5.1
Command codes allocated for 3GPP

Based on the IETF RFC 3589 [10] the IANA has allocated a standard command code range 300 ‑ 313 for 3GPP. The command codes are presented in the following table. 

Table 5.1/1: Command codes allocated for 3GPP

	Command code
	Command name
	Abbreviation
	Specified in 3GPP TS

	300
	User-Authorization-Request/-Answer
	UAR/UAA
	29.229 [2]

	301
	Server-Assignment-Request/-Answer
	SAR/SAA
	

	302
	Location-Info-Request/-Answer
	LIR/LIA
	

	303
	Multimedia-Auth-Request/-Answer
	MAR/MAA
	

	304
	Registration-Termination-Request/-Answer
	RTR/RTA
	

	305
	Push-Profile-Request/-Answer
	PPR/PPA
	

	306
	User-Data-Request/-Answer
	UDR/UDA
	29.329 [4]

	307
	Profile-Update-Request/-Answer
	PUR/PUA
	

	308
	Subscribe-Notifications-Request/-Answer
	SNR/SNA
	

	309
	Push-Notification-Request/-Answer
	PNR/PNA
	

	310
	Boostrapping-Info-Request/Answer
	BIR/BIA
	29.109 [7]

	311
	Message-Process-Request/Answer
	MPR/MPA
	29.140 [16]

	312
	GBAPush-Info-Request/Answer
	GPR/GPI
	29.109 [7]


Editors note: The following command codes have been allocated to 3GPP, but they have not been used yet.

Table 5.1/2: Command codes allocated for 3GPP

	313
	
	
	


As defined in the IETF RFC 5516 [xx]. IANA has allocated the following command code values for the S6a/S6d interface application and S13/S13’ interface  application. 
Table 5.1/3: SAE related Command codes allocated for 3GPP

	316
	Update-Location-Request/Answer
	ULR/ULA
	29.272 [21]

	317
	Cancel-Location-Request/Answer
	CLR/CLA
	

	318
	Authentication- Information-Request/Answer
	AIR/AIA
	

	319
	Insert Subscriber Data-Request/Answer
	IDR/IDA
	

	320
	Delete-Subscriber-Data-Request/Answer
	DSR/DSA
	

	321
	 Purge-UE-Request/Answer
	PUR/PUA
	

	322
	Reset-Request/Answer
	RSR/RSA
	

	323
	Notify-Request/Answer
	NOR/NOA
	

	324
	ME-Identity-Check-Request/Answer
	ECR/ECA
	


* * * End of Changes * * * *
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