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*** Proposed Change ***
10.1.4
SIP-Auth-Data-Item
The SIP-Auth-Data-Item AVP is defined in 3GPP TS 29.229 [6]. However three new more conditional AVPs are needed for WLAN Wx reference point.

AVP format

SIP-Auth-Data-Item :: = < AVP Header : 612 >


[ SIP-Item-Number ]


[ SIP-Authentication-Scheme ]


[ SIP-Authenticate ]


[ SIP-Authorization ]


[ SIP-Authentication-Context ]


[Confidentiality-Key]


[Integrity-Key]


[Authentication-Method]


[Authentication-Information-SIM]


[Authorization-Information-SIM]


* [AVP]

*** Next Change ***

10.1.8
WLAN-User-Data
The WLAN-User-Data AVP is of type Grouped. This AVP contains the WLAN User Profile information for the 3GPP AAA Server to authorize the service.

AVP format

WLAN-User-Data::= <AVP header: 303>


[Subscription-ID ]


{ WLAN-Access }


{ WLAN-3GPP-IP-Access }


[ Session-Timeout ]


*[ APN-Authorized ]


*[ Maximum-Number-Accesses ]


{ WLAN-Direct-IP-Access }


[ QoS- Resources ]


* [AVP]

The QoS-Auth-Resources AVP in the WLAN-User-Data grouped AVP shall contain the subscribed QoS in WLAN Direct IP Access case.
*** Next Change ***

10.1.10
Charging-Data
The Charging-Data AVP is of type Grouped, and contains the addresses of the charging functions.

AVP format

Charging-Data::= <AVP header: 304>

{ Charging-Characteristics }

{ Charging-Nodes}

  * [AVP]

When this AVP is present within the APN-Authorised AVP, charging data apply to the specific W-APN within the APN-Authorised AVP and shall prevail over the general received Charging-Data.
*** Next Change ***

10.1.14
APN-Authorized
The APN-Authorized AVP is of type Grouped and contains authorization information for the APNs. This AVP indicates the list of allowed W-APNs and the environment where the access is allowed (visited or home PLMN).

Also information is provided about the WLAN UE remote IP address when it has been statically assigned by the operator.

AVP format

APN-Authorized::= <AVP header: 307>


{ 3GPP-WLAN-APN-Id }


{ APN-Barring-Type}


[ Framed-IP-Address]


*[Framed-IPv6-Prefix] 

[ Max-Requested-Bandwidth ] 

[ QoS- Resources ]

*[AVP]

*** Next Change ***

10.1.28
Charging-Nodes

The Charging-Nodes AVP is of type Grouped, and contains the addresses of the charging functions, as described in 3GPP TS 32.240 [23].

AVP format

Charging-Nodes::= <AVP header: 315>

[ Primary-OCS-Charging-Function-Name ]

[ Secondary-OCS-Charging-Function-Name]

[ Primary-Charging-Collection-Function-Name  ]

[ Secondary-Charging-Collection-Function-Name ]

  * [AVP]
*** End of Change ***
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