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*** 1st Change ***

5.3
Rx specific AVPs

Table 5.3.1 describes the Diameter AVPs defined for the Rx interface protocol, their AVP Code values, types, possible flag values, whether or not the AVP may be encrypted and which supported feature the AVP is applicable to. The Vendor-Id header of all AVPs defined in the present document shall be set to 3GPP (10415).

NOTE:
Most of these AVPs have already been defined in 3GPP TS 29.209 [5] for Rel-6. Their definition is based on the one used for Rel-6 with some possible modifications to be applied to the Rel-7 protocols.

Table 5.3.1: Rx specific Diameter AVPs 

	
	AVP Flag rules (note 1)
	

	Attribute Name
	AVP Code
	Clause defined
	Value Type (note 2)
	Must
	May
	Should not
	Must not
	May Encr.
	Applicability

(note 3)

	Abort-Cause
	500
	5.3.1
	Enumerated
	M,V
	P
	
	
	Y
	

	Access-Network-Charging-Address
	501
	5.3.2
	Address
	M,V
	P
	
	
	Y
	

	Access-Network-Charging-Identifier
	502
	5.3.3
	Grouped
	M,V
	P
	
	
	Y
	

	Access-Network-Charging-Identifier-Value
	503
	5.3.4
	OctetString
	M,V
	P
	
	
	Y
	

	Acceptable-Service-Info
	526
	5.3.24
	Grouped
	M,V
	P
	
	
	Y
	

	AF-Application-Identifier
	504
	5.3.5
	OctetString
	M,V
	P
	
	
	Y
	

	AF-Charging-Identifier
	505
	5.3.6
	OctetString
	M,V
	P
	
	
	Y
	

	Application-Service-Provider-Identity
	532
	5.3.29
	UTF8String
	V
	P
	
	M
	Y
	SponsoredConnectivity

	Codec-Data 
	524
	5.3.7
	OctetString
	M,V
	P
	
	
	Y
	

	Flow-Description
	507
	5.3.8
	IPFilterRule
	M,V
	P
	
	
	Y
	

	Flow-Number
	509
	5.3.9
	Unsigned32
	M,V
	P
	
	
	Y
	

	Flows
	510
	5.3.10
	Grouped
	M,V
	P
	
	
	Y
	

	Flow-Status
	511
	5.3.11
	Enumerated
	M,V
	P
	
	
	Y
	

	Flow-Usage
	512
	5.3.12
	Enumerated
	M,V
	P
	
	
	Y
	

	Service-URN
	525
	5.3.23
	OctetString
	M,V
	P
	
	
	Y
	

	Specific-Action
	513
	5.3.13
	Enumerated
	M,V
	P
	
	
	Y
	

	Max-Requested-Bandwidth-DL
	515
	5.3.14
	Unsigned32
	M,V
	P
	
	
	Y
	

	Max-Requested-Bandwidth-UL
	516
	5.3.15
	Unsigned32
	M,V
	P
	
	
	Y
	

	Media-Component-Description
	517
	5.3.16
	Grouped
	M,V
	P
	
	
	Y
	

	Media-Component-Number
	518
	5.3.17
	Unsigned32
	M,V
	P
	
	
	Y
	

	Media-Sub-Component
	519
	5.3.18
	Grouped
	M,V
	P
	
	
	Y
	

	Media-Type
	520
	5.3.19
	Enumerated
	M,V
	P
	
	
	Y
	

	MPS-Identifier
	528
	5.3.30
	OctetString
	V
	P
	
	M
	Y
	

	RR-Bandwidth
	521
	5.3.20
	Unsigned32
	M,V
	P
	
	
	Y
	

	RS-Bandwidth
	522
	5.3.21
	Unsigned32
	M,V
	P
	
	
	Y
	

	Service-Info-Status
	527
	5.3.25
	Enumerated
	M,V
	P
	
	
	Y
	

	SIP-Forking-Indication
	523
	5.3.22
	Enumerated
	M,V
	P
	
	
	Y
	

	Sponsor-Identity
	531
	5.3.28
	UTF8String
	V
	P
	
	M
	Y
	SponsoredConnectivity

	Sponsored-Connectivity-Data
	530
	5.3.27
	Grouped
	V
	P
	
	M
	Y
	SponsoredConnectivity

	AF-Signalling-Protocol
	529
	5.3.26
	Enumerated
	V
	P
	
	M
	Y
	ProvAFsignalFlow

	NOTE 1:
The AVP header bit denoted as 'M', indicates whether support of the AVP is required. The AVP header bit denoted as 'V', indicates whether the optional Vendor-ID field is present in the AVP header. For further details, see RFC 3588 [10].

NOTE 2:
The value types are defined in RFC 3588 [10].
NOTE 3: 
AVPs marked with “ProvAFsignalFlow” or “SponsoredConnectivity” are applicable as described in clause 5.4.1


*** 2nd Change ***

5.3.28
Sponsor-Identity AVP

The Sponsor-Identity AVP (AVP code xxb) is of type UTF8String and is used for sponsored data connectivity purposes as an identifier of the sponsor. 
*** 3rd Change ***

5.3.29
Application-Service-Provider-Identity AVP

The Application-Service-Provider-Identity AVP (AVP code xxc) is of type UTF8String and is used for sponsored data connectivity purposes as an identifier of the application service provider.
*** End of Changes ***
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