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	Reason for change:
(

	The "from-change" option tag shall not be used to indicate whether a UE wants the terminating identity or not. Instead it shall be used to indicate whether the UE wants to receive changes of the remote identity during the establishment of a communication or during the established communication.
The existing text:

"If the originating user is subscribed to the TIP services and wants to receive the TIP the UE shall add the option tag "from-change" to the Supported header field in the initial request."

is very misleading and confusing.

Further, the second "TIP" in the above statement is confusing. The assumption is that it means the "terminating identity"

	
	

	Summary of change:
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	The paragraph describing when to use the "from-change" option tag is rephrased to better reflect what it is used for.
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not approved:
	Missunderstanding of the usage of the option tag "from-change" can result in interoperability problems.
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------------------------------------------- 1st change----------------------------------------------
4.5.2.1
Actions at the originating UE
A UE that supports the TIP service signalling procedures shall support the receipt, in SIP responses to SIP requests initiating a dialog or for standalone transactions, one or more P-Asserted-Identity headers, each one containing a network-provided identity information of the terminating user.

If no P-Asserted‑Identity header fields are present, but a Privacy header field set to "id" was present, then the 
network-provided identity information was withheld due to presentation restriction.

If neither P-Asserted-Identity header fields nor a Privacy header fields set to "id" are present, then the network-provided identity information was not available (due, for example, to interworking with other networks).

Once a 2xx response is received, the P-Asserted-Identity header field of the first 2xx response is used, e.g. when presenting the identity to the user.

NOTE 1:
Any P-Asserted-Identity received in a provisional response is outside the scope of this service.

If the originating user is subscribed to the TIP services and wants to receive changes of the terminating identity in the dialog the UE shall add the option tag "from-change" to the Supported header field in the initial request. 

NOTE 2:
This option tag is used to indicate that a UA supports changes to URIs in From and To header fields during a dialog. Not setting this indication shows that the UE is not supporting this procedure.

----------------------------------------- End changes---------------------------------------------
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