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	In current subclauses 5.8.2.1.1.3 and 5.8.2.1.1.4 of TS 24.229, there is duplicated description when MRFC receives an INVITE for thepurpose of Ad-hoc conferences and transcoding, which is related to reference in subclause 4.1 refering to major capabilities listed in table A.4 in Annex A.2.1.2. In addition, the description here is not align with the text in subclause 5.8.2.1.1.2.

	
	

	Summary of change:
(

	Deleting the duplicated description.

	
	

	Consequences if 
(

not approved:
	Misalignment statement in the same subclause 5.8.2.1.1

	
	

	Clauses affected:
(

	5.8.2.1.1.3, 5.8.2.1.1.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


*** FIRST MODIFICATION ***
5.8.2.1.1.3
Ad-hoc conferences

The MRFC can receive INVITE requests to set up an ad-hoc conferencing session (for example a multiparty call) or to add parties to the conference. The MRFC acts as terminating UA in this case.

When the MRFC receives an INVITE request for ad hoc conferencing, the MRFC shall:

-
send 100 (Trying) response.

When the MRFC receives an INVITE request to add a party to an existing ad hoc conference (i.e. MRFC conference identifier), the MRFC shall:

-
send 100 (Trying) response.

5.8.2.1.1.4
Transcoding

The MRFC may receive INVITE requests to set up transcoding between endpoints with incompatible codecs. The MRFC acts as terminating UA in this case.

When the MRFC receives an INVITE request for transcoding and a codec is supplied in SDP, the MRFC shall:

-
send 100 (Trying) response.

When the MRFC receives an INVITE request with an indicator for transcoding but no SDP, the MRFC shall:

-
send 183 (Session Progress) response with list of codecs supported by the MRFC/MRFP.

*** END OF MODIFICATION ***
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