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* * * First Change * * * *
17.7.6
Short message data types

.$MAP-SM-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SM-DataTypes (16) version16 (16)}

DEFINITIONS

****text not shown for clarity****
MT-ForwardSM-Res ::= SEQUENCE {


sm-RP-UI

SignalInfo
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...
 }

****text not shown for clarity****

.#END
* * * Next Change * * * *
17.7.7
Error data types

.$MAP-ER-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ER-DataTypes (17) version16 (16)}

DEFINITIONS
****text not shown for clarity****

IMPORTS

****text not shown for clarity****


SignalInfo,


BasicServiceCode,


NetworkResource,


AdditionalNetworkResource,

IMSI,

Time
FROM MAP-CommonDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version16 (16)}

****text not shown for clarity****

AbsentSubscriberSM-Param ::= SEQUENCE {


absentSubscriberDiagnosticSM
AbsentSubscriberDiagnosticSM
OPTIONAL,


-- AbsentSubscriberDiagnosticSM can be either for non-GPRS 


-- or for GPRS


extensionContainer
ExtensionContainer
OPTIONAL,


...,


additionalAbsentSubscriberDiagnosticSM  
[0] 
AbsentSubscriberDiagnosticSM
OPTIONAL,

-- if received, additionalAbsentSubscriberDiagnosticSM 


-- is for GPRS and absentSubscriberDiagnosticSM is 


-- for non-GPRS

imsi


[1] IMSI

OPTIONAL,

-- when sent from HLR to IP-SM-GW, IMSI shall be present if UNRI is not set 

-- to indicate that the absent condition is met for CS and PS but not for IMS.

requestedRetransmissionTime
[x] Time

OPTIONAL}
****text not shown for clarity****

.#END
* * * End Of  Change * * * *
