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******************************** First Change ************************************
4.5.17.6
Report in case of Monitoring Time provided
If Monitoring-Time AVP was provided within one instance of the Granted-Service-Unit AVP included within the Usage-Monitoring-Information AVP by the PCRF, and if the PCEF needs to report the accumulated usage when one of the events defined in subclauses 4.5.17.1-4.5.17.5 occurs before the monitoring time, the PCEF shall report the accumulated usage as defined in sub-clauses 4.5.17.1-4.5.17.5 and the PCEF shall not retain the monitoring time; otherwise,
-
If two instances of the Granted-Service-Unit AVP are provided by the PCRF, then the PCEF shall, at the monitoring time, reset the usage threshold to the value of the Granted-Service-Unit AVP with the Monitoring-Time AVP.
-
If only one instance of the Granted-Service-Unit AVP is provided by the PCRF, then the PCEF shall, at the monitoring time, reset the usage threshold to the remaining value of the Granted-Service-Unit AVP previously sent by the PCRF (i.e. excluding the accumulated volume or time usage).
-
For both cases, the usage report from the PCEF shall include two instances of the Used-Service-Unit AVP, one of them to indicate the usage before the monitoring time and the other one accompanied by the Monitoring-Time AVP under the same Used-Service-Unit AVP to indicate the usage after the monitoring time.
When the PCRF receives the accumulated usage report in a CCR command, the PCRF shall indicate to the PCEF if usage monitoring shall continue as defined in clause 4.5.16. The PCRF may provide the Monitoring-Time AVP again within one instance of the Granted-Service-Unit AVP if reports for the accumulated usage before and after the provided monitoring time are required.
******************************** Second Change ************************************
4b.5.7.7
Report in case of Monitoring Time provided
If Monitoring-Time AVP was provided within one instance of the Granted-Service-Unit AVP included within the Usage-Monitoring-Information AVP by the PCRF, and if the TDF needs to report the accumulated usage when one of the events defined in sub-clauses 4b.5.7.2-4b.5.7.6 occurs before the monitoring time, the PCEF shall report the accumulated usage as defined sub-clauses 4b.5.7.2-4b.5.7.6 and the TDF shall not retain the monitoring time; otherwise,
-
If two instances of the Granted-Service-Unit AVP are provided by the PCRF, then the TDF shall, at the monitoring time, reset the usage threshold to the value of the Granted-Service-Unit AVP with the Monitoring-Time AVP.
-
If only one instance of the Granted-Service-Unit AVP is provided by the PCRF, then the TDF shall, at the monitoring time, reset the usage threshold to the remaining value of the Granted-Service-Unit AVP previously sent by the PCRF (i.e. excluding the accumulated volume and/or time usage).
-
For both cases, the usage report from the TDF shall include two instances of the Used-Service-Unit AVP, one of them to indicate the usage before the monitoring time and the other one accompanied by the Monitoring-Time AVP under the same Used-Service-Unit AVP to indicate the usage after the monitoring time.
When PCRF receives the accumulated usage report in a CCR command, the PCRF shall indicate to the TDF if usage monitoring shall continue as defined in clause 4b.5.6. The PCRF may provide the Monitoring-Time AVP again within one instance of the Granted-Service-Unit AVP if reports for the accumulated usage before and after the provided monitoring time are required.
******************************* End of Changes *************************************

