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1st Change

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication and/or edition number or version number) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: “Vocabulary for 3GPP Specifications”.

[2]
3GPP TS 23.203: “Policy Control and charging architecture”.

[3]
3GPP TS 23.060: “General Packet Radio Service (GPRS); Service description; Stage 2”.

[4]
3GPP TS 23.107: “Quality of Service (QoS) concept and architecture”.

[5]
3GPP TS 24.229: “IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3”.
[6]
3GPP TS 26.234: “End-to-end transparent streaming service; Protocols and codecs”.

[7]
Void.

[8]
Void

[9]
3GPP TS 29.212: “Policy and Charging Control (PCC); Reference points”.

[10]
3GPP TS 29.214: “Policy and Charging Control over Rx reference point”.

[11]
IETF RFC 2327: “SDP: Session Description Protocol”.

[12]
IETF RFC 3264: “An Offer/Answer model with the Session Description Protocol (SDP)”.

[13]
IETF RFC 3556: “Session Description Protocol (SDP) Bandwidth Modifiers for RTP Control Protocol (RTCP) Bandwidth”.

[14]
IETF RFC 3588: “Diameter Base Protocol”.

[15]
IETF RFC 5245: “Interactive Connectivity Establishment (ICE): A Protocol for Network Address Translator (NAT) Traversal for Offer/Answer Protocols”.

[16]
IETF RFC 4145: “TCP-Based Media Transport in the Session Description Protocol (SDP)”.

[17]
IETF RFC 4975: “The Message Session Relay Protocol (MSRP)”.
[18]
3GPP2 C.S0046-0 v1.0: “3G Multimedia Streaming Services”.
[19]
3GPP2 C.S0055-A v1.0: “Packet Switched Video Telephony Services (PSVT/MCS)”.

[20]
Void

[21]
3GPP TS 23.402: “Architecture Enhancements for non-3GPP accesses”.
[22]
3GPP TS 29.215: “Policy and Charging Control over S9 reference point”.
[23]
IETF RFC 3890: “A Transport Independent Bandwidth Modifier for the Session Description Protocol (SDP) “.

[24]
3GPP TS 24.292: “IP Multimedia (IM) Core Network (CN) subsystem Centralized Services (ICS); Stage 3”.
[25]
3GPP TS 23.335: “User Data Convergence (UDC); Technical realization and information flows; Stage 2”.

[26]
3GPP TS 29.335: “User Data Convergence (UDC); User Data Repository Access Protocol over the Ud interface; Stage 3”.
[27]
3GPP TS 23.216: “Single Radio Voice Call Continuity (SRVCC); Stage 2”.
[28]
3GPP TS 29.219: “Policy and Charging Control over Sy reference point”.
[29]
3GPP TS 26.114: “IP Multimedia Subsystem (IMS); Multimedia Telephony; Media handling and interaction”
[30]
3GPP TS 26.247: “Transparent end-to-end Packet-switched Streaming Service (PSS) Progressive Download and Dynamic Adaptive Streaming over HTTP (3GP-DASH) “.
[31]
Void.
[32]
Broadband Forum WT-134: “Policy Control Framework” (work in progress).

[33]
IETF RFC 7683 draft-ietf-dime-ovli-02: "Diameter Overload Indication Conveyance".
[34]
3GPP TS 23.468: "Group Services and System Aspects; Group Communication System Enablers for LTE (GCSE LTE).

[35]
3GPP TS 23.380: "IMS Restoration Procedures".
[36]
3GPP TS 29.217: “Policy and Charging Control: Congestion Reporting over Np reference point”.
[37]
3GPP TS 23.003: "Numbering, addressing and identification".
[38]
3GPP TS 23.682: "Architecture enhancements to facilitate communications with packet data networks and applications".

[39]
IETF RFC 5761: "Multiplexing RTP Data and Control Packets on a Single Port".
[40]
IETF draft-ietf-dime-drmp-02: "Diameter Routing Message Priority".
Editor's note:
The above document cannot be formally referenced until it is published as an RFC. 
[51]
3GPP TS 23.335: "User Data Convergence (UDC); Technical realization and information flows; Stage 2".

[52]
3GPP TS 29.335: "User Data Convergence (UDC); User Data Repository Access Protocol over the Ud interface; Stage 3".
[53]
3GPP TS 29.201: "Representational State Transfer (REST) reference point between Application Function (AF) and Protocol Converter (PC)".

[54]
3GPP TS 29.155: "Traffic Steering Control; Representational State Transfer (REST) over St reference point".

[55]
3GPP TS 32.240: "Telecommunication management; Charging management; Charging architecture and principles".
[56]
3GPP TS 29.154: "Service Capability Exposure Function over Nt reference point".
2ndChange

6.1.1
UE-Initiated IP-CAN bearers

This clause covers the case where the UE is capable to initiate/modify the IP-CAN bearers sending requests to the PCEF/BBERF. When a UE desires to establish/modify an IP-CAN bearer the following steps are followed:

1.
The AF can map from SDI within the AF session signalling to service information passed to the PCRF over the Rx interface. (see clause 6.2 if SDP is used as SDI).

2.
The PCRF shall map from the service information received over the Rx interface to the Authorized IP QoS parameters that shall be passed to the PCEF/BBERF via the Gx/Gxx interface. The mapping is performed for each IP flow. Upon a request from the PCEF/BBERF, the PCRF combines per direction the individual Authorized IP QoS parameters per flow (see clause 6.3).

3.
The UE derives access specific QoS parameters, e.g. UMTS QoS parameters, and, if an IP BS manager is present, IP QoS parameters from the AF session signalling in an application specific manner. The IP and access specific QoS parameters should be generated according to application demands.

For GPRS, the recommendations for conversational (3GPP TS 26.114 [29]) or streaming applications (3GPP TS 26.234 [6]) should also be taken into account when the UE derives the IP and UMTS QoS parameters. If SDP is used as SDI, e.g. for IMS, the UE should apply clause 6.5.1.and should also apply mapping rules for the authorised QoS parameters in clause 6.5.2 to derive the maximum values for the different requested bit rates and traffic classes. In case the UE multiplexes several IP flows onto the same PDP Context, it has to combine their IP and UMTS QoS parameters. If an IP BS manager is present, the Translation/Mapping function maps the IP QoS parameters to the corresponding UMTS QoS parameters.

4.
The PCEF/BBERF shall map from the Authorized IP QoS parameters received from PCRF to the Authorized access specific QoS parameters.

For GPRS. The GGSN shall map to the Authorized UMTS QoS parameters (see clause 6.4.1.1).

5.
The PCEF/BBERF shall compare the requested access specific QoS parameters against the authorized access specific QoS parameters.

For GPRS, the GGSN shall compare the UMTS QoS parameters of the PDP context against the Authorized UMTS QoS parameters (see clause 6.4.1.2).

The mapping that takes place in the UE and the network should be compatible in order to ensure that the PCEF will be able to correctly authorize the session.
Figure 6.1.1.1 shows the different kind of QoS parameters in the different points of QoS mapping figure. Due to the UE requests, there are bidirectional flows between the UE and the PCRF.
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Figure 6.1.1.1: QoS mapping for UE initiated IP CAN bearers

3rd Change

6.3
QoS parameter mapping Functions at PCRF

The QoS authorization process consists of the derivation of the parameters Authorized QoS Class Identifier (QCI), Allocation and Retention Priority (ARP), and Authorized Maximum/Guaranteed Data Rate UL/DL.

When a session is initiated or modified the PCRF shall derive Authorized IP QoS parameters (i.e. QCI, Authorized Maximum/Guaranteed Data Rate DL/UL, ARP) from the service information. If the selected Bearer Control Mode (BCM) is UE-only this process shall be performed according to the mapping rules in table 6.3.1 to avoid undesired misalignments with the UE QoS parameters mapping.

In the case of forking, the various forked responses may have different QoS requirements for the IP flows of the same media component. Each Authorized IP QoS Parameter should be set to the highest value requested for the IP flow(s) of that media component by any of the active forked responses.

Table 6.3.1: Rules for derivation of the Maximum Authorized Data Rates, Authorized Guaranteed Data Rates
and Maximum Authorized QoS Class per IP flow or bidirectional combination of IP flows in the PCRF

	Authorized IP QoS Parameter 
	Derivation from service information
(see Note 4)

	Maximum Authorized Data Rate DL (Max_DR_DL) and UL (Max_DR_UL) 
	IF operator special policy exists THEN

  Max_DR_UL:= as defined by operator specific algorithm;

  Max_DR_DL:= as defined by operator specific algorithm;

ELSE

  IF AF-Application-Identifier AVP demands application specific data rate

  handling THEN

    Max_DR_UL:= as defined by application specific algorithm;

    Max_DR_DL:= as defined by application specific algorithm;

  ELSE IF Codec-Data AVP provides Codec information for a codec that is

  supported by a specific algorithm THEN

    Max_DR_UL:= as defined by specific algorithm;

    Max_DR_DL:= as defined by specific algorithm;

  ELSE

    IF not RTCP flow(s) according to Flow-Usage AVP THEN

      IF Flow-Status = REMOVED THEN

        Max_DR_UL:= 0;

        Max_DR_DL:= 0;

      ELSE

        IF uplink Flow Description AVP is supplied THEN
          IF Max-Supported-Bandwidth-UL is present and supported THEN

             Max_DR_UL:= Max-Supported-Bandwidth-UL;

         ELSE IF Max-Requested-Bandwidth-UL is present THEN

            Max_DR_UL:= Max-Requested-Bandwidth-UL ;

          ELSE

            Max_DR_UL:= as set by the operator;

          ENDIF;

        ELSE

          Max_DR_UL:= 0;

        ENDIF;

        IF downlink Flow Description AVPs is supplied THEN
          IF Max-Supported-Bandwidth-DL is present and supported THEN

            Max_DR_DL:= Max-Supported-Bandwidth-DL;
          ELSE IF Max-Requested-Bandwidth-DL is present THEN

            Max_DR_DL:= Max-Requested-Bandwidth-DL;

          ELSE

            Max_DR_DL:= as set by the operator;

          ENDIF;

        ELSE

          Max_DR_DL:= 0;

        ENDIF;

      ENDIF;

    ELSE /* RTCP IP flow(s) */

      IF RS-Bandwidth is present and RR-Bandwidth is present THEN 
        Max_DR_UL:= (RS-Bandwidth + RR-Bandwidth);
        Max_DR_DL:= (RS-Bandwidth + RR-Bandwidth);
      ELSE
        IF Max-Requested-Bandwidth-UL is present THEN

          IF RS-Bandwidth is present and RR-Bandwidth is not present THEN

            Max_DR_UL:= MAX[0.05 * Max-Requested-Bandwidth-UL,RS-Bandwidth];

          ENDIF;

          IF RS-Bandwidth is not present and RR-Bandwidth is present THEN

            Max_DR_UL:= MAX[0.05 * Max-Requested-Bandwidth-UL,RR-Bandwidth];

          ENDIF;

          IF RS-Bandwidth and RR-Bandwidth are not present THEN

            Max_DR_UL:= 0.05 * Max-Requested-Bandwidth_UL ;

          ENDIF;

        ELSE

          Max_DR_UL:= as set by the operator;

        ENDIF;

        IF Max-Requested-Bandwidth-DL is present THEN

          IF RS-Bandwidth is present and RR-Bandwidth is not present THEN

            Max_DR_DL:= MAX[0.05 * Max-Requested-Bandwidth-DL,RS-Bandwidth];

          ENDIF;

          IF RS-Bandwidth is not present and RR-Bandwidth is present THEN

            Max_DR_DL:= MAX[0.05 * Max-Requested-Bandwidth-DL,RR-Bandwidth];

          ENDIF;

          IF RS-Bandwidth and RR-Bandwidth are not present THEN

            Max_DR_DL:= 0.05 * Max-Requested-Bandwidth-DL;
          ENDIF;

        ELSE

          Max_DR_DL:= as set by the operator;

        ENDIF;

      ENDIF;

    ENDIF;

  ENDIF;

ENDIF;

IF SIP-Forking-Indication AVP indicates SEVERAL_DIALOGUES THEN

   Max_DR_UL = MAX[Max_DR_UL, previous Max_DR_UL]
   Max_DR_DL = MAX[Max_DR_DL, previous Max_DR_DL]

ENDIF;



	Authorized Guaranteed Data Rate DL (Gua_DR_DL) and UL (Gua_DR_UL)

(see NOTE 11, 13, 15, 16)
	IF operator special policy exists THEN

  Gua_DR_UL:= as defined by operator specific algorithm;

  Gua_DR_DL:= as defined by operator specific algorithm;

ELSE

  IF AF-Application-Identifier AVP demands application specific data rate

  handling THEN

    Gua_DR_UL:= as defined by application specific algorithm;

    Gua_DR_DL:= as defined by application specific algorithm;

  ELSE IF Codec-Data AVP provides Codec information for a codec that is

  supported by a specific algorithm (NOTE 5)THEN

    Gua_DR_UL:= as defined by specific algorithm;

    Gua_DR_DL:= as defined by specific algorithm;

  ELSE

       IF uplink Flow-Description AVP is supplied THEN
          IF Min-Desired-Bandwidth-UL is present and supported THEN

            Gua_DR_UL:= Min-Desired-Bandwidth-UL ;
          ELSE IF Min-Requested-Bandwidth-UL is present THEN

            Gua_DR_UL:= Min-Requested-Bandwidth-UL ;

          ELSE

            Gua_DR_UL:= as set by the operator;

          ENDIF;

       ELSE

          Gua_DR_UL:= Max DR UL;

       ENDIF;

       IF downlink Flow-Description AVP is supplied THEN
          IF Min-Desired-Bandwidth-DL is present and supported THEN

            Gua_DR_DL:= Min-Desired-Bandwidth-DL
          ELSE IF Min-Requested-Bandwidth-DL is present THEN

            Gua_DR_DL:= Min-Requested-Bandwidth-DL ;

          ELSE

            Gua_DR_DL:= as set by the operator;

          ENDIF;

       ELSE

          Gua_DR_DL:= Max DR DL;

       ENDIF;

  ENDIF;

ENDIF;

IF SIP-Forking-Indication AVP indicates SEVERAL_DIALOGUES THEN

   Gua_DR_UL = MAX[Gua_DR_UL, previous Gua_DR_UL]
   Gua_DR_DL = MAX[Gua_DR_DL, previous Gua_DR_DL]

ENDIF;



	Authorized QoS Class Identifier [QCI]

(see NOTE 1, 2, 7, 12 and 14)
	IF an operator special policy exists THEN

  QCI:= as defined by operator specific algorithm;

ELSE IF MPS-Identifier AVP demands MPS specific QoS Class handling THEN

     QCI:= as defined by MPS specific algorithm;

ELSE IF GCS-Identifier AVP demands Group Communication specific handling THEN

     QCI:= as defined by GCS specific algorithm (NOTE 17);

ELSE IF AF-Application-Identifier AVP demands application specific QoS Class handling THEN

     QCI:= as defined by application specific algorithm;

ELSE IF Codec-Data AVP provides Codec information for a codec that is supported by a specific algorithm THEN

     QCI:= as defined by specific algorithm; (NOTE 5)

ELSE

     /* The following QCI derivation is an example of how to obtain the QCI

         values in a GPRS network */

     IF Media-Type is present THEN

          /* for GPRS: streaming */

          IF (only uplink Flow Description AVPs are supplied for all IP

          flows of the AF session, which have media type “audio” or “video”

          and no flow usage “RTCP”, or

          only downlink Flow Desription AVPs are supplied for all IP

          flows of the AF session, which have media type “audio” or “video”

          and no flow usage “RTCP”) THEN

             CASE Media-Type OF

               “audio”:        MaxClassDerivation := 3 OR 4; (NOTE 9)

               “video”:        MaxClassDerivation := 4

             END;

           /* for GPRS: conversational */

           ELSE

             CASE Media-Type OF

               “audio”:        MaxClassDerivation:= 1 OR 2; (NOTE 6)

               “video”:        MaxClassDerivation:= 2

             END;

           ENDIF;

           CASE Media-Type OF

             “audio”:        QCI := MaxClassDerivation

             “video”:        QCI := MaxClassDerivation

             “application”:  QCI := 1 OR 2; (NOTE 6)

                /*e.g. for GPRS: conversational*/

             “data”:         QCI := 6 OR 7 OR 8; (NOTE 8)

                /*e.g. for GPRS: interactive with prio 1, 2 AND 3
                   respectively*/

             “control”:      QCI := 6;

                /*e.g. for GPRS: interactive with priority 1*/

/* NOTE: include new media types here */

             OTHERWISE:      QCI := 9;

                /*e.g. for GPRS: background*/

           END;
   ENDIF;
ENDIF;

IF SIP-Forking-Indication AVP indicates SEVERAL_DIALOGUES THEN

   QCI = MAX[QCI, previous QCI](NOTE 10)

ENDIF ;


	NOTE 1:
The QCI assigned to a RTCP IP flow is the same as for the corresponding RTP media IP flow.

NOTE 2:
When audio or video IP flow(s) are removed from a session, the parameter MaxClassDerivation shall keep the originally assigned value.

NOTE 3:
When audio or video IP flow(s) are added to a session, the PCRF shall derive the parameter MaxClassDerivation taking into account the already existing media IP flow(s) within the session.

NOTE 4:
The encoding of the service information is defined in TS 29.214 [10]. If AVPs are omitted within a Media-Component-Description AVP or Media-Sub-Component AVP of the service information, the corresponding information from previous service information shall be used, as specified in TS 29.214 [10].

NOTE 5:
TS 26.234 [6], TS 26.114 [29], 3GPP2 C.S0046 [18], and 3GPP2 C.S0055 [19] contain examples of QoS parameters for codecs of interest. The support of any codec specific algorithm in the PCRF is optional.

NOTE 6:
The final QCI value will depend on the value of SSID (speech/unknown) according to TS 23.107 [4]. If the PCRF is not able to determine the SSID, it should use the QCI value 2 that corresponds to SSID unknown. For UE-init and mixed mode, the PCRF may derive from the requested QoS of an IP CAN bearer which SSID is applicable.

NOTE 7:
The numeric value of the QCI are based on TS 29.212 [9].

NOTE 8:
The QCI value also encodes the traffic handling priority for GPRS. If the PCRF is not able to determine a traffic handling priority, it should choose QCI 8 that corresponds to priority 3. Also, for UE-initiated bearers the PCRF should only use QCI 8 in order to have the same mapping rules in both UE and PCRF.

NOTE 9:
The final QCI value will depend on the value of SSID (speech/unknown) according to TS 23.107 [4]. If the PCRF is not able to determine the SSID, it should use the QCI value 4 that corresponds to SSID unknown. For UE-init and mixed mode, the PCRF may derive from the requested QoS of an IP CAN bearer which SSID is applicable.

NOTE 10:
The Max function shall use the following precedence order for the QCI values:  2 > 1 > 4 > 3 > 5 > 6 > 7 > 8 > 9

NOTE 11: Authorized Guaranteed Data Rate DL and UL shall not be derived for QCI values 5, 6, 7, 8 and 9.

NOTE 12: Recommended QCI values for standardised QCI characteristics are shown in table 6.1.7 in TS 23.203 [2].
NOTE 13: The PCRF may be configured with operator specific preconditions for setting the Authorized Guaranteed Data Rate lower than the corresponding Maximum Authorized Data Rate.
NOTE 14: In a network where SRVCC is enabled, the QCI=1 shall be used for IMS services in accordance to TS 23.216 [27]. Non-IMS services using QCI=1 may suffer service interruption and/or inconsistent service experience if SRVCC is triggered. Triggering SRVCC for WebRTC IMS session will cause service interruption and/or inconsistent service experience when using QCI=1. Operator policy (e.g. use of specific AF application identifier) may be used to avoid using QCI 1 for a voice service, e.g. WebRTC IMS session.
NOTE 15: For certain services (e.g. DASH services according to TS 26.247 [30]), the AF may also provide a minimum required bandwidth so that the PCRF can derive an Authorized Guaranteed Data Rate lower than the Maximum Authorized Data Rate.
NOTE 16: For GPRS and EPS, the PCRF shall assign an Authorized Guaranteed Data Rate UL/DL value within the limit supported by the serving network.
NOTE 17:
The GCS specific algorithm shall consider various inputs, including the received Reservation-Priority AVP, for deriving the QCI.


The PCRF should per ongoing session store the Authorized IP QoS parameters per for each IP flow or bidirectional combination of IP flows (as described within a Media Subcomponent AVP).

If the PCRF provides a QoS-Information AVP within a Charging-Rule-Definition AVP it may apply the rules in table 6.3.2 to combine the Authorized QoS per IP flow or bidirectional combination of IP flows (as derived according to table 6.3.1) for all IP flows described by the corresponding PCC rule.

If the PCRF provides a QoS-Information AVP for an entire IP CAN bearer (for a UE-initiated IP-CAN bearer in the GPRS case) or IP CAN session, it may apply the rules in table 6.3.2 to combine the Authorized QoS per IP flow or bidirectional combination of IP flows (as derived according to table 6.3.1) for all IP flows allowed to be transported within the IP CAN bearer or session. It is recommended that the rules in table 6.3.2 are applied for all IP flows with corresponding AF session. The PCRF may increase the authorized QoS further to take into account the requirements of predefined PCC rules without ongoing AF sessions.
NOTE:
QoS-Information AVP provided at IP-CAN session level is not derived based on mapping tables, but based on subscription and operator specific policies.
NOTE:
Allocation-Retention-Priority AVP is always calculated at PCC rule level according to table 6.3.2.
For a UE initiated PDP context within GPRS, the PCRF applies the binding mechanism described in clause 5 to decide which flows are allowed to be transported within the IP CAN bearer.

Table 6.3.2: Rules for calculating the Maximum Authorized/Guaranteed Data Rates,
QCI and ARP in the PCRF

	Authorized IP QoS Parameter 
	Calculation Rule

	Maximum Authorized Data Rate DL and UL 
	Maximum Authorized Data Rate DL/UL is the sum of all Maximum Authorized Data Rate DL/UL for all the IP flows or bidirectional combinations of IP flows (as according to table 6.3.1).

IF Network = GPRS AND Maximum Authorized Data Rate DL/UL > 256 Mbps THEN
   Maximum Authorized Data Rate DL/UL = 256 Mbps  /* See TS 23.107 [4] */
ENDIF;



	Guaranteed Authorized Data Rate DL and UL

(see NOTE 3)
	Guaranteed Authorized Data Rate DL/UL is the sum of all Guaranteed Authorized Data Rate DL/UL for all the IP flows or bidirectional combinations of IP flows (as according to table 6.3.1).



	QCI 
	QCI = MAX [needed QoS parameters per IP flow or bidirectional combination of IP flows (as operator’s defined criteria) among all the IP flows or bidirectional combinations of IP flows.]



	ARP
(see NOTE 1)
	IF an operator special policy exists THEN

  ARP:= as defined by operator specific algorithm;

ELSE IF MPS-Identifier AVP demands MPS specific ARP handling THEN

    ARP:= as defined by MPS specific algorithm (NOTE 2);

ELSE IF GCS-Identifier AVP demands Group Communication Service specific ARP handling THEN

    ARP:= as defined by GCS specific algorithm (NOTE 4);

ELSE  IF AF-Application-Identifier AVP demands application specific ARP

    handling THEN

      ARP:= as defined by application specific algorithm;

ELSE IF Reservation-Priority AVP demands application specific ARP handling THEN

        ARP:= as defined by application specific algorithm;
ENDIF;



	NOTE 1:
The ARP priority levels 1-8 should only be assigned to resources for services that are authorized to receive prioritized treatment within an operator domain.
NOTE 2:
The MPS specific algorithm shall consider various inputs, including the received Reservation-Priority AVP, for deriving the ARP.
NOTE 3:  For GPRS and EPS, the PCRF may check that the Guaranteed Authorized Data Rate DL/UL does not exceed the limit supported by the serving network to minimize the risk of rejection of the bearer by the serving network.

NOTE 4:
The GCS specific algorithm shall consider various inputs, including the received Reservation-Priority AVP, for deriving the ARP. 


4th Change

6.5
QoS parameter mapping Functions at UE for a UE-initiated GPRS PDP Context

Figure 6.5.1 indicates the entities participating in the generation of the requested QoS parameters when the UE activates or modifies a PDP Context. The steps are:

1.
The Application provides the UMTS BS Manager, possibly via the IP BS Manager and the Translation/Mapping function, with relevant information to perform step 2 or step 4. (Not subject to standardization within 3GPP).

2.
If needed, information from step 1 is used to access a proper set of UMTS QoS Parameters. See 3GPP TS 26.114 [29] for Conversational Codec Applications and 3GPP TS 26.234 [6] for Streaming Codec Applications.

3.
If SDP is available then the SDP Parameters should give guidance for the UMTS BS Manager (possibly via the IP Manager and the Translation/Mapping function) ,according to the rules in clause 6.5.1, to set the Maximum Bitrate UL/DL and the Guaranteed Bitrate UL/DL. Furthermore the Maximum Authorized Bandwidth UL/DL and Maximum Authorised Traffic Class should be derived according to the rules in clause 6.5.2.
4.
A set of UMTS QoS Parameters values from step 2 (or directly from step 1) is possibly merged together with the Maximum Bitrate UL/DL and the Guaranteed Bitrate UL/DL from step 3. The result should constitute the requested UMTS QoS Parameters. The UE should check that the requested Guaranteed Bitrate UL/DL or requested Maximum Bitrate UL/DL (depending on the requested Traffic Class) does not exceed the Maximum Authorized Bandwidth UL/DL derived in step 3. Furthermore, if the UE has implemented the mapping rule for Maximum Authorized Traffic Class, as defined in clause 6.5.2, the UE should check that the requested Traffic Class does not exceed the Maximum Authorised Traffic Class derived in step 3.
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Figure 6.5.1: Framework for generating requested QoS parameters in the UE
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