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	Reason for change:
	For the network-initiated removal of one access network from a multi-access PDN connection procedure with the regular release cause, the PDN connection via one access network is removed and the PDN connection via the other access network is maintained. However, if receiving a reactivation requsted cause, the UE shall release the PDN connectin from the other access as well.
Therefore, the description in 5.4.1
General is not cover the “reactivation requsted cause” case.

	
	

	Summary of change:
	Specify that if the UE receives reactivation requsted cause during the network-initiated removal of one access network from a multi-access PDN connection, the UE shall release the PDN connectin from the other access.
Correct the title of subclause 5.4.2.10.2.
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***** First change *****
5.4.1
General

The removal of an access network from a multi-access PDN connection can be initiated by the UE or the network.

There can be two possible scenarios for this procedure:

-
the multi-access PDN connection via 3GPP access network is removed and the multi-access PDN connection via WLAN access network is maintained; or

-
the multi-access PDN connection via WLAN access network is removed and the multi-access PDN connection via 3GPP access network is maintained.
Once the procedure is completed, the UE uses the PDN connection over the maintained access network, except in the case of a network-initiated PDN connection release with cause "reactivation requested" as specified in subclause 5.4.2.7.2 or subclause 5.4.2.9.2 or subclause 5.4.2.10.2.
***** Second change *****
5.4.2.10.2
Handling of Notify payload indicating reactivation requested
Upon receipt of an INFORMATIONAL request message including the DELETE payload and a NOTIFY payload with a private status type indicating a reactivation requested cause as described in 3GPP TS 24.302 [5] and if the PDN connection is established on both accessesand the UE is in EMM-IDLE mode over the 3GPP access, the UE shall:

-
follow the procedure specified in 3GPP TS 24.301 [4] to locally release the PDN connection over the 3GPP access; and

-
re-establish the PDN connection at least over one access, the choice of the access being implementation specific.
NOTE:
When the UE is in EMM-CONNECTED mode instead of the EMM-IDLE mode over the 3GPP access, the UE follows the connection release procedure initiated by the network. 

***** End of change *****
