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Reason for change:
(

The maximum number of neighbour cell frequencies allowed in the BCCH allocation has always been indirectly limited to 32 by the 5 bit index used in the measurement report. This 5 bit index does not exist in the case of Enhanced Measurement Reporting, which makes a clear definition even more important. 




Summary of change:
(

The maximum number of BCCH carriers to be monitored is explicitly defined to be 32.




Consequences if 
(

not approved:
EMR reporting is not possible




Clauses affected:
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7.1
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 Other core specifications
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 Test specifications




 O&M Specifications





Other comments:
(



7
Network pre-requisites

7.1
BCCH carriers

The BCCH carrier shall be continuously transmitted on all timeslots and without variation of RF level. However, the RF power level may be ramped down between timeslots to facilitate switching between RF transmitters.

Furthermore, 8-PSK modulated timeslots on the BCCH carrier, with the exception of TN 7, may use a mean power which is at most 4 dB lower than the power used for GMSK modulated timeslots. The MS requirements on signal strength measurements are defined for the case when only GMSK modulation is used on the BCCH carrier. There are no defined signal strength measurement requirements for the MS if 8-PSK modulation is used on the BCCH carrier.

On the PCH the network shall send valid layer 3 messages according to 3GPP TS 04.18. Unused signalling blocks on the CCCH/BCCH shall contain L2 fill frames. Other unused timeslots shall transmit dummy bursts.
The number of neighbour cell BCCH carriers in the BCCH allocation shall not exceed 32.
NOTE 1:
This BCCH organization enables MS to measure the received signal level from surrounding cells by tuning and listening to their BCCH carriers. Providing that an MS tunes to the list of BCCH carriers indicated by the network it will, providing the list is sufficiently complete, have listened to all possible surrounding cells, i.e. the surrounding cell list for handover purposes is effectively defined by the MS. Refer to 3GPP TS 03.22 for definitions of the BCCH carrier lists. This can be achieved without inter‑base station synchronization.

NOTE 2:
If the operator decides to allow 8-PSK modulation on the BCCH carrier in certain cells, the cell selection, cell reselection and handover procedures involving these cells will be somewhat sub-optimal. This is due to the fact that the signal level measured by the MS at some instances in time will be affected by the possibly lower mean power level of the 8-PSK modulation and by the power fluctuation resulting from the 8-PSK modulation characteristics. The extent of the performance degradation is dependent upon the measurement schedule in each particular MS as well as upon the used average power decrease (APD) and the current 8-PSK load. By limiting the maximum number of 8-PSK slots simultaneously allowed on the BCCH carrier, and/or carefully selecting the values of involved network parameters, the impact on the above mentioned procedures may be minimised. Additionally, in areas with very low cell overlap, some coverage loss effects may have to be taken into account by the operator when selecting network parameters.

NOTE 3:
In the case that 8-PSK modulation is allowed on the BCCH carrier and frequency hopping including the BCCH carrier is used, the reception quality in connected mode for some fast moving MS (meaning MS experiencing Doppler frequencies of 100 Hz or more) may be degraded. This may be seen as a backwards compatibility problem for some existing MS, most likely occurring if the used APD is larger than 2 dB.

�PAGE \# "'Page: '#'�'"  �� 


�PAGE \# "'Page: '#'�'"  �� 


�PAGE \# "'Page: '#'�'"  �� 


�PAGE \# "'Page: '#'�'"  �� 


�PAGE \# "'Page: '#'�'"  �� 


�PAGE \# "'Page: '#'�'"  �� 


�PAGE \# "'Page: '#'�'"  �� 


�PAGE \# "'Page: '#'�'"  �� 


�PAGE \# "'Page: '#'�'"  �� 


�PAGE \# "'Page: '#'�'"  �� 


�PAGE \# "'Page: '#'�'"  �� 


�PAGE \# "'Page: '#'�'"  �� 


�PAGE \# "'Page: '#'�'"  �� 


�PAGE \# "'Page: '#'�'"  �� 


�PAGE \# "'Page: '#'�'"  �� 


�PAGE \# "'Page: '#'�'"  � 


�PAGE \# "'Page: '#'�'"  �


�PAGE \# "'Page: '#'�'"  �


�PAGE \# "'Page: '#'�'"  �





