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6.1.3
Paging initiation using PACCH

Paging initiation using PACCH applies when sending a paging request message to a mobile station that is GPRS attached, when the mobile station is in packet transfer mode and the network is able to co-ordinate the paging request with the radio resources allocated for the mobile station on a PDCH. This kind of paging co-ordination shall be provided in network mode of operation I (see 3G TS 23.060) This kind of paging co-ordination may be provided also in network mode of operation II or III. This kind of paging co-ordination shall be provided if the network supports DTM. The provision of paging co-ordination in network mode of operation II and III shall be indicated on BCCH or PBCCH. If such indication is received, a mobile station in packet transfer mode shall expect the paging messages to be received on the PACCH.
The network shall send the PACKET PAGING REQUEST message to the mobile station on the appropriate PACCH. The message includes the mobile station identification and the channel needed field which defines how the mobile station shall use the establishment cause field in the CHANNEL REQUEST message, as specified in 3GPP TS 04.18.

12.24
GPRS Cell Options

The GPRS Cell Options information element is used to control a set of cell options related to GPRS.

This information element may include a nested Extension Bit information element to allow future extension of cell option parameters.

Table 1: GPRS Cell Options information element

< GPRS Cell Options IE > ::=


< NMO : bit (2) >


< T3168 : bit (3) >


< T3192 : bit (3) >


< DRX_TIMER_MAX : bit (3) >


< ACCESS_BURST_TYPE : bit >


< CONTROL_ACK_TYPE : bit >


< BS_CV_MAX : bit (4) >


{ 0 | 1
< PAN_DEC : bit (3) >




< PAN_INC : bit (3) >




< PAN_MAX : bit (3) > }


-- Optional extension information:

{ 0 | 1
<Extension Length : bit (6)>




< bit (val(Extension Length) + 1)




& { <Extension Information > ! { bit ** = <no string> } } > } ;


< Extension Information> : : =


{ 0 | 1 – EGPRS supported by the cell if the choice bit is set to ‘1’



<EGPRS_PACKET_ CHANNEL_REQUEST : bit>




< BEP_PERIOD : bit (4) > }


<PFC_FEATURE_MODE: bit>


<DTM_SUPPORT: bit>

     < CCN_ACTIVE : bit >


<BSS_PAGING_COORDINATION: bit>

<spare bit > ** ;

Table 2: GPRS Cell Options information element details

NMO (2 bit field)
This field is the binary representation of the Network Mode of Operation, see 3GPP TS 03.60:

Bit
2 1
0 0

Network Mode of Operation I
0 1

Network Mode of Operation II
1 0

Network Mode of Operation III
1 1

Reserved.

T3168 (3 bit field)
This field is the binary representation of the timeout value of timer T3168. Range: 0 to 7. The timeout value is given as the binary value plus one in units of 500millisecond.

T3192 (3 bit field)
This field is the binary representation of the timeout value of timer T3192. Range: 0 to 7. The timeout value is given in the following table. In the case of 0 msec, timer is not started and the mobile station follows procedures defined in 9.3.2.5 and 9.3.3.5:

 Bit
3 2 1
0 0 0

500 msec
0 0 1

1000 msec
0 1 0

1500 msec
0 1 1

0 msec
1 0 0

80 msec
1 0 1

120 msec
1 1 0

160 msec
1 1 1

200 msec

DRX_TIMER_MAX (3 bit field)
This field is the binary representation of the parameter DRX_TIMER_MAX. Range: 0 to 7. The parameter value is given as two taken to the power of the binary value minus one (2 (bv - 1) ) in units of 1 second. The binary value zero indicates the parameter value zero (i.e, the parameter takes the values: 0, 1 s, 2 s, 4 s, .. 64 s.)

ACCESS_BURST_TYPE (1 bit field)
The ACCESS_BURST_TYPE field indicates if the 8 or 11 bit format shall be used in the PACKET CHANNEL REQUEST message, the PTCCH uplink block (3GPP TS 04.04) and in the PACKET CONTROL ACKNOWLEDGMENT message when the format is four access bursts. The field is coded according to the following table:

0
8-bit format shall be used
1
11-bit format shall be used

CONTROL_ACK_TYPE (1 bit field)
This field is the binary representation of the default format of the PACKET CONTROL ACKNOWLEDGMENT message:

0
default format is four access bursts
1
default format is RLC/MAC control block.

BS_CV_MAX (4 bit field)
This field is the binary representation of the parameter BS_CV_MAX. Range: 0 to 15. The value BS_CV_MAX=0 shall be interpreted as value BS_CV_MAX=1 for calculation of T3198, T3200 and N3104max values.

PAN_DEC (3 bit field)
This field is the binary representation of the parameter PAN_DEC. If the field in not included, the default value 0 shall be used. Range: 0 to 7.

PAN_INC (3 bit field)
This field is the binary representation of the parameter PAN_INC. If the field in not included, the default value 0 shall be used. Range: 0 to 7.

PAN_MAX (3 bit field)
This field defines the maximum value allowed for counter N3102.

 Bit
3 2 1
0 0 0

maximum value allowed for counter N3102 is 4
0 0 1

maximum value allowed for counter N3102 is 8
 . . .
1 1 1

maximum value allowed for counter N3102 is 32

If the PAN_MAX field in not included, the default value 0 (i.e. N3102 max = 4) shall be used.

EGPRS_PACKET_CHANNEL_REQUEST (1 bit field)
0
EGPRS capable MSs shall use EGPRS PACKET CHANNEL REQUEST message for uplink TBF 

establishment on the PRACH when there is a PBCCH in the cell or on the RACH when there is no 

PBCCH in the cell.
1
EGPRS capable MSs shall use two phase packet access with PACKET CHANNEL REQUEST message on the

PRACH for uplink TBF establishment when there is a PBCCH in 

the cell. EGPRS capable MSs shall use two phase packet access with 

CHANNEL REQUEST message on the RACH when there is no PBCCH in the cell.

BEP_PERIOD (4 bit field)
This field contains the bit error probability (BEP) filter averaging period, refer to 3GPP TS 05.08.

PFC_FEATURE_MODE (1 bit field)
0
The network does not support packet flow context procedures. 
1
The network supports packet flow context procedures.

DTM_SUPPORT (1 bit field)
This field indicates whether the cell supports DTM or not. It is coded as follows:
0
The cell does not support DTM procedures. 
1
The cell supports DTM procedures.

CCN_ACTIVE (1 bit field)
This field indicates whether CCN shall be generally used in the cell or not.  It is coded as follows:
0
CCN procedures shall not be used by the mobile stations in the cell. 
1
CCN procedures shall be used by the mobile stations in the cell.
BSS_PAGING_COORDINATION(1 bit field)
This field indicates the network support of CS paging co-ordination in packet transfer mode during network mode of operation II and III. This field shall be ignored by the mobile station during network mode of operation I.
It is coded as follows:
0
The cell does not support Circuit-Switched paging coordination 
1
The cell supports Circuit-Switched paging coordination
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