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Reason for change:
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The applicability of 10.1.3.1 needs clarification. Abnormal cell reselection can be improved and simplified if the MS is using already previously obtained measurement information and using available reselection parameters.




Summary of change:
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Clarification that this section applies when PBCCH exist in the serving cell as well as for the case that GPRS cell reselection parameters are provided to the MS in a Packet Cell Change Order or Packet Measurement Order message. 
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10.1.3.1
Abnormal cell reselection

In the event of an abnormal release with cell reselection (see GSM 04.60) the MS shall determine which cell to be used for this cell reselection attempt according to the following rules 

Within the allowed time, the MS shall attempt abnormal cell reselection on a suitable cell using one of the following two criteria:

a) The MS shall try cells based on BA(GPRS), in the order of C2, starting from the cell with the highest C2 value according to section 6.6.2 item ii sub-item a, excluding the timing requirement of 5 seconds.

b) The MS shall try cells based on BA(GPRS), in the order of C32, starting from the cell with the highest C32 value according to section 10.1.3 item ii.

The criteria, a) or b), to be used shall be determined by which cell reselection algorithm is currently in use according to section 10.1.









The MS is under no circumstances allowed to access a cell to attempt abnormal cell reselection later than 20 seconds after the detection within the MS of the abnormal release causing the abnormal cell reselection attempt. In the case where the 20 seconds elapses without a successful abnormal cell reselection the attempt shall be abandoned, and normal cell reselection shall be performed.


In case the MS is operating in NC2 mode, abnormal cell reselection shall override the NC2 mode and the MS shall perform the algorithm as described in this section.
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