3GPP TSG GERAN #8                         
                     
  GP-020211

Rome, Italy                                                                        Agenda Item 7.4.5.7/7.5.5.5

4-8 February 2002

 

Source: Qualcomm, Inc.

Title: Updates to GERAN WG4/5 LCS Test Work Plan

Purpose: Discussion and Approval

1.  Introduction:

This contribution present addition of NI protocol tests for A-GPS technology. 

2. Revised LCS Work Plan

It is proposed that the following work plan status tables be used in the work on the GERAN LCS test cases.

THE LCS WORK-PLAN TABLE for all Test Cases

	Doc Number
	Title of the Test
	Company
	Date
	REL
	Status
	MS-Based
	MS-Assisted
	T-Doc
	GERAN WG
	Comments

	51.010

70
	Location Services (LCS)
	Ericsson
	
	
	
	
	
	
	4/5
	3GPP TS 03.71 & 04.31

	70.1
	Default Conditions
	Ericsson
	
	R98

R99/

R4
	
	x
	x
	
	5
	


THE LCS WORK-PLAN TABLE for E-OTD Test Cases

	Doc Number
	Title of the Test
	Company
	Date
	REL
	Status
	MS-Based
	MS-Assisted
	T-Doc
	GERAN WG
	Comments

	70.2
	Network Induced Tests
	Ericsson
	
	
	
	
	
	
	
	3GPP TS 03.71clause7.6.1

	70.2.1
	NI Emergency Call on SDCCH, Idle, no IMSI
	Ericsson
	
	R98

R99/

R4
	
	
	x
	
	5
	3GPP TS 04.08, 04.31 Appendix A

	70.2.2
	Positioning/RR/Classmark Interogation
	Ericsson
	
	R98

R99/

R4
	
	
	x
	
	5
	3GPP TS 03.71 clause 7.6.1

	70,2,3
	NI Emergency Call on SDCCH
	Ericsson
	
	R98

R99/

R4
	
	
	x
	
	5
	3GPP TS 03.71 clause 7.6.4 & 7.6.5

	. 70.3
	Mobile-Originated Test Cases
	
	
	
	
	
	
	
	
	3GPP TS 03.71 clause 7.6.6,, 7.13

	. 70.3.1
	Basic Self Location Request
	
	
	R98/ R99/Rel-4
	
	
	X
	
	WG5
	MS needs to interact with the network for each separate location request (Defined in TS 22.071)

	70.3.2
	Autonomous  Location
	
	
	R98/ R99/

Rel-4
	
	X
	
	
	WG5
	MS does not need to interact with the network for each separate location request. (Defined in TS 22.071)

	70.3.3
	Transfer to 3rd Party 
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	(Defined in TS 22.071)

	70.3.4
	Authentication, Ciphering/Deciphering
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71

	. 70.3.5
	Positioning Measurements
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71 clause 7.6.5

	70.3.5
	MS Deciphering Broadcast data
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71

	70.4
	Mobile Terminated Test Cases
	Ericsson
	
	R98/ R99/

Rel-4
	
	
	
	
	
	3GPP TS 03.71 clause 7.6.1, 7.6.2, 7.6.3

	70.4.1
	MS Paging, Auth. And Ciphering
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	

	70.4.2
	LCS Location Notification
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	

	70.4.3
	MS Privacy Options
	
	
	R98/

 R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71 clause 7.12.3

	70.4.4
	Broadcast of Assistance data
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71 clause 10.7

	70.5
	Handover Interaction
	
	
	R98/ R99/

Rel-4
	
	
	
	
	
	

	70.5.1
	Intra-BSC Handover
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71 clause 7.11.4.4.

	. 70.5.2
	Inter-BSC Handover
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71 clause 7.11.4.4.

	70.5.3
	Inter-MSC Handover
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71 clause 7.11.6

	70.6
	E-OTD Performance Tests 
	
	
	R98/ R99/

Rel-4
	
	
	
	
	WG4
	3GPP TS 05.05 Annex I

	7..6.1
	Timing Mesaurements
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG4
	3GPP TS 05.05 Annex I


THE LCS WORK-PLAN  TABLE for A-GPS Test Cases

	##
	Title of the Test
	Company
	Date
	REL
	Status
	MS-Based
	MS-Assisted
	T-Doc
	GERAN WG
	Comments

	51.010-1 Sec. 70.7
	Network Induced Test Cases
	Qualcomm
	
	R98/ R99/

Rel-4
	
	
	
	
	
	3GPP TS 03.71 clause 7.6.1

	70.7.1
	NI Emergency Call on SDCCH, Idle, no IMSI
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71 clause 7.6.4 & 7.6.5, 3GPP TS 04.31

	70.7.2
	Positioning/RR/Classmark Interogation
	
	
	R98

R99/

R4
	
	x
	x
	
	5
	3GPP TS 03.71 clause 7.6.1

	70.7.3
	NI Emergency Call on SDCCH
	
	
	R98

R99/

R4
	
	x
	x
	
	5
	3GPP TS 03.71 clause 7.6.4 & 7.6.5

	70.8
	Mobile-Originated Test Cases
	Qualcomm
	
	R98/ R99/

Rel-4
	
	
	
	
	
	

	. 70.8.1
	Basic Self Location Request
	
	
	R98/ R99/Rel-4
	
	
	X
	
	WG5
	MS needs to interact with the network for each separate location request (TS 22.071)

	70.8.2
	Autonomous  Location
	
	
	R98/ R99/

Rel-4
	
	X
	
	
	WG5
	MS does not need to interact with the network for each separate location request. (TS 22.071

	70.8.3
	Transfer to 3rd Party 
	
	
	R98/ R99/

Rel-4
	
	X
	X


	
	WG5
	(Defined in TS 22.071)

	 70.8.4
	Authentication, Ciphering/Deciphering
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71

	. 70.8.5
	Positioning Measurements
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71 clause 7.6.5

	. 70.8.5
	MS Deciphering Broadcast data
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71

	70.9
	Mobile Terminated Test Cases
	Qualcomm
	
	R98/ R99/

Rel-4
	
	
	
	
	
	

	70.9.1
	MS Paging, Auth. And Ciphering
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	

	70.9.2
	LCS Location Notification
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	

	70.9.3
	MS Privacy Options
	
	
	R98/

 R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71 clause 7.12.3

	. 70.9.4
	Broadcast of Assistance data
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71

	51.010-1 Sec. 70.10
	Handover Interaction
	
	
	R98/ R99/

Rel-4
	
	
	
	
	
	

	70.10
	Intra-BSC Handover
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71 clause 7.11.4.4

	70.10.1
	Inter-BSC Handover
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71 clause 7.11.4.4

	70.10.2
	Inter-MSC Handover
	
	
	R98/ R99/

Rel-4
	
	X
	X
	
	WG5
	3GPP TS 03.71 clause 7.11.6


