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Table B.1: Applicability of tests

Clause
Title
Release
Applicability
Status
Supported

70.2.1
Positioning/RR/Classmark Interrogation tests
R98
MSs supporting LCS EOTD
C281


70.2.2
Network Induced E-OTD emergency call test on an SDCCH
R98
MSs supporting LCS EOTD
C281


70.2.3
Network Induced E-OTD emergency call test on an SDCCH , Idle, no IMSI
R98
MSs supporting LCS EOTD
C281


70.2.4
E-OTD test for NI-LR on the TCH
R98
MSs supporting LCS EOTD
C281


70.4.1
E-OTD test for MT-LR Location Notification
R98
MSs supporting LCS EOTD
C281


70.4.2.1
E-OTD test for MT-LR Privacy Options – Location Allowed.
R98
MSs supporting LCS EOTD and Privacy Options
C304


70.4.2.2
E-OTD test for MT-LR Privacy Options – Location Not Allowed.
R98
MSs supporting LCS EOTD and Privacy Options
C304


70.7.1.1
A-GPS LCS Network Induced test case for MS-Based GPS for Emergency Call on an SDCCH, Idle, no IMSI state
R98
All MSs supporting LCS MS-Based GPS
C283


70.7.1.2
A-GPS LCS Network Induced test case for MS-Assisted GPS for Emergency Call on an SDCCH, Idle, no IMSI state
R98
All MSs supporting LCS MS-Assisted GPS
C284


70.7.2.1
A-GPS LCS Classmark Interrogation test case for MS-Based GPS 
R98
All MSs supporting LCS MS-Based GPS
C283


70.7.2.2
A-GPS LCS Classmark Interrogation test case for MS-Assisted GPS 
R98
All MSs supporting LCS MS-Assisted GPS
C284


70.7.3.1
A-GPS LCS Network Induced test case for MS-Based GPS test on an SDCCH radio channel
R98
All MSs supporting LCS MS-Based GPS
C283


70.7.3.2
A-GPS LCS Network Induced test case for MS-Based GPS test on an SDCCH radio channel
R98
All MSs supporting LCS MS-Assisted GPS
C284


70.7.4.1
Network Induced Location Request Emergency Call on TCH for mobiles supporting MS-Based GPS
R98
All MSs supporting LCS MS-Based GPS
C283


70.7.4.2
Network Induced Location Request Emergency Call on TCH for mobiles supporting MS-Assisted GPS
R98
All MSs supporting LCS MS-Assisted GPS
C284


70.9.1.1
MT-LR Location Notification for mobiles supporting MS-Based GPS 
R98
All MSs supporting LCS MS-Based GPS
C283


70.9.1.2
MT-LR Location Notification for mobiles supporting MS-Assisted GPS
R98
All MSs supporting LCS MS-Assisted GPS
C284


70.9.2.1
MT-LR Privacy Options/Verification- Location Allowed If No Response for MS-Based GPS
R98
MSs supporting LCS MS-Based GPS and Privacy Options
C302


70.9.2.2
MT-LR Privacy Options/Verification- Location Allowed If No Response for MS-Assisted GPS
R98
MSs supporting LCS MS-Assisted GPS and Privacy Options
C303


70.9.3.1
MT-LR Privacy Options/Verification- Location Not Allowed If No Response for MS-Based GPS
R98
MSs supporting LCS MS-Based GPS and Privacy Options
C302


70.9.3.2
MT-LR Privacy Options/Verification- Location Not Allowed If No Response for MS-Assisted GPS
R98
MSs supporting LCS MS-Assisted GPS and Privacy Options
C303


C302
IF A.2/59 AND  A.2/61 THEN A ELSE N/A
TSPC_A-GPS_BASE  AND TSPC_PRIVACY

C303
IF A.2/60 AND A.2/61THEN A ELSE N/A
TSPC_A-GPS_ASSIST AND TSPC_PRIVACY

C304
IF A.2/57 AND A.2/61THEN A ELSE N/A
TSPC_EOTD AND TSPC_PRIVACY

Table A.2: Mobile Station Features

Item
Mobile Station Feature
Ref.
Release
Status
Support
Mnemonic

57
Support of MS-Assisted E-OTD
3GPP TS 03.71 7.6.1
R98
O

TSPC_EOTD

59
Support of MS-Based GPS
3GPP TS 03.71

7.6.1
 R98
O

TSPC_A-GPS_BASE

60
Support of MS-Assisted GPS
3GPP TS 03.71

7.6.1
 R98
O

TSPC_A-GPS_ASSIST

61
Privacy Option Supported
3GPP TS 03.71

7.6.1
R98
O

TSPC_PRIVACY
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