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Split of responsibilities between
3GPP TSG-GERAN WG4 and WG5

GERAN #6 decided that the responsibility for mobile station testing shall be split between WG4 and WG5. WG4 is responsible for testing of radio aspects and WG5 for protocol layers. It is also stated in the terms of reference that radio aspects include RLC/MAC. The following table explains how the responsibilities for the test specifications are divided following the principal split that was decided by GERAN.

Specification
Responsible
group

51.010-1  (11.10-1)
See the table below

51.010-2  (11.10-2)
WG4 or WG5

51.010-3  (11.10-3)
WG4 or WG5

11.10-4
WG5

Section in 51.010-1
Title
WG4
WG5

1
Scope
X
X

2
References
X
X

3
Definitions, conventions, and applicability
X
X

4
Test Equipment
X
X

5
Testing methodology in general (layers 1, 2, and 3)
X
X

6
Reference test methods
X
X

7
Implicit testing
X
X

8
Measurement uncertainty
X
X

9
Format of tests
X
X

10
Generic call set up procedures
X
X

11
General tests
X
X

12
Transceiver
X


13
Transmitter
X


14
Receiver
X


15
Timing advance and absolute delay
X


16
Reception time tracking speed
X


17
Access times during handover
X


18
Temporary reception gaps
X


19
Channel release after unrecoverable errors
X


20
Cell selection and reselection
X


21
Received signal measurements
X


22
Transmit power control timing and confirmation
X


23
Single frequency reference
X


24
Tests of the layer 1 signalling functions
X


25
Tests of the layer 2 signalling functions
X


26
Testing of layer 3 functions

X

27
Testing of the SIM/ME interface

X

28
Test of autocalling restrictions

X

29
Testing of bearer services

X

30
Speech teleservices
X


31
Test of supplementary services

X

32
Testing of speech transcoding functions
X


33
Mobile station features
X


34
Short message service (SMS)

X

35
Low battery voltage detection
X


36-38
Void



39
Additional CTS-MS testcases
X
X

40
GPRS default conditions, message contents and macros
(X)
X

41
GPRS Paging, TBF establishment/release and DCCH related procedures
X


42
Test of Medium Access Control (MAC) protocol
X


43
RLC Test Cases
X


44
Test case requirements for GPRS mobility management

X

45
Session Management Procedures

X

46
LLC and SNDCP Tests

X

47-49
Void



50
EGPRS Default Conditions
X
X

51
EGPRS Paging, TBF establishment/release and DCCH related procedures

X

52
EGPRS Test of Medium Access Control (MAC) protocol
X


53
Test of EGPRS Radio Link Control (RLC) Protocol
X


54-59
Void



60
Inter-system hard handover from GSM to UTRAN

X

70.1-70.5
70.7-70.9
LCS higher layers

X

70.6
LCS lower layers (E-OTD Timing Measurement Accuracy)
X


Annex 1
Reference test methods
X


Annex 2
Void



Annex 3
Protocol implementation information
X
X

Annex 4
Test SIM Parameters

X

Annex 5
Test equipment
X


Annex 6
E-OTD Accuracy Measurements Test Environment
X


When it is stated that both groups are responsible for a specification or section, it means that any of the groups can review CRs to that section. The writer of the CR can choose what he thinks is the most appropriate group when he asks for a CR number. If the chosen group thinks the other group is more suitable to review the CR the allocation can be changed during the meetings. Any objections from the other group to a CR can of course be dealt with in the GERAN plenary.

When new areas are started the work plan will indicate the responsible group until this document is updated.
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