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TC 26.6.5.5.1

 
 
local _hoacc (ch : LOGICCH) 

 
 
 

30
 
L?DL _RacInHoacc
(TCV _Hrf : = DL _RacInHoacc .msg .horf) 

HndOvAccRcv ( ch, HandOverAcc _01) 
 
 

31
L _0231
 [TCV _Hrf <> TSPX _HoRefD] 

 
(F) 
 

32
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

33
L _0232
 [TCV _Hrf = TSPX _HoRefD] 

 
(P) 
7 .

34
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

35
 
L?DL _RacInHoacc (TCV _Hrf : = DL _RacInHoacc .msg .horf) 

HndOvAccRcv ( TCV _sacchTch1, HandOverAcc _01) 
 
 

36
L _0233
 [TCV _Hrf <> TSPX _HoRefD] 

 
(F) 
 

37
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

38
L _0234
 [TCV _Hrf = TSPX _HoRefD] 

 
(P) 
7 .

39
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

TC 26.6.5.5.2
 
 
localtree3 (ch : LOGICCH) 

 
 
 

40
 
L?DL _RacInHoacc
(TCV _Hrf : = DL _RacInHoacc .msg .horf) 

HndOvAccRcv ( ch, HandOverAcc _01) 
 
 

41
L _0244
 [TCV _Hrf <> TSPX _HoRefF] 

 
(F) 
 

42
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

43
L _0245
 [TCV _Hrf = TSPX _HoRefF] 

 
(P) 
 

44
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

45
 
L?DL _RacInHoacc (TCV _Hrf : = DL _RacInHoacc .msg .horf) 

HndOvAccRcv ( TCV _sacchTch1, HandOverAcc _01) 
 
 

46
L _0246
 [TCV _Hrf <> TSPX _HoRefF] 

 
(F) 
 

47
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

48
L _0247
 [TCV _Hrf = TSPX _HoRefF] 

 
(P) 
 

49
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

TC 26_6_5_6

 
 
localtree2 (ch : LOGICCH) 

 
 
 

32
 
L?DL _RacInHoacc
(TCV _Hrf : = DL _RacInHoacc .msg .horf) 

HndOvAccRcv ( ch, HandOverAcc _01) 
 
 

33
L _0251
 [TCV _Hrf <> TSPX _HoRefH] 

 
(F) 
 

34
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

35
L _0252
 [TCV _Hrf = TSPX _HoRefH] 

 
(P) 
 

36
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

37
 
L?DL _RacInHoacc (TCV _Hrf : = DL _RacInHoacc .msg .horf) 


 
 

38
L _0253
 [TCV _Hrf <> TSPX _HoRefD] 

 
(F) 
 

39
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

40
L _0254
 [TCV _Hrf = TSPX _HoRefD] 

 
(P) 
 

41
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

TC 26_6_5_7

 
 
localtree (ch : LOGICCH) 

 
 
 

28
 
L?DL _RacInHoacc
(TCV _Hrf : = DL _RacInHoacc .msg .horf) 

HndOvAccRcv ( ch, HandOverAcc _01) 
 
 

29
L _0258
 [TCV _Hrf <> TSPX _HoRefB] 

 
(F) 
 

30
L _0259
 [TCV _Hrf = TSPX _HoRefB] 

 
(P) 
 

31
 
L?DL _RacInHoacc (TCV _Hrf : = DL _RacInHoacc .msg .horf) 

HndOvAccRcv ( TCV _sacchTch1, HandOverAcc _01) 
 
 

32
L _0260
 [TCV _Hrf <> TSPX _HoRefB] 

 
(F) 
 

33
L _0261
 [TCV _Hrf = TSPX _HoRefB] 

 
(P) 
 

TC 26_6_5_8

 
 
localtree1 (ch : LOGICCH) 

 
 
 

31
 
L?DL _RacInHoacc
(TCV _Hrf : = DL _RacInHoacc .msg .horf) 

HndOvAccRcv ( ch, HandOverAcc _01) 
 
 

32
L _0263
 [TCV _Hrf <> TSPX _HoRefC] 

 
(F) 
 

33
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

34
L _0264
 [TCV _Hrf = TSPX _HoRefC] 

 
(P) 
 

35
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

36
 
L?DL _RacInHoacc (TCV _Hrf : = DL _RacInHoacc .msg .horf) 

HndOvAccRcv ( TCV _sacchTch1, HandOverAcc _01) 
 
 

37
L _0265
 [TCV _Hrf <> TSPX _HoRefC] 

 
(F) 
 

38
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

39
L _0266
 [TCV _Hrf = TSPX _HoRefC] 

 
(P) 
 

40
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

TC 26_6_5_9

 
 
localtree1 (ch : LOGICCH) 

 
 
 

32
 
L?DL _RacInHoacc
(TCV _Hrf : = DL _RacInHoacc .msg .horf) 

HndOvAccRcv ( ch, HandOverAcc _01) 
 
 

33
L _0270
 [TCV _Hrf <> TSPX _HoRefC] 

 
(F) 
 

34
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

35
L _0271
 [TCV _Hrf = TSPX _HoRefC] 

 
(P) 
 

36
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

37
 
L?DL _RacInHoacc (TCV _Hrf : = DL _RacInHoacc .msg .horf) 

HndOvAccRcv ( TCV _sacchTch2, HandOverAcc _01) 
 
 

38
L _0272
 [TCV _Hrf <> TSPX _HoRefC] 

 
(F) 
 

39
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

40
L _0273
 [TCV _Hrf = TSPX _HoRefC] 

 
(P) 
 

41
 
  (TCV _Cnt : = TCV _Cnt + 1) 

 
 
 

TC 26_8_1_4_3_1

 
 
localtree

 
 
 

13
 
(TCV _Tchtype : = TCV _chtype) 

 
 
 

14
 
 +PreEnterCCstateU10 ( 
TSPX _SDCCH4SubDef, TCV _Setup _mt, TSPX _TmSltDef, TSPX _TscDef, TimingAdv ( 0) , TSPX _CKSNDef, TSPX _RANDDef) 

 
 
4 . 

15
 
  (TCV _ch : = TCV _chTch) 

 
 
 

16
 
   +AssCmdGen ( C _CellA, TCV _ChRate, TCV _slt2, TSPX _TscDef, TSPX _TCHHSubA) 

 
 
 

17
body
    +Adjust _gsmanddcs _powerlvl ( 7, 3) 

 
 
 

18
 
     +AssCh _complete ( TCV _ch, TCV _chTch1, TCV _AssCmd) 

 
 
5 . 

19
 
      +CCstatuschk _05 (C _U10, TI _02, TCV _chTch1) 

 
 
7 . 

20
 
       (TCV _Null: =OM _FreeResource (TCV _chTch) , TCV _slt2: = INT _TO _BIT ( (BIT _TO _INT (TSPX _TmSltDef) + BIT _TO _INT (TSPX _TmSltNotZero1) ) MOD 8, 3) ) 

 
 
Use another timeslot different from previous two

21
 
        +CCConfigTCH ( TSPX _TCHHSubA, C _Synho, TCV _slt2, TSPX _TscDef, TimingAdv ( 0) , C _BABR _0, C _cch _1Comb, C _BPM _3, TCV _ChMod .mode, FreqTCH _omit, FreqTCH _omit, C _arfcn _tchA, C _arfcn _tchAd) 

 
 
 

22
 
         L!DL _DatRqHoCmd

HndOvSnd ( TCV _chTch1, HandOverCmd _nfh ( TCV _Tchtype, TCV _slt2, TSPX _TscDef, C _NCC, C _BCC,  TCV _chdescr _arfcn, TCV _tch _arfcn, TSPX _HoRefA, TCV _Pwrlvl _ho, Synchi ( C _not _report _otd, C _synchronised) , ChMod _omit, RelTmdDif _omit, TimingAdv _omit, CphMod _omit) ) 
 
 

23
 
          L?DL _RacInHoacc

HndOvAccRcv ( TCV _chTch, HandOverAcc _02 ( TSPX _HoRefA) ) 
 
 

24
 
           L?DL _RacInHoacc

HndOvAccRcv ( TCV _chTch, HandOverAcc _02 ( TSPX _HoRefA) ) 
 
 

25
 
            L?DL _RacInHoacc

HndOvAccRcv ( TCV _chTch, HandOverAcc _02 ( TSPX _HoRefA) ) 
 
 

26
 
             L?DL _RacInHoacc

HndOvAccRcv ( TCV _chTch, HandOverAcc _02 ( TSPX _HoRefA) ) 
 
 

27
 
             L?DL _RacInHoacc

HndOvAccRcv ( TCV _sacchTch, HandOverAcc _02 ( TSPX _HoRefA) ) 
 
 

28
 
            L?DL _RacInHoacc

HndOvAccRcv ( TCV _sacchTch, HandOverAcc _02 ( TSPX _HoRefA) ) 
 
 

29
 
           L?DL _RacInHoacc

HndOvAccRcv ( TCV _sacchTch, HandOverAcc _02 ( TSPX _HoRefA) ) 
 
 

30
 
          L?DL _RacInHoacc

HndOvAccRcv ( TCV _sacchTch, HandOverAcc _02 ( TSPX _HoRefA) ) 
 
 

31
 
           L?DL _EstIn

DLEstInd ( TCV _chTch) 
 
 

32
L _0468
            L?DL _DatInHoCom

HndOvCmpRcv ( TCV _chTch, HandOverCmp _01) 
(P) 
6 . 

33
 
             L!MDL _RelRq

MDLRelReq (TCV _chTch1) 
 
Release the original channel

34
 
              +CCstatuschk _05 ( C _U10, TI _02, TCV _chTch) 

 
 
7 . 

35
 
               +PostMainLinkRel (TCV _chTch) 
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