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According to 04.64 clause 8.5.5 (Collision of unnumbered commands):

"In the collision cases in this subclause, if the XID or SABM command that

shall be ignored and treated as not transmitted contains one or more XID

parameters that are not negotiated as part of the collision resolution, then

negotiation of these XID parameters shall be performed at the earliest

opportunity after conclusion of the collision resolution."

After step 5 the XID parameter have not been succesfully negotiated, so they still need to be negotiated after the collision resolution. For the MS, as there is no PDP Context Deactivation, the original PDP Context is still outstanding and the MS may still try to establish ABM for the first time. According to 04.65 clause 6.2.1.1, the SNDCP establishment criteria are still valid as establishment is still outstanding. 

 So the I+S frame received in step 6 may be be ignored and instead the MS sends    an SABM to perfom the oustanding XID parameter negotiation. 
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Step 7 is changed to allow the MS to ignore the I+S frame and to permit the MS to send a SABM.
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46.1.2.3.2
Collision of SABM and DISC

46.1.2.3.2.1 
Conformance requirement

If the transmitted and received unnumbered commands are a SABM and DISC command, the LLEs shall issue a DM response at the earliest possible opportunity. Upon receipt of a DM response with the F bit set to 1, the LLE shall enter the ADM state and notify layer3 by means of the appropriate primitive.

Reference

3GPP TS 04.64, subclause 8.5.5.2.

46.1.2.3.2.2
Test purpose

To verify that when the MS receives a DISC after sending a SABM, it shall send a DM response to the SS. Upon reception of a DM response, it shall enter the ADM state.

46.1.2.3.2.3
Method of test

Initial conditions

-

Related PICS/PIXIT Statement

-

Test procedure

Initiate link establishment from the MS by sending a SABM command. Send a DISC command in response to this from the SS. Verify that the MS sends a DM and upon reception of a DM from the SS, it enters the ADM state. Send numbered frames from the SS and verify that the MS does not acknowledge them.

Maximum duration of the test

3 minutes.

Expected sequence

Step
Direction
Message
Comments

1

{PDP Context Activation}
Macro. Initiate PDP context activation from the MS using PDP Context 12.

2
MS -> SS
SABM
Verify that P/F = 1. 

3
SS -> MS
DISC
Send DISC from the SS before T200 can expire at the MS.

4 
MS -> SS
DM


5
SS -> MS
DM
Send DM with F=1

6
SS -> MS
I+S
Send an I+S frame from the SS.

7


Verify that the MS does not send an acknowledgement for the I+S frame transmitted.

A8

(Conditional)
MS -> SS
SABM
The MS may try to establish ABM.

This step should be done if step B8 was not executed.

B8

(Conditional)
MS -> SS
DM
The MS may send a DM as response to the I+S frame.

This step should be done if step A8 was not executed.
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