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53.1.2.13
Acknowledged Mode/ Downlink TBF/ IR Operation

53.1.2.13.1
Conformance requirements

1.
In EGPRS TBF mode, the transfer of RLC Data Blocks in the acknowledged RLC/MAC mode can be controlled by a selective type I ARQ mechanism, or by type II hybrid ARQ (Incremental Redundancy: IR) mechanism, coupled with the numbering of the RLC Data Blocks within one Temporary Block Flow.

2.
In the type I ARQ mode, decoding of an RLC Data Block is solely based on the prevailing transmission (i.e. erroneous blocks are not stored). In the type II ARQ case, the receiver stores erroneous blocks and a joint decoding with new transmissions is done. If the memory for IR operation run out in the MS, the MS shall indicate this by setting the LA/IR bit in the EGPRS PACKET DOWNLINK ACK/NACK message.

3.
For uplink TBFs, the network may implicitly set the type I mode by ordering the MS to use a specific MCS and setting the re-segment bit or type II mode by ordering the MS to use a specific MCS and not setting the re-segment bit.

4.
Type II hybrid ARQ is mandatory in EGPRS MS receivers. Furthermore, it is mandatory for an EGPRS MS receiver to be able to perform joint decoding among blocks with different MCS's if the combination of MCS's is one of the following:

-
MCS-5 and MCS-7;

-
MCS-6 and MCS-9.

5.
If the memory for IR operation runs out in the MS, the MS shall indicate this by setting the LA/ IR bit in the EGPRS PACKET DOWNLINK ACK/NACK message.

References

3GPP TS 04.60, subclause 9.3.2.1.

53.1.2.13.2
Test purpose

1.
To verify the mobile station supports joint decoding among blocks with MCS combination of MCS-5 and MCS‑7 or MCS-6 and MCS-9.

2.
To verify that if the memory for IR operation run outs in the MS, the MS shall indicate this by setting the LA/IR bit in the EGPRS PACKET DOWNLINK ACK/NACK message.

53.1.2.13.3
Method of test

Initial Conditions

System Simulator:


1 cell with EGPRS support, default setting, PBCCH not present, BS_CV_MAX = 1.

Mobile Station:


The MS is EGPRS updated with a P-TMSI allocated, SPLIT PG CYCLE negotiated and the test PDP context2 activated.

Related PICS/PIXIT Statement(s)

The MS class for multislot capability

Test Procedure

The SS establishes an acknowledge mode downlink EGPRS TBF with the MS:

1.
Set the initial Modulation and Coding Scheme to MCS –5;
2.
Randomly choice a RLC data block corrupt the data block at bit positions 0 to 7 after puncturing.
3.
The SS transmit those RLC data blocks to MS (the corrupted RLC data was included);

4.
The SS poll for acknowledgement;

5.
Corrupt the same data block at bit positions 0 till 15 after puncturing. Transmit the block using MCS-7.
6.
The SS poll for acknowledgement; The data block shall be negatively acknowledged by the MS.

7. Corrupt the same data block at bit positions 8 till 31 after puncturing. Transmit the block using same MCS-7.
8. The SS poll for acknowledgement; The data block shall be acknowledged by the MS.
9.
Repeat the above procedure with combination of MSC-6 and MSC-9.

The SS establishes an acknowledge mode downlink EGPRS TBF with the MS:

1.
Set window size to the maximum value according to the MS's multislot capability;

2.
Heavily corrupt all RLC date blocks before transmission;

3.
The SS transmit the RLC data blocks and polls for acknowledgement;

4.
Retransmit all RLC data blocks   randomly heavily corrupted;

5.
The SS polling for acknowledgement;

6.
Repeat step 4, 5 several times, the SS shall receives the EGPRS PACKET DOWNLINK ACK/NACK from MS with the LA/IR bit in the message be set to '1'B.

Maximum Duration of Test

30 minutes.

Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	
	{Downlink TBF establishment}
	Acknowledged Mode

EGPRS Window Size: maximum value according to the mobile's multi timeslot capability

	2
	SS -> MS
	EGPRS DOWNLINK RLC DATA BLOCKS
	With MCS-5
Randomly choice a data block and corrupt the data block at bit positions 0 till 7 after puncturing.

The MS was polled

	3
	MS -> SS
	EGPRS PACKET DOWNLINK ACK/NACK
	The MS acknowledge all RLC data block except the RLC data block, which was corrupted before.

	4
	SS -> MS
	EGPRS DOWNLINK RLC DATA BLOCK
	Corrupt the same data block at bit positions 0 till 15 after puncturing. Transmit the block using MCS-7
The MS is polled

	5
	MS -> SS
	EGPRS PACKET DOWNLINK ACK/NACK
	The MS shall negatively acknowledge the RLC data block,.

	6
	SS -> MS
	EGPRS DOWNLINK RLC DATA BLOCK
	Corrupt the same data block at bit positions 8 till 31 after puncturing. Transmit the block using MCS-7

The MS is polled

	7
	MS -> SS
	EGPRS PACKET DOWNLINK ACK/NACK
	The MS shall positively acknowledge the RLC data block,.

	7
	
	-
	Completion of downlink RLC data block transfer.

	8
	
	-
	Repeat the above procedure for MCS-6 and MCS-9.

	9
	
	{Downlink TBF establishment}
	Acknowledged Mode

EGPRS Window Size: maximum value according to the mobile’s multi timeslot capability

	10
	SS -> MS
	EGPRS DOWNLINK RLC DATA BLOCK
	Randomly corrupt all RLC data blocks before Rate 1/3 convolution coding,

Transfer all RLC data blocks with specified MCS and poll The MS.

	11
	MS -> SS
	EGPRS PACKET DOWNLINK ACK/NACK
	The MS un-acknowledges all RLC DATA blocks

	12
	
	
	If the LR/IR bit in the EGPRS PACKET DOWNLINK ACK/NACK has not be set to '1', Repeat steps 9,10 several times until the LR/IR bit was set to '1'.
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