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	Reason for change:
(

	For SMS Type 0 there is currently only a test for the Ph2…REL-4 requirement existing. Since the conformance requirement has been extended from REL-4 to REL-5, the REL-5 relevant Test Case has been created as sections 34.2.6a.

	
	

	Summary of change:
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	Addition of section 34.2.6a to the Applicability Table.
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	The Applicability Table will be incomplete.
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	Annex B, B.1, Applicability Table
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Annex B (normative):
Applicability of the individual test

[…]
Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	[…]
	
	
	
	
	

	34.2.1
	SMS mobile terminated
	Phase 2
	MS supporting SMS MT/PP and supporting CC protocol for at least one Bearer Capability
	C72
	

	34.2.2
	SMS mobile originated
	Phase 2
	MS supporting SMS MO/PP and supporting CC protocol for at least one Bearer Capability
	C73
	

	34.2.3
	Test of memory full condition and memory available notification:
	Phase 2
	MS supporting SMS MT/PP and storing of short messages in the SIM
	C74
	

	34.2.4
	Test of the status report capabilities and of SMS-COMMAND:
	Phase 2
	MS supporting SMS MT/PP and SMS MO/PP and supporting SMS status report capabilities
	C141
	

	34.2.5.1
	Short message class 0
	Phase 2
	MS supporting SMS MT/PP and display of received short messages
	C142
	

	34.2.5.2
	Test of class 1 short messages
	Phase 2
	MS supporting storing of received Class I Short Messages and display of stored Short Messages
	C143
	

	34.2.5.3
	Test of class 2 short messages
	Phase 2
	MS supporting storing of received Class II Short Messages in the SIM
	C74
	

	34.2.6
	Test of short message type 0 (Ph2, R96…R99 and REL-4)
	Phase 2, R96…R99 & REL-4 only
	MS supporting SMS MT/PP
	C290
	

	34.2.6a
	Test of short message type 0 (≥ REL 5)
	REL-5
	MS supporting SMS MT/PP
	C290
	

	34.2.7
	Test of the replace mechanism for SM type 1‑7
	Phase 2
	MS supporting Replace Short Messages and display of received Short Messages
	C144
	

	34.2.8
	Test of the reply path scheme
	Phase 2
	MS supporting reply procedures, display of received Short Messages and submitting Short Messages
	C145
	

	34.2.9.1
	Multiple SMS mobile originated/MS in idle mode
	Phase 2
	MS supporting the ability of sending multiple short messages on the same RR connection
	C272
	

	34.2.9.2
	Multiple SMS mobile originated/MS in active mode
	Phase 2
	MS supporting the ability of sending multiple short messages when there is a call in progress
	C220
	

	34.3
	Short message service cell broadcast
	Phase 2
	All MS supporting SMS CB
	C300
	

	[…]
	
	
	
	
	

	[…]
	
	

	C141
	IF A.3/3 AND A.3/4 AND A.25/35 THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_Serv_TS22 AND TSPC_ Addinfo_SMSStatusRepCap

	C142
	IF A.3/3 AND A.25/34 THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_Addinfo_DispRcvSMS

	C143
	IF A.3/3 AND A.25/34 AND (A.25/36 OR A.25/37) THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_ Addinfo_DispRcvSMS AND (TSPC_ Addinfo_StoreRcvSMSSIM OR TSPC_ Addinfo_StoreRcvSMSME)

	C144
	IF A 3/3 AND A.25/33 AND A.25/34 THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_ Addinfo_ReplaceSMS AND TSPC_ Addinfo_DispRcvSMS

	C145
	IF A.3/3 AND A.3/4 AND A.25/32 AND A.25/34 THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_Serv_TS22 AND TSPC_ Addinfo_ReplyProc AND TSPC_ Addinfo_DispRcvSMS

	[…]
	
	

	C289
	IF (A.1/56 AND A.27/1 AND A.25/2 AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/53 OR A.1/55)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND TSPC_Addinfo_FullRateSpeech AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_700_BAND OR TSPC_TYPE_GSM_850_BAND)

	C290
	IF A.3/3 THEN A ELSE N/A
	-- TSPC_Serv_TS21

	C300
	IF A.3/5 THEN A ELSE N/A
	-- TSPC_Serv_TS23

	C301
	Void
	

	C302
	IF A.2/59 AND A.2/61 THEN A ELSE N/A
	-- TSPC_A-GPS_BASE AND TSPC_PRIVACY

	C303
	IF A.2/60 AND A.2/61THEN A ELSE N/A
	-- TSPC_A-GPS_ASSIST AND TSPC_PRIVACY

	C304
	IF A.2/57 AND A.2/61THEN A ELSE N/A
	-- TSPC_EOTD AND TSPC_PRIVACY


[…]
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