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Reason for change:
(

After the MS has received an Attach Reject Message with GMM Cause “LA not allowed” it does not store any limitation on the SIM card.

Hence after switching the MS off and on again it has “forgotten” the rejection and its cause and tries to attach again without any limitation of LA.

In order to check the test purpose it is wrong to switch the MS off and on again before setting up the emergency call.




Summary of change:
(

Step d) removed and reference to this step in test requirement 2) corrected.
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not approved:
Testcase is not aligned with core specs and and will fail good MS.
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20.22.12
Cell Selection on "LA Not Allowed"

20.22.12.1
Definition and applicability

This test is applicable for all types of GPRS mobiles.

20.22.12.2
Conformance requirement

If the MS has received the cause "LA Not Allowed" it shall ignore this fact when selecting a cell to camp on (3GPP TS 03.22, subclause 3.2.1).

20.22.12.3
Test purpose

To verify that the MS does not reject a cell because the cell is a part of the LA for which it has received the cause "LA Not Allowed".

NOTE:
During GPRS Attach, the MS receives an ATTACH REJECT message with cause 'LA not allowed". The MS shall then camp on any acceptable cell and shall be able to make emergency calls.

20.22.12.4 
Method of test

Initial conditions

Parameter
Carrier1
Carrier2
Carrier3
Carrier4

RF Signal Level
-60
-60
-75
-75

RXLEV_ACCESS_MI N
-90

-90


GPRS_LEV_ACCESS _MIN

-90

-90

CELL_BAR_ACCESS
0
 
1
 

LAC
Default

Default


C1
30
30
15
15

NOTE 1:
Carrier 1 and carrier 3 are the BCCH Carriers which broadcasts the position of the PBCCH channel in the cell (carrier 2 and carrier 4).

NOTE 2:
Carrier 1 and carrier 2 are for Cell 1, carrier 3 and carrier 4 are for Cell 2.

20.22.12.4.2
Procedure

a)
The SS activates all the Carriers.

b)
MS is Switched on.

c)
The SS sends an Attach Reject Message on Cell 1 with cause as "LA not allowed".



d)
The MS is manually commanded to set up an emergency call.

20.22.12.5
Test Requirements

1)
After Step b) the response shall be on Carrier 2.

2)
In step d), the MS shall access on carrier 1 with a channel request message, within 15 s of being commanded to set up the emergency call.

NOTE:
Cell 2 is barred and hence it is not suitable for Camping.
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