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	Reason for change:
	45.002 specifies that an Iu-mode multislot configuration comprises a single DBPSCH and one or more SBPSCHs. This violates 44.118 (e.g., §§ 6.4.2.5, 6.4.3.1, 6.4.3.2, 6.4.3.4, 7.14.1.3) and 44.160 (e.g., §§ 5.3.3.1, 5.3.3.3, 5.3.3.4, 5.4.1.4.3). It also conflicts with 43.051 (e.g., §§ 5.2.1, 6.3.3, 6.6.4.1, C.2.4, C.3).

45.002 also specifies that a multislot configuration may occupy up to 3 basic physical channels. This precludes many of the MS multislot classes specified in 45.002 Annex B (normative).

	
	

	Summary of change:
	Allow multiple DBPSCHs in dual transfer mode (MAC-DTM state).
Delete the requirement that a multislot configuration may occupy up to 3 basic physical channels.

	
	

	Consequences if 
not approved:
	Some implementers may incorrectly follow requirements in 45.002 instead of the requirements in 44.118 and 44.160 (and the intent of 43.051), seriously impairing the capabilities of their mobile stations.
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	Other comments:
	


6.4.2.7
Multislot configurations for dual transfer mode in Iu mode

For dual transfer mode in Iu mode, a multislot configuration comprises one or more DBPSCHs and one or more SBPSCH/F. The mobile station shall support every combination of these basic physical subchannels consistent with its multislot capability signalled to the GERAN (See TS 44.118).

The network shall leave a gap of at least one radio block between the old and the new configuration, when the allocation is changed and SBPSCHs with the lowest numbered timeslot are not the same in the old and new configuration. For multislot class type 1 MS, the gap shall be left in both uplink and downlink when the lowest numbered timeslot for the combined uplink and downlink configuration is changed.











